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Chapter 1. Introduction 

The City of Burien (City) is authorized to discharge stormwater runoff to surface water of the State of 

Washington (State) by the Washington Department of Ecology (Ecology) under the National Pollutant 

Discharge Elimination System (NPDES) Western Washington Phase II Municipal Stormwater Permit 

(Permit). Ecology reissued the Permit, effective August 1, 2019, through July 31, 2024. 

Stormwater Management Action Planning (SMAP) is a new requirement of the current Permit. Ecology 

uses SMAP as both a verb for the planning process and as a noun for the resulting plan. This document 

complies with Permit condition S5.C.1.d, SMAP by following, in large part, Ecology’s 2019 Stormwater 

Management Action Planning Guidance (SMAP Guidance). This document also serves to meet the goals 

of the City's Water Quality Combined Financial Assistance Agreement with Ecology. 

SMAP is focused on addressing effects of cumulative development on a watershed both under existing 

and future conditions. A successful SMAP strategically identifies approaches to alleviate existing 

stormwater problems and to protect and improve receiving water conditions while meeting future 

population and density targets. SMAP identifies stormwater retrofits, land management and development 

strategies, and targeted stormwater management actions (SMAs) or operational improvements to protect 

and restore water quality in the selected high priority receiving water. Receiving waters are prioritized 

based on factors likely to maximize the results of effort. Several factors that help compare the City’s 

relative ability to impact the receiving water through SMAs are considered. Therefore, SMAP gives higher 

priority to the higher quality receiving water within jurisdictions and to the basins where jurisdictions have 

the most influence, either alone or in partnership with another jurisdiction. Once a receiving water is 

selected for planning, each jurisdiction will plan actions appropriate to the jurisdiction’s built environment 

and goals for the receiving water. 

The SMAP requirements are established in the Permit and described in more detail in the SMAP 

Guidance. The SMAP process consists of three major phases: 

Phase 1 – Receiving Water Assessment (Section S5.C.1.d.i) 

Phase 2 – Receiving Water Prioritization (Section S5.C.1.d.ii) 

Phase 3 – SMAP (Section S5.C.1.d.iii) 

Each phase includes several steps, which are outlined in this summary. Although there are several ways 

to accomplish SMAP, these steps provide a broad outline of the process and the information required to 

complete it. 

This document describes how the requirements of Phase 1, Receiving Water Assessment, Phase 2, 

Receiving Water Prioritization, and Phase 3, SMAP, are fulfilled. Phase 1 includes a watershed inventory 

table, a stormwater management influence (SMI) assessment for each basin, and a list of candidate 

basins that were considered in Phase 2, Receiving Water Prioritization. Phase 2 includes stakeholder 

feedback incorporated for selecting one priority receiving water and catchment in which to focus the 

SMAP. 

Miller Creek was selected as the priority receiving water and the Downtown Tributary Subbasin was 

selected as the catchment for the SMAP. Phase 3 includes a description of how stormwater management 

actions (SMAs) were developed for the Downtown Tributary Subbasin, stakeholder engagement for 

SMAs, a description of the ranking and selection process for SMAs, descriptions for each selected SMA, 

and an implementation plan which includes adaptive management and budget sources
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Chapter 2. Methodology 

Section 1. Introduction 
Chapter 2 describes the methodology used to assess the receiving water, evaluate the City’s SMI, and 

analyze relative conditions between the receiving water. 

The methodology described in Chapter 2, Section 2, Receiving Water Assessment Methodology, is 

implemented in Chapter 3, Receiving Water Assessment. The methodology described in Chapter 2, 

Section 3, Relative Conditions and Contributions Assessment Methodology is implemented in Chapter 4, 

Relative Conditions Assessment. The methodology described in Chapter 2, Section 4, Receiving Water 

Prioritization and Catchment Selection Methodology, is implemented in Chapter 5, Receiving Water 

Prioritization and Catchment Selection.  

Section 2. Receiving Water Assessment Methodology 
The purpose of the Receiving Water Assessment is to identify basins and receiving water that could 

benefit from stormwater management planning. The outcome of this phase is a narrowed list of candidate 

basins that includes the information needed to support the prioritization process. 

There are three steps involved in this phase: 

Step 1 – Delineate basins and identify receiving water 

Step 2 – Assess receiving water conditions 

Step 3 – Assess relative conditions, contributions, and influences 

Step 1 – Delineate Basins and Identify Receiving Water 

The receiving water in the City were identified by overlaying the City’s NPDES designated outfalls on 

surface water bodies such as creeks, streams, rivers, lakes, and wetlands (Figure 2-1). Nine basins 

draining into the receiving water had been delineated for the 2020 Storm Drainage Master Plan (SDMP) 

(Otak, 2020). Basin delineations in the SDMP were based on watersheds delineated by King County and 

were modified using topography and the City’s storm sewer system data. For the SMAP study, SDMP 

basin delineations were generally not modified; however, the Miller-Walker basin was split into two 

basins—one draining to Miller Creek, and another to Walker Creek. 

In this document “greater basin” refers to the entire basin within the City and outside of the City while 

“basin” refers to only the portion of the greater basin within Burien’s jurisdiction. 

Receiving Water Inventory and Screening Process 

Table 2-1 lists each receiving water, the greater basin area draining to the receiving water, and the 

fraction of that basin within city limits. Then a screening process was applied to sort basins into those that 

would receive a rapid receiving water assessment, and those that would receive a detailed receiving 

water assessment. This screening process, shown in Figure 2-2, sorted receiving water basin based on 

size of the greater basin and the fraction of the greater basin within city limits. Receiving water with 

greater basin areas less than one square mile were sorted into the rapid assessment group because one 

square mile is likely the smallest area needed to support a perennial stream, and these basins are not 

recommended for SMAP planning (Ecology, 2019, p.3). Similarly, water with a greater basin area larger 

than 20 square miles were sorted into the rapid assessment group because the guidance states that 

“rivers and most large streams (more than third Strahler order) are likely too large for SMAP actions alone 

to result in noticeable improvements” (Ecology, 2019, p.3). Greater basins with an area between one and 
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20 square miles were then reviewed to determine if the City controls at least 20 percent of the greater 

basin. This value was selected to ensure the City can have a significant impact in the basin. 

Of the nine basins, six received a rapid assessment, and three received a more detailed assessment. 

Miller, Walker, and Salmon Creeks were assessed in detail; they are shown in green highlight in 

Table 2-1. Note that the greater basin area of Lower Puget Sound–Burien South appears to be a 

candidate for a detailed receiving water assessment based on its size. However, it comprises many 

smaller drainage basins, which all flow to Puget Sound through several unnamed tributaries. Individually 

each of these basins are too small to justify inclusion into the SMAP. Therefore, the Lower Puget Sound–

Burien South is not a viable candidate for a detailed receiving water assessment.  
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Table 2-1 Receiving Water Inventory – Greater Basin Area and Fraction within Burien 

Basin Name 
Receiving Water 
Name Watershed 

Greater 
Basin Area 
(sq miles) 

Basin Area 
within the 
City  
(sq miles) 

Fraction of 
Basin within 
the City 

Other 
Jurisdictions the 
Basin Falls Under 

Fraction of the 
City that is 
Occupied by 
the Basin 

Des Moines Creek Des Moines Creek Central 

Puget Sound 

5.6 0.1 2% Normandy Park,  

Des Moines 

1.2% 

Duwamish River Tributaries to the 

Duwamish 

including Hamm 

Creek and two 

unnamed tributaries 

Duwamish–

Green River 

21.6 1.3 6% Tukwila, SeaTac, 

Seattle, 

Unincorporated 

King County 

13.3% 

Lower Puget Sound–

Burien North 

Puget Sound Central 

Puget Sound 

0.4 0.3 83% None 3.1% 

Lower Puget Sound–

Burien South 

Several small 

unnamed tributaries  

Central 

Puget Sound 

1.6 1.6 98% None 15.6% 

Lower Puget Sound–

Normandy Park 

Puget Sound Central 

Puget Sound 

1.9 0.0 2% None 0.3% 

Miller Creek Miller Creek Central 

Puget Sound 

7.3 5.1 69% SeaTac,  

Normandy Park 

50.4% 

Walker Creek Walker Creek Central 

Puget Sound 

1.6 0.6 39% SeaTac,  

Normandy Park 

6.2% 

Salmon Creek Salmon Creek Central 

Puget Sound 

2.1 0.7 35% Seattle, 

Unincorporated 

King County 

7.3% 

Seola Creek Seola Creek Central 

Puget Sound 

1.2 0.1 12% Seattle, 

Unincorporated 

King County 

1.4% 
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Figure 2-2 Flow Chart used to screen Receiving Water 

Step 2 – Assess Receiving Water Conditions 

The goal of the receiving water assessment is to understand the level of degradation of the receiving 

water under existing conditions, and potential for improvement as development occurs in the basin under 

future conditions. Studies associated with the receiving water inform the existing conditions; growth plans, 

such as plans to rezone or upzone, and projects from other City departments, such as transportation 

improvement projects inform future conditions. 

For existing conditions, relevant studies were collected in correspondence with the City, Miller and 

Walker Stewardship Program, and King County Water and Land Resources Department (WLRD). 

A virtual meeting with the City’s internal stakeholders was held on February 10, 2022, to intake 

information relevant to growth in the City. Representatives from the public works, parks, development 

review, and community development departments were consulted to gather the following types of 

information: 

▪ Citywide growth plans 

▪ Significant transportation improvement projects planned 

▪ Significant parks projects planned 

▪ Studies about underserved communities 

The collected information was reviewed, mapped where applicable, and presented in the rapid and 

detailed receiving water assessments described below. 
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Rapid Receiving Water Assessment 

The brief receiving water assessment qualitatively summarizes the hydrology in the basin based on a 

desktop assessment of the soils, topography, and land cover in the basin. It also notes any impairments 

associated with the surface water body and qualitatively describes existing and future land uses in the 

basin. Significant studies associated with the surface water that have been completed, or are in progress, 

are also listed. Details on these analyses can be found in the following section. 

Detailed Receiving Water Assessment 

The intent of the detailed assessment is to understand the level of degradation of flow, water quality, and 

habitat in the receiving water under existing conditions. Degradation is qualitatively analyzed based on 

changes in land cover and land use since prehistoric conditions, and review of relevant studies in the 

basin. Land cover and land use are the primary focus of this assessment because they affect the 

quantity, volume, velocity, and quality of stormwater discharged into the receiving water from the City’s 

municipal separate storm sewer system (MS4). This ties well into the goal of the SMAP: use structural 

and non-structural best management practices (BMPs), land management/development strategies, and 

targeted SMAs to reduce the harmful effects of land cover and land use on the stream’s health. 

The receiving water assessment included a review of point sources in the City of Burien including a 

review of Ecology’s Water Quality Permitting and Reporting Information System (PARIS). While these 

permits were not considered further information is provided for context. Construction Stormwater General 

Permits were not considered in the detailed receiving water assessment as the sites are spread out 

throughout the City and because these are temporary it is difficult to determine the impact of construction 

on the flow and water quality of receiving waters in the City. There is one Wastewater Treatment Permit in 

the City which ensures treatment before discharging into the Puget Sound. There is one Industrial 

Stormwater General Permit in the City. This permit ensures treatment of petroleum before discharging 

into Miller Creek through the City’s MS4. This site is already regulated; therefore, it was not considered to 

have a significant impact on the flow and water quality on Miller Creek. Instead, this SMAP focuses on 

urban nonpoint sources, as seen in Chapter 3.The detailed receiving water assessments are focused on 

the portion of each basin within the city limits. 

Major Stakeholders in the Basin 

Major stakeholders in the basin, such as other jurisdictions that drain into the receiving water, groups that 

are active in the watershed with a goal to improve receiving water health, or large property holders in the 

drainage basin are noted. 

Major Studies in the Basin 

Major studies in the basin, such as basin plans, which inform the receiving water assessment are noted. 

Aquatic Habitat 

The stream type of each receiving water and presence of aquatic species has been identified for each 

receiving water based on the City’s critical areas Geographic Information System (GIS) data. Types of 

fish species identified in the stream were noted from available studies and the Statewide Washington 

Integrated Fish Distribution (SWIFD). The buffer width of a stream has been indicated, which is 

dependent on the stream type. The location and severity of fish barriers from the Washington Department 

of Fish and Wildlife (WDFW) are described for each stream and tributary. 



City of Burien 2-7 

Stormwater Management Action Plan (SMAP) Otak 

Physical Setting and Flow Characteristics 

Receiving water are the result of the physical characteristics of the basin as well as human intervention 

that has altered the natural characteristics. The characteristics considered for the receiving water 

assessment are listed and described below. 

Geology and Soils 

The distribution of soil types influences the flow of surface water and groundwater within a basin. The 

assessment uses soil data derived from the National Cooperative Soil Survey in raster format at 10-meter 

cell size from the Nature Conservancy’s Stormwater Heatmap. The hydrologic-soil group designations 

include outwash, till, saturated soils, and water. Generally, outwash soils allow infiltration. Till and 

saturated soils allow limited infiltration and produce more runoff. 

Topography and Stream Slopes 

Topography plays a large role in defining drainage basins and influences the flow of water within a basin. 

The assessment uses contours from King County. 

Land Cover and Flow Control 

Changes in land cover from historic forests and prairies to impervious surfaces and lawns impact streams 

by directing more runoff to them and changing the timing and duration of their peak flows. Stormwater 

facilities designed to control flow (flow control facilities) have been required in Burien since 1998 and 

mitigate the impacts of such land cover changes. 

Land cover change and mitigated land cover change are assessed. All impervious surface present in 

1998 are assumed to be unmitigated. Impervious coverage in 1998 is estimated by visual review of King 

County’s 1998 aerial imagery. To estimate current impervious cover, the assessment uses land cover in 

raster format (10-meter cell size) from the Nature Conservancy’s Stormwater Heatmap. The number and 

type of flow control facilities are counted from the City’s stormwater GIS. Finally, future development 

pressures and their effect on flow control are described for each basin. 

The City has currently adopted the 2016 King County Surface Water Design Manual (KCSWDM), and the 

City will adopt the 2021 update in 2022. The KCSWDM requires development and redevelopment to 

mitigate for impervious surfaces by providing flow control. 

Critical Areas 

The City protects stream buffers, landslide areas, seismic hazard areas, wetlands, aquifer recharge 

areas, wetland buffers, and floodplains through its critical areas ordinance. Wetlands and wetland buffers 

are important to hydrology and water quality because they reduce the velocity of stormwater and provide 

a natural filter for sediment and metals. Well-vegetated buffers can help reduce stream temperatures and 

increase dissolved oxygen (DO). The presence, quality, and location of critical areas in the watershed can 

be key indicators in understanding the health of the watershed. The critical areas were mapped and listed 

for each basin. Additionally, each critical area’s influence on hydrology and water quality was described. 

Stormwater Infrastructure 

Stormwater pipes, catch basins, manholes, culverts, ditches, vaults, ponds, pumps, swales, outfalls, 

and stormwater BMPs are counted and located within each basin to determine whether infrastructure 

distribution is consistent with land cover and land use. Areas with high impervious cover or polluting land 

uses that are underserved by flow control and water quality facilities are noted. 
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Water Quality 

Water quality is assessed by summarizing information correlating water quality with land uses typically 

associated with the stormwater pollutants. Water quality issues described in existing studies are also 

reviewed and summarized. 

Water Quality Assessment for Washington State 

Ecology’s 2016 Water Quality Assessment is reviewed for each receiving water. Any impaired 

waterbodies are listed along with their impairment categories, total maximum daily loads (TMDLs), 

and water quality improvement (WQI) projects. 

Analysis of Receiving Water Health 

Available information for each basin and receiving water is compiled and reviewed to understand water 

quality conditions for each receiving water. Each source was summarized and pollutants of concern are 

listed for each receiving water. 

Existing Land Use and Water Quality Treatment 

Land use has a significant impact on water quality. The City’s zoning is used as a proxy for land use in 

the City. Zoning is classified as polluting or non-polluting for the purpose of this assessment. The areas 

zoned commercial (including Community Commercial 1 and 2, Intersection Commercial, Downtown 

Commercial, and Regional Commercial), Office, Industrial, Special Planning Areas, and Residential 

Multi-family greater than or equal to 12 dwelling units per acre are classified as land uses that contribute 

stormwater pollutants: total suspended solids (TSS), turbidity, and metals. Low-density residential (less 

than or equal to eight single family residences per acre) were considered non-pollution generating land 

uses. When a zone is polluting, the rights-of-way in that zone are also considered polluting. Highly 

traveled roadways also have a significant impact on water quality because these roads tend to produce 

more chemical pollutants and dissolved metals in runoff. Additionally, most streets in the City were built 

prior to the existence of stormwater regulations as depicted on aerial photographs (see Chapter 3). 

Therefore, most streets in the City do not have water quality or flow control facilities to mitigate their 

impacts. Highly traveled and very highly traveled roadways in the City were noted. 

Most of the City has already been developed. For development and redevelopment that has occurred 

since 1998, some level of water quality treatment likely has been provided. Water quality facilities are 

mapped by type and their distribution is described. For some facilities, the pollutants and contributing 

drainage area are known and discussed. 

Water quality retrofits, if installed in the basin or recommended by a water quality study, are noted. 

Fecal coliform and other bacteria are pollutants associated with stormwater runoff from all urban and 

many rural land uses. Bacteria is also commonly discharged to surface water from malfunctioning private 

on-site sewage systems (often known as septic systems). The private septic system density and their 

likely influence on water quality are described for each basin. 

Development Pressures 

The City of Burien’s Comprehensive Plan, sub area plans, GIS data, the SDMP, and 2022–2027 

transportation improvement programs (TIPs) are reviewed for this section. Growth is evaluated based on 

upcoming development, master plans, and planned transportation improvement projects and stormwater 

projects. Since most of the City is already developed, the development pressures will be in the form of 

redevelopment, which would have a positive impact on surface water as sites are brought up to current 

stormwater standards. Development pressure is assessed qualitatively based on a visual observation of 
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the extent of the basin covered by growth plans or plans for transportation projects. City internal 

stakeholders are consulted for information on development pressure. 

Section 3. Relative Conditions and Contributions Assessment 
Methodology 

In this step, candidate basins for SMAP are compared to each other, considering SMI, Puget Sound 

watershed characterization (PSWC) management strategies, benefit to aquatic habitat, and an 

environmental health disparities index. Each factor, the intent of use, and how it is applied in the relative 

conditions assessment is described below. 

Stormwater Management Influence (SMI) 

The influence of the City’s MS4 and land uses on the existing conditions of the receiving water is 

assessed based on Step 3 of the 2019 SMAP Guidance, with some guidance derived from Building Cities 

in the Rain: Watershed Prioritization for Stormwater Retrofits, published by the Washington Department of 

Commerce in 2016. The purpose of SMI is to discover the relative influence that the City’s storm system 

has, either alone or in partnership with neighboring jurisdictions, on supporting the designated uses in the 

three candidate receiving waters. The SMI evaluation in turn informs the selection of a high priority 

catchment where the SMAP will be applied. 

SMI for each basin is qualitatively evaluated based on information in Table 2.1 and Chapter 3, Receiving 

Water Assessment, Sections 3, 4, and 5. Seven factors are considered. A description of each factor and 

how it influences the City’s SMI score for each receiving water is described below. 

The first factor is the size of the basin, fraction of the total basin area within city limits, and City’s location 

in the basin (see Table 2.1). Higher scores are given for basins with a greater drainage basin area 

between one square mile and 20 square miles and where the City controls a larger fraction of the basin. 

The City’s location in the basin matters because if the receiving water is already degraded before it 

reaches city limits, the City may not have a significant impact on its condition. Where the City does not 

have jurisdiction over a large fraction of the basin or the portion of the basin within the City, is at the 

downstream end of a larger basin. Other planned activities in the greater basin are reviewed to assess 

whether the City may have a greater influence in partnership with neighboring jurisdictions. For example, 

even though a receiving water may be degraded before it reaches the City, the City may coordinate with 

other jurisdictions on a large-scale effort to positively impact the receiving water. 

The second factor is the influence of groundwater on flows in the receiving water. Lower scores are given 

to streams that are primarily influenced by groundwater flows because where groundwater inputs are 

significant, an MS4 will have a relatively small influence on stream hydrology (Ecology, 2019). 

Groundwater influence, if known, is documented in the receiving water assessments in Chapter 3. 

The third factor is impervious land cover that has not been mitigated by flow control facilities. The fraction 

of impervious coverage of each basin within city limits is tabulated in Chapter 3. Mitigation by flow control 

facilities is evaluated visually, based on distribution of facilities within the basin. Impervious coverage and 

flow control facilities are mapped for each receiving water in Chapter 3. Higher scores are given to basins 

with larger areas of unmitigated impervious coverage because of their greater impact on existing 

conditions, and because they may provide more opportunities to install flow control retrofit facilities to 

positively impact hydrology of the receiving water. 
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The fourth factor is polluting land uses that have not been mitigated by water quality facilities. The fraction 

of polluting land uses for each basin within city limits is tabulated in Chapter 3. Mitigation by water quality 

facilities is evaluated visually, based on distribution of facilities within the basin. Higher scores are given 

to basins with larger areas of unmitigated polluting land use because of their greater impact on existing 

conditions and because they may provide more opportunities to install water quality retrofit facilities. 

The fifth factor is the fraction of the basin area that is publicly owned, including right-of-way and 

publicly-owned properties. Higher scores are given to basins with more publicly-owned property for two 

reasons: higher likelihood of roadway pollutants contributing to degraded water quality and more 

opportunities to locate new stormwater facilities. Each rationale is described further. Right-of-way typically 

contains streets that are highly impervious and contribute dissolved metals and chemical pollutants to 

receiving water by way of vehicular pollution. Additionally, most streets in the City were built prior to the 

existence of stormwater regulations. Therefore, most streets in the City do not have water quality or flow 

control facilities to mitigate their impacts. A significant challenge for construction of new stormwater 

facilities in cities is the area available to site the facilities. The right-of-way is where most of the City’s 

stormwater infrastructure exists, and construction can occur without the need to acquire easements. 

The presence of publicly-owned properties including parks and properties owned by King County, the 

Highline School District, and the State can often provide opportunities for siting, resulting in multi-

beneficial use of the available area without acquisitions that may delay projects and increase costs. For 

the purposes of this planning level assessment of SMI, a basin with a relatively large fraction of right-of-

way area and publicly-owned property is given a higher score. 

The sixth factor is the presence of heavily traveled roadways in the basin because these roads tend to 

produce more pollutants in runoff. Lower scores are given to basins with less relative length of roads with 

average daily traffic (ADT) less than 7,500 and highways with ADT less than 15,000 (Ecology, 2019). 

High ADT roadways for each basin are documented and mapped on the water quality figures in 

Chapter 3. The basin with the greatest length of high ADT roadways is assumed to be the basin where 

the City will have the greatest SMI. 

The seventh factor is development pressure. Lower scores are given to basins that are under pressure of 

imminent redevelopment because redeveloped properties will be required to meet current stormwater 

management standards for flow control and water quality in many cases. Thus, imminent redevelopment 

will decrease the percentages of both unmitigated impervious coverage and polluting land uses in the 

future. Development pressure is documented and mapped for each basin in Chapter 3. 

To assist in comparison of the three selected basins, most factors described above are depicted on 

a relative conditions assessment map. An aerial photo depicts land cover and flow control facilities, 

polluting land uses, water quality facilities, city-owned parcels, high ADT roadways, and development 

pressures are shown. 

Puget Sound Watershed Characterization (PSWC) Management Strategy 

The 2019 SMAP Guidance suggests the use of the Building Cities in the Rain “Management Matrix for 

Restoration and Protection” for prioritizing receiving waters suitable for stormwater retrofit investment. 

Building Cities in the Rain further references the PSWC, which provides a regional-scale tool that 

highlights the most important areas to protect and restore, and those most suitable for development. The 

PSWC is a relative assessment that assigns management strategies to each of numerous assessment 

units (AU) (small watersheds) in the Puget Sound region (Ecology, 2016). For each AU, strategies are 

generated for both water flow and water quality processes. 
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This relative conditions assessment assigns the management strategies from AUs to the corresponding 

city basins. The AU boundaries do not exactly match the City’s drainage basin boundaries; therefore, the 

AU with the greatest geographic overlap was chosen to represent each basin. 

Benefit to Aquatic Habitat – PSWC Local Salmonid Habitats Score 

A receiving water’s ability to support aquatic habitat is an important consideration in the relative 

conditions assessment. The PSWC project “local salmonid habitats” score is assigned to each basin. 

The local salmonid habitats score is a relative score assigned to all the AUs in Puget Sound. The scores 

range from 1 to 10 with 1 representing the lowest value of salmonid habitats and 10 representing the 

highest value of salmonid habitats. Scores represent the “quantity and quality of habitats for all salmonids 

present or potentially present in the assessment unit.” In this assessment, the AU with a higher local 

salmonid habitats score represents a stream that is considered more important for aquatic habitat. 

Overburdened Communities 

Based on Ecology’s SMAP guidance, the Environmental Protection Agency’s (EPA’s) Environmental 

Justice (EJ) Screening was reviewed. The intent of the review was to find inequity and overburdened 

communities and include those as a factor in prioritizing a receiving water to target for retrofits. In the 

best-case scenario, there would be factors in the two tools which would present inequity that could be 

addressed by stormwater solutions. However, none of the factors can be directly addressed through 

stormwater solutions. The next best option is to find traditionally overburdened communities such as low 

income or minority populations. This is for cases where other scores for projects are similar; presence of 

overburdened communities as a tiebreaker or a relative factor may allow the City to address inequity by 

allocating government funding in areas with disadvantaged communities. 

EPA’s EJ Screening and Mapping Tool provides several indexes for social and environmental justice. In 

2018, the Green Burien Partnership Urban Forest Stewardship Plan published a map depicting citywide 

social vulnerability using an “alternative demographic index.” The index was based on EPA’s EJ Screen 

data and considered six factors: “income, race, education attainment, linguistic isolation, children, and the 

elderly” to measure social vulnerability by census block groups (Port of Seattle, 2018). The alternative 

demographic index is selected for this analysis because it was established specifically for Burien and 

indicates distinct population differences within the City. The index scores range between 1 and 10 with 

1 being census blocks with the least vulnerable populations relative to other census blocks in the State. 

The other factors considered in analyzing overburdened communities in Burien include proximity to high 

traffic roads, tree canopy, and parks. According to the EPA, 

People who live, work or attend school near major roads appear to have an increased 

incidence and severity of health problems that may be related to air pollution from 

roadway traffic… Research findings indicate that roadways generally influence air 

quality within a few hundred meters—about 500–600 feet downwind from the vicinity 

of heavily traveled roadways or along corridors with significant trucking traffic or rail 

activities. (EPA, 2014) 

A 500-foot buffer is applied to freeways that run through Burien to determine whether the neighborhoods 

with proximity to highly travelled roadways are the same as those with higher social vulnerability from the 

alternative demographic index. Similarly, tree canopy data from the City of Burien’s Urban Forest 

Stewardship Plan are visually analyzed to determine whether more vulnerable neighborhoods contain 
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lower tree canopy coverage. Access to parks and open spaces is also analyzed because lack of access 

to nearby parks has been correlated with negative health conditions (Engelberg, 2016). 

Section 4. Receiving Water Prioritization and Catchment Selection 
Methodology 

The goal of the Receiving Water Prioritization and Catchment Selection is to select an area of focus 

where SMAP will be applied. SMAP functions best where the resource (stream, river) is both important 

for fish survival or human recreation and where the City has the ability to improve conditions in the 

watershed in a manner than improves stream health. In order to prioritize a receiving water and a 

catchment, the City selected several factors that were studied during the Receiving Water Assessment 

and Relative Conditions Assessment, each described in previous sections. The factors included SMI, 

management strategies, local salmonid habitat scores, and overburdened communities. A geospatial 

analysis was conducted using the factors discussed under SMI to create heatmaps that show areas that 

are underserved by stormwater management facilities under existing conditions while management 

strategies and overburdened communities were considered qualitatively during prioritization. Finally, the 

above information was presented to stakeholders for their input on prioritizing a receiving water and a 

catchment. This section briefly describes the methodology used for the creation of the heatmaps, how 

Ecology’s SMAP guidance is met through the relative conditions assessment and heatmaps, and the 

process used for stakeholder engagement. 

Stormwater Management Influence (SMI) Heatmap for Flow Control and Water 
Quality Methodology 

The geospatial analysis resulted in the creation of two stormwater management heatmaps—a flow control 

heatmap and water quality treatment heatmap. These heatmaps highlight areas underserved by flow 

control facilities or water quality facilities by using a graduated color scheme, with darker colors 

representing the least well-served areas of the City. The least-well served areas are likely to benefit most 

from SMAP. “A heat map (or heatmap) is a data visualization technique that shows magnitude of a 

phenomenon as color in two dimensions. The variation in color may be by hue or intensity, giving obvious 

visual cues to the reader about how the phenomenon is clustered or varies over space” (Wikipedia, 

2022). 

In order to develop the heatmaps, the City was divided into a grid with each cell representing an area of 

approximately 25 acres. The cell size was chosen so that each cell was large enough to account for the 

different stormwater processes, while also being small enough to show the variability of land cover and 

land use within the different basins of Burien. 

Then, criteria for each heatmap were selected based on readily available information in GIS. For the flow 

control heatmap, the data used were the fraction of imperviousness and count of flow control facilities in 

each grid cell. For the water quality heatmap, the data used were the fraction of polluting zoning, a count 

of water quality facilities, and a count of high ADT and very high ADT roadway intersections. For both 

analyses, credit was given to large areas that have been mitigated for flow control and water quality 

through City or developer projects. A description of each of these data sets and how they were used to 

develop flow control and water quality heatmaps is provided in more detail in Appendix A. 

SMAP guidance calls out the prioritized catchment should be between 400–600 acres, or a catchment 

scale that is appropriate for the jurisdiction. In the case of Burien, Salmon Creek basin and Walker Creek 

basin fall within that size range. Miller Creek exceeds this range, so it was divided further into three 

subbasins, each draining into a tributary of Miller Creek: West Fork Miller Creek (1,256 acres), Downtown 

Tributary (306 acres), and Lake Burien Creek (515 acres). 
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Meeting Ecology’s SMAP Guidance 

Ecology’s SMAP guidance states that three strategic SMAP elements should be highlighted during the 

prioritization process. Each of the following elements have been considered and are included in the 

prioritization process. The elements include strategic retrofits, land management strategies, and strategic 

stormwater management plan enhancements and targeted SMAs. 

According to Ecology’s guidance, strategic retrofits should include a combination of both improvements to 

structural facilities and construction of new facilities. The City’s prioritization methodology is based on 

both these considerations. The location of existing facilities was mapped and credit was given to areas 

that are well served by these facilities. This analysis was used to create stormwater heatmaps described 

above. Known issues within the basins, gathered from the SDMP and the City’s maintenance staff, were 

considered to find where existing facilities need improvements. Structural retrofits may be warranted in 

areas that have been identified as underserved by stormwater facilities (Figure 5-1 and Figure 5-2). 

Further, development pressures were also mapped to find opportunities where new facilities may be 

installed to serve future development. 

The SMAP guidance states that land management strategies should act as water quality management 

tools to conserve, protect, or restore receiving waters. Applicable land management strategies were 

derived from basin management strategies. Basin management strategies from the PSWC are outlined in 

Chapter 4, Relative Conditions Assessment. Because Burien is highly urbanized, all the basin 

management strategies for the candidate basins were either restoration and/or development. In 

accordance with the SMAP guidance, basins with a restoration management strategy were prioritized 

over basins with a development management strategy. According to Volume 1 of the Puget Sound 

Characterization documentation land management strategies associated with urban and suburban basins 

with a restoration management strategy include “increase[ing] widths of protected wetland, stream, and 

marine riparian zones.” This strategy was assessed by reviewing the City’s critical areas: stream buffers, 

wetlands, wetland buffers, critical aquifer recharge areas, landslide risks, seismic risks, and the 100-year 

floodplain. 

Finally, strategic stormwater management plan enhancements and targeted SMAs were discussed with 

the City. The SMAP team solicited feedback from city staff related to frequent sediment collection, illicit 

discharge detection and elimination (IDDE), and other stormwater management activities that should be 

considered in the prioritization of a receiving water and catchment. 
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Chapter 3. Receiving Water Assessment 

Section 1. Introduction 
The purpose of the Receiving Water Assessment is to identify receiving water that could benefit from 

stormwater management planning. The outcome of this assessment is a narrowed list of candidate basins 

that includes the information needed to support the prioritization process. 

The methodology for the receiving water assessment is described in Chapter 2. In summary, available 

information on the condition of each receiving water, and the pressures on the receiving water now and in 

the future, was collected and reviewed. Among the information described is: 

▪ the location, physical setting, and flow characteristics for the receiving water; 

▪ the beneficial uses and water quality conditions for each receiving water; 

▪ land use, zoning, and other data that affect receiving water conditions; and 

▪ an assessment of the development pressure in the basin through discussions with the City’s planning 

team and looking at plans for development, transportation, and protection of sensitive areas. 

Finally, information gaps are identified which may lead to additional data collection if a basin is selected 

for planning. 

Section 2. Study Area Characteristics 
All streams in the City ultimately drain into Puget Sound either directly or through the Duwamish River. 

Several City outfalls drain directly to Puget Sound. All the basins are part of Green/Duwamish and Central 

Puget Sound Watershed that form water resource inventory area (WRIA) 9 (Figure 3-1). The drainage 

basins for the receiving water, including areas that extend outside the City, are presented in Figure 3-2. 

Puget Sound is recognized as an estuary of national significance under the National Estuary Program 

established in the 1987 amendments of the Clean Water Act. The State established the Puget Sound 

Initiative to protect and restore Puget Sound. It is a marine environment that supports extraordinary 

quality of aquatic life. Puget Sound is a major receiving water that is flow control exempt. It is not 

discussed further in this assessment because it is too large for the City alone to influence significantly. 

Flow and water quality in receiving water are affected by several factors: climate, geology, topography, 

land cover, critical areas, land use, stormwater infrastructure, and anticipated growth. Each factor is 

described and mapped within the city limits in this section. Figure 3-3 shows the City’s neighborhoods 

as they relate to the nine basins to orient the reader to the information presented in the receiving water 

assessments. 

Climate 

The City experiences marine climate characteristics that are typical of both the Puget Sound area and the 

larger west coast region of the United States. The average annual precipitation for Burien is 38.3 inches, 

with the wet season typically extending from October through March. Due to the temperate nature of the 

local climate, precipitation typically occurs as rain with occasional snow events occurring during the 

winter. The average winter temperature is 44 degrees Fahrenheit, and the average summer temperature 

is 64 degrees Fahrenheit. 
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The 2021 KCSWDM provides isopluvial maps to estimate the 24-hour precipitation for the region at 

different peak events. The following peak precipitation events are given for Burien: 

▪ 2-year, 24-hour: 2.1 inches 

▪ 10-year, 24-hour: 3.0 inches 

▪ 25-year, 24-hour: 3.45 inches 

▪ 100-year, 24-hour: 4.3 inches 

Geology & Soils 

As is the case throughout the Puget Sound region, the overarching influence on the topography and 

surficial geology of the landscape is the continental glaciations that occurred between two million and 

17,000 years ago. Mapping of surficial geology by Waldron indicates that the natural geologic landforms 

in the Burien area generally consist of glacial till, recessional outwash, and advance outwash (Burien, 

2020). Glacial till typically consists of a heterogenous mixture of sand, gravel, and cobbles combined in 

a mixture of silt and clay deposited beneath a former glacier. The dense soil mixture results in a lower 

hydraulic conductivity and a high runoff rate for till soils. Advance outwash soils by contrast typically 

consist of dense sand and gravel with some silt and clay from the melting of glaciers. Advance outwash 

typically has a higher hydraulic conductivity than till, which results in lower runoff values while also making 

the soil more prone to erosion. Recessional outwash mostly consists of stratified sand and gravel. Similar 

to advance outwash, precipitation readily infiltrates these deposits. 

Soils data were processed in the Stormwater Heatmap for The Nature Conservancy (Geosyntec, 2021). 

This source classifies the soils into four categories: outwash, till, saturated, and water. Spatial distribution 

of these four soil categories within the City is presented in Figure 3-4. 

Topography 

Topography defines the drainage basins and has an effect on the direction and velocity of surface water 

flow and drainage paths. Over 1.2 million years ago the City’s landform and topography were formed by 

repeated advancement and retreat of glaciers. The City’s topography is made up of numerous 

depressions formed by glacial movement. The western side of the City includes steep coastal bluffs, 

numerous streams, and storm drains generally drain from east to west to the coastal bluffs of Puget 

Sound. Figure 3-5 depicts the topography in Burien as it relates to the designated basins. 

Land Cover 

Stormwater runoff is significantly influenced by land cover. Precipitation that lands on impervious surfaces 

and lawns travels more quickly to MS4 stormwater collection systems, streams, lakes, and rivers and has 

less opportunity to infiltrate into the ground. The result of changes to land cover resulting in more 

impervious surfaces and lawns, is higher volumes and peak rates of runoff compared to a more natural 

system. Land cover data were downloaded from the Stormwater Heatmap in the form of raster data, 

which depict the automatically-derived land cover classifications from the Naïve Bayes classifier, the 

NOAA Coastal Change Analysis Program, and other datasets. The data were reclassified to depict 

impervious surfaces, lawns, forests, bare soil, and water. See Figure 3-6 to see the spatial distribution of 

these five land cover categories within the City. Figure 3-7 depicts land cover in Burien in 1998, prior to 

current-day development standards. 

The City of Burien’s Urban Forest Stewardship Plan aims to increase Burien’s canopy cover to 40 percent 

over the next two to three decades. Benefits of urban forests include reducing stormwater runoff, 

improving water quality, and reducing erosion amongst others. Increasing canopy cover will be a positive 
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step toward restoring the health of the receiving water within the City. Increasing the canopy cover for 

social and environmental benefits is supported by King County’s Heat Watch Report (CAPA Strategies, 

2020). 

Critical Areas (Sensitive Areas, Steep Slopes, Wetlands, Floodplains) 

Critical areas are protected under BMC 19.40; development if allowed, needs to mitigate for impacts to 

these areas. Additionally, some critical areas such as wetlands and wetland buffers, are important in the 

hydrology and water quality of a drainage basin. They reduce the velocity of stormwater and provide a 

natural filter for sediment and metals before stormwater discharges into a receiving water. Stream buffers 

that are well vegetated can help reduce stream temperatures and increase DO. The City has classified its 

critical areas by stream buffers, landslide areas, seismic hazard areas, wetlands, aquifer recharge areas, 

wetland buffers, and floodplains. Figure 3-8 shows the mapped sensitive and critical areas in the City. 

Land Use 

Because stormwater runoff carries pollutants, receiving water quality is related to land use in a basin. 

Land uses, which generate greater pollutant loads, include heavily used traffic corridors and intersections, 

commercial lands, industrial lands, and urban residential lands. These uses are associated with vehicular 

use, which generates stormwater pollutants. Industrial land uses may also be associated with specific 

pollutants. Untreated stormwater runoff from these pollution-generating surfaces contributes to water 

quality issues such as increased TSS, metals, and nutrients. For this assessment, the City’s zoning is 

used as a proxy for land use. Figure 3-9 depicts the current land use in the City. Commercial and 

high-density residential areas are located along the Ambaum Boulevard corridor, 1st Avenue S corridor, 

Des Moines Memorial Drive (DMMD) corridor, and an area centered around City Hall. Industrial areas are 

located near DMMD. 

The City completed a citywide water quality retrofits study project in 2018 where 14 potential locations in 

the City were prioritized for retrofits based primarily on land use and roadway ADT (Otak, 2018b). Of the 

14, four retrofits were constructed in 2020. 

Stormwater Infrastructure 

In order to manage runoff from the urban area, the City and private property owners own and operate 

more than 250 miles of stormwater conveyance infrastructure, and nearly 600 other stormwater facilities 

that provide flow control and water quality treatment for stormwater before discharging into the receiving 

water. The majority of the public infrastructure was installed by King County prior to the City’s 

incorporation in 1993. Based on neighborhood age, much of the storm system inventory has exceeded or 

is close to reaching a typical design life of 50–100 years. See Figure 3-10 to see the current stormwater 

infrastructure in the City. 

Anticipated Growth 

Much of the City was developed prior to the existence of modern standards for stormwater treatment and 

control, leading to impacts from runoff on surface water. The City continues to develop, and significant 

growth is planned over the next 10 years. Most growth will occur as redevelopment of existing parcels 

because few undeveloped buildable tracts remain. As redevelopment occurs, current stormwater 

regulations for flow control and water quality will need to be met, which in turn, will positively impact the 

receiving water. 

The population of Burien has increased by 10 percent from 2011 to 2020 (ECONorthwest, 2021). 

Significant growth is expected in the next decade. The Housing Action Plan was adopted in 2021 to help 
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the City and its partners plan for additional housing over the next 24 years and shed light on development 

regulations and incentives, among other objectives. 

The Burien Urban Center Plan was adopted in March 2020 to accommodate potential growth envisioned 

by community and regional growth plans. This plan will include re-zoning, multi-modal transportation, and 

parks and public spaces. 

The Urban Forest Stewardship Plan was developed in 2018 following an assessment of land to be 

included in the Green Burien Partnership (Port of Seattle, 2018). The Green Burien Partnership aims to 

increase Burien’s tree canopy cover by 10 percent in the next 20–30 years, which will have a positive 

impact on the receiving water. 

Two community plans are being developed in 2022, the first along the Ambaum Boulevard Corridor and 

the second in the Boulevard Park neighborhood. The purpose of the Ambaum Boulevard Corridor plan 

is to capitalize on the Rapid Ride H bus line that is being constructed along Ambaum Boulevard, by 

increasing residential density and providing for mixed use transit friendly businesses. The purpose of the 

Boulevard Park plan is to encourage economic development in the Boulevard Park neighborhood to 

attract neighborhood amenities such as a grocery store. Also, the City may build a park in the 

neighborhood as the area is lacking in park space. Both projects will provide opportunities for additional 

housing growth with an emphasis on affordable housing. These community plans will include upzoning 

and mixed-use zoning, supporting increased middle-income housing, encouraging economic 

development, and stimulating commercial development. 

As of 2022, the City has three special planning areas near the urban center. Each of these special 

planning areas promotes development. Special Planning Area 1 promotes an active and economically 

viable place to shop, visit, conduct business, and enjoy cultural events in Old Burien (City of Burien, 

2022a). A children’s center operates in Special Planning Area 2, which could be expanded in the near 

future to accommodate additional programming. Economic development is promoted in Special Planning 

Area 3, the eastern entrance into downtown Burien, and development of quality designed hotels with 

conference facilities and associated retail is encouraged. See anticipated growth and areas where growth 

plans are in action in Figure 3-11. 

The City’s six-year TIP lists 57 potential transportation projects. These include roads expansions and 

installation of stormwater infrastructure. 

Seattle-Tacoma International Airport (SeaTac Airport). is among the fastest growing airports in the nation. 

There may be development in Burien associated with the expansion of the airport, but as of 2022, no 

targeted areas have been identified. 

The SDMP notes citywide stormwater infrastructure projects that are primarily to address localized 

flooding issues. The plan also recommends the following citywide studies that tie in well with the goals 

of the SMAP: 

▪ Large Scale Ditch Retrofit Study to provide water quality treatment by retrofitting existing roadside 

ditches with bioretention, bioswales, or infiltration facilities 

▪ Water quality treatment at levels varying from pretreatment to enhanced treatment for untreated 
outfalls citywide 

▪ Public-private partnerships (PPPs) that engage private property owners, including developers, for 
large-scale stormwater retrofits such as regional facilities. 

https://www.ezview.wa.gov/Portals/_1976/Documents/ElementExamples/Burien%20Comprehensive%20Plan.pdf
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Section 3. Rapid Assessment of Receiving Water Associated 
with the City 

This section describes the results of the rapid receiving water assessment for six basins. See Chapter 2 

for criteria used to sort basins into this group. 

Seola Creek 

The greater Seola Creek basin is located in the residential Shorewood neighborhood in northwest Burien 

and extends into the City of Seattle and unincorporated King County (Figure 3-3). The greater Seola 

Creek basin is 1.2 square miles with roughly 12 percent of the basin area within Burien. The greater basin 

generally slopes from north to south, ranging from an elevation of 420 feet to 10 feet at Puget Sound. The 

stream occupies a relatively steep ravine through the coastal bluffs at the northwest corner of the City. 

Seola Creek appears to have a reasonably consistent grade with an average channel slope of 10 percent. 

Seola Creek defines the northwest city limits of Burien and is approximately 0.8 mile long. According to 

the Washington Department of Natural Resources (DNR), Seola Creek is a fish-bearing and perennial 

(Type F) stream. The stream is piped and ditched along Burien’s city limits. There is one city-owned 

outfall that discharges to a tributary to Seola Creek and one private outfall that discharges into Puget 

Sound. There are two water quality facilities and one flow control facility in the basin. 

There are no fish species identified in the basin according to SWIFD and no fish passage barriers 

according to WDFW’s Fish Passage Website. There are no water quality listings for Seola Creek. 

The basin is defined by a mixture of outwash and till soils (Figure 3-4). In the northeast corner of the 

Seola Creek basin there is an aquifer recharge area (Otak, 2020). There are also landslide risks along the 

vast majority of Seola Creek (Figure 3-8). There is a floodplain along both Seola Creek and Puget Sound. 

According to King County’s 1998 aerial imagery, most of the greater basin had already been converted to 

impervious surfaces from urban development (Figure 3-7). There appears to be forest cover maintained 

along the stream, in and near Seola Park in 1998. Today, urban stormwater runoff from this area flows 

directly to Puget Sound without benefit of water quality treatment (King County, 2021a). King County’s 

Seola Creek Basin Retrofit Project will retrofit a regional detention facility in the upper portion of the 

greater basin that was constructed to reduce local flooding. This retrofit project will further reduce flooding 

and improve water quality by reducing pollutant transport in the greater basin (King County, 2021a). 

Lower Puget Sound – Burien North Basin 

The greater Lower Puget Sound – Burien North basin is located in the residential Shorewood 

neighborhood in northwest Burien and extends into unincorporated King County (Figure 3-3). The 

receiving water associated with the basin is Puget Sound since all the outfalls in the basin discharge 

directly to Puget Sound. The greater basin is 0.4 square mile with 83 percent of the basin area occupied 

by Burien. Note: the greater basin delineation is not accurate in that the basin for Puget Sound is much 

larger than 0.4 square mile, but the greater basin described here is the area that was artificially delineated 

in the SDMP for the purposes of stormwater management. The greater basin generally slopes from 

northeast to southwest, the highest elevation being 410 feet. There are five water quality facilities, five 

flow control facilities, and one facility that serves both water quality and flow control functions in the basin. 

There is one unnamed creek in the basin, but no outfalls that drain into it. There are no fish species 

identified according to the SWIFD and no fish passage barriers according to WDFW’s Fish Passage 

Website. There are no water quality listings for the unnamed creek basin. The basin is defined by a 

mixture of outwash and till soils (Figure 3-4). In the northwest corner of the Seola Creek basin there is an 
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aquifer recharge area (Otak, 2020). There are also landslide risks along a small portion of the unnamed 

creek as it runs through the coastal bluff and along Puget Sound (Figure 3-8). There is a coastal 

floodplain along the whole basin’s border with Puget Sound. 

According to King County’s 1998 aerial imagery, most of the greater basin had already been converted to 

impervious surfaces from urban development (Figure 3-7). There appears to be forest cover maintained 

along the stream in and near Shorewood Park in 1998. 

Lower Puget Sound – Burien South Basin 

The greater Lower Puget Sound – Burien South tributaries basin is located in the western portion of the 

City. The basin is in the Inglesea, Seahurst, Maplewild, Three Tree Point, and small portions of the 

Gregory Heights and Lake Burien neighborhoods and is located completely in Burien (Figure 3-3). While 

the primary land use in the basin is low-density residential, there are some high-density residential and 

commercial land uses along the eastern edge of the basin. The receiving water associated with the basin 

include Puget Sound and several unnamed tributaries to Puget Sound. There are 64 public and private 

outfalls according to the City’s GIS. The Lower Puget Sound – Burien South basin, similar to the Lower 

Puget Sound – Burien North basin, was delineated for stormwater management purposes, and has an 

area of 1.6 square miles. Puget Sound has a much larger drainage basin, and each individual tributary 

has drainage basin areas much smaller than one square mile. Ninety-eight percent of the Lower Puget 

Sound–Burien South basin is in the City. The greater basin generally slopes from east to west, with the 

highest elevation at 445 feet. All the unnamed tributaries flow through steep ravines in the coastal bluffs 

along Puget Sound. 

The streams are all non-fish-bearing streams according to the City’s critical area GIS data (Otak, 2020). 

Some portions of the streams are piped through Burien’s stormwater conveyance system (Otak, 2020). 

There are 11 water quality facilities, four flow control facilities, and one facility that serves both water 

quality and flow control functions in the Lower Puget Sound – Burien South basin. 

There are no fish species identified in the tributaries according to the SWIFD. However, according to the 

City, 10,000 salmon smolts were released in the recent past and approximately 300 three-year old coho 

salmon return to a holding pond annually along a tributary in Seahurst Park (City of Burien Parks, 

Recreation and Cultural Services, 2022). There is one fish passage barrier on a stream near the center of 

the basin according to WDFW’s Fish Passage Website. The barrier is a culvert although there is no fish 

use identified in this stream. The northern most tributary in the basin, called North Creek in Ecology’s 

Water Quality Atlas, has a Category 1 listing for bacteria and ammonia-nitrate. 

Soils in the basin are a mixture of outwash, till, and saturated soils (Figure 3-4). The till and outwash soils 

are distributed throughout the basin and the only area with saturated soils is on the southwestern 

peninsula in the basin. In the northeast corner of the basin there is a wetland area (Otak, 2020). There is 

a seismic hazard area on the southwestern peninsula of the basin, and the vast majority of the basin is 

categorized as a landslide risk. There is a floodplain hazard along various parts of Puget Sound in the 

basin (Figure 3-8). 

According to King County’s aerial imagery, approximately half of the greater basin had already been 

converted to impervious surfaces from urban development by 1998 (Figure 3-7). There appears to be 

forest cover maintained in and near Seahurst Park in 1998. 
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Des Moines Creek 

The greater Des Moines Creek basin is located in the Manhattan neighborhood in southeast Burien 

and extends through the Cities of Des Moines, SeaTac, and Normandy Park (Figure 3-3). The greater 

Des Moines basin is 5.6 square miles with two percent of the basin area in Burien. The area of the Des 

Moines Creek basin in the City is in the most upstream portion of the greater basin. The greater basin 

generally slopes from north to southwest, ranging from the highest point at an elevation of 510 feet to 

zero feet at Puget Sound. Des Moines Creek appears to have a reasonably consistent grade with an 

average channel slope of 2.5 percent. 

There are three tributaries to the main stem of Des Moines Creek. The main stem is approximately 

3.8 miles long and the headwaters begin outside of the City. According to the Washington DNR, Des 

Moines Creek is a fish-bearing and perennial (Type F) stream. There is stormwater conveyance in the 

Des Moines Creek basin although there are no outfalls in the basin. 

According to SWIFD, fish species present in Des Moines Creek include fall chum, fall Chinook, coho, 

winter steelhead, and coastal cutthroat trout. There are several fish passage barriers on Des Moines 

Creek and tributaries, all of which are downstream of the City. The East Tributary to Des Moines Creek 

has a Category 5 listing for copper, DO, and bacteria. An unnamed pond near the headwaters has a 

Category 2 listing for total phosphorus. Des Moines Creek has a Category 5 listing for temperature, 

pH, bacteria, DO, and copper. Des Moines Creek also has a Category 1 listing for arsenic, zinc, and 

ammonia-nitrate. None of these listings extend into the City. In 1997, a Des Moines Creek basin plan was 

prepared with the goal of addressing water quality issues, among other goals. 

The basin is defined by a mixture of outwash, till, and saturated soils (Figure 3-4). There is a designated 

floodplain in the southern portion of the basin along Des Moines Creek and Puget Sound (Figure 3-8). 

According to King County’s aerial imagery, most of the greater basin had already been converted to 

impervious surfaces from urban development by 1998 (Figure 3-7). There appears to be forest cover 

intact south of SeaTac Airport along Des Moines Creek in 1998. 

Duwamish River Basin 

The Duwamish River basin is located in the Beverly Park, Boulevard Park, and Southern Heights 

neighborhoods in northeast Burien and extends through the Cities of Tukwila, SeaTac, Seattle, and 

unincorporated King County (Figure 3-3). While most of the basin has low-density residential land uses, 

the DMMD corridor supports commercial, office, and high-density residential land uses. The greater 

Duwamish-Green River basin is 21.6 square miles with six percent of the basin area within Burien. Based 

on the locations of the stormwater outfalls, there are two receiving waters in this basin, both small 

tributaries to the Duwamish River, each with a drainage basin area much smaller than one square mile. 

There is a third tributary, Hamm Creek, to which a portion of the City’s stormwater drains, but there are no 

outfalls to Hamm Creek within the city limits. 

The greater basin generally slopes from west to east, ranging from multiple elevation points of 490 feet to 

the Duwamish River. 

The Duwamish River Tributary in the City flows across the eastern side of the basin, flowing for 

approximately one mile before reaching the city limits. According to the Washington DNR, this tributary is 

a fish-bearing and perennial (Type F) stream. According to SWIFD, where the tributary meets the 

Duwamish River, fish species present include fall chum, fall Chinook, and coho. There are several fish 

passage barriers on the tributary. The tributary has a Category 5 listing for bioassessment. 
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Hamm Creek, the tributary north of the City, has two Category 5 listings. One listing is for bacteria and the 

other is for bioassessment. 

The third, unnamed stream east of the city limits has a Category 1 listing for bioassessment. 

The Duwamish River has more than 45 listings between the City and the mouth of the river. The WRIA 9 

Salmon Habitat Plan was updated in 2021 with the goal of prioritizing and implementing salmon recovery 

actions, supporting tribal treaty rights, reducing community flood hazard, improving water quality, 

protecting open space, and providing outdoor recreation opportunities (WRIA 9, 2021). The plan has a 

subarea focus for the Duwamish Estuary portion of the WRIA that extends through the Duwamish River 

basin in the City. 

There are 16 water quality facilities and 16 flow control facilities that provide stormwater management in 

the basin. 

The majority of the basin soils are till, while small portions are outwash and saturated soils (Figure 3-4). 

On the western side of the Duwamish River there is an aquifer recharge area (Otak, 2020). There are 

also landslide risks along the tributary and surrounding areas along the city limits (Figure 3-8). 

According to King County’s aerial imagery, the greater basin had already been converted to impervious 

surfaces from urban development by 1998 (Figure 3-7). There appears to be forest cover maintained 

along the river, in and near the Seattle Chinese Garden in 1998. 

Section 4. Miller Creek Receiving Water Assessment 
The highly modified Miller Creek system drains directly into Puget Sound and is located within the 

Central Puget Sound Watershed area of WRIA 9. Draining a total area of 7.3 square miles, it flows 

roughly in a northeast-southwest direction through the Cities of SeaTac, Burien, and Normandy Park for 

approximately 5.4 miles before flowing into Puget Sound (Figure 2-1). Roughly 69 percent of the Miller 

Creek basin is located within the City and it occupies roughly 50 percent of the City (Figure 3-2). The 

stream’s entire drainage basin is referred to hereafter as the “greater Miller Creek basin.” The portion of 

the stream’s drainage basin located within the city limits is referred to hereafter as the “Miller Creek 

basin.” 

The headwaters of Miller Creek occur at Arbor Lake (within the City) for West Fork Miller Creek and Tub 

Lake (within the City of SeaTac [SeaTac]) for East Fork Miller Creek, with a significant portion of the 

headwater basin contributing to Tub Lake also being within the City. The two forks combine to form Miller 

Creek and flow in a southwest direction before discharging into Puget Sound within the City of Normandy 

Park. Within the Miller Creek basin, three tributaries of significance are discussed in this receiving water 

assessment: Arbor Lake/West Fork Miller Creek (West Fork Miller Creek), Downtown Tributary, and 

Lake Burien/Lake Burien Creek (Lake Burien Creek). The area drained by each tributary is referred to as 

a “subbasin.” The subbasins are presented in Figure 3-12. Note: there are portions of the basin that do 

not flow into any of these three tributaries. These areas flow either directly into Miller Creek, through a 

smaller tributary, or via groundwater. The discussion for these areas is covered under the narrative for the 

Miller Creek basin. 

West Fork Miller Creek travels roughly two miles to its confluence with East Fork Miller Creek. It drains 

portions of the residential Evansville, Highline, and Beverly Park neighborhoods in the northern part of the 

City (Figure 3-3) and drains an area of roughly two square miles. The subbasin also encompasses a large 

portion of the Northeast Redevelopment Area (NERA), which benefits from master planned stormwater 

management constructed by the City in partnership with the Port of Seattle, as well as mitigation 
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measures constructed as part of SeaTac Airport’s Third Runway Project. A significant stream realignment 

and restoration project is planned within NERA that will improve stream flow, water quality, and habitat in 

the tributary. Aside from the confluence with the East Fork, the entire West Fork Miller Creek subbasin is 

within the City. 

The Downtown Tributary is a mostly piped tributary to the mainstem of Miller Creek. It drains roughly 

0.5 square mile of Burien’s downtown, which has mostly commercial and multi-family residential land 

uses. This tributary co-mingles in a regional stormwater detention pond prior to the confluence with 

Miller Creek. A significant portion of the downtown is slated for redevelopment in the near future in 

accordance with the City of Burien’s Comprehensive Plan (Burien, 2020). The entire Downtown Tributary 

subbasin is within city limits. 

Lake Burien Creek is a seasonal stream that begins in Lake Burien in the residential Lake Burien 

neighborhood. This creek is piped to 8th Avenue SW, after which it flows through a combination of open 

channel and pipes until it drains into Miller Creek just as it exits Burien into City of Normandy Park. Lake 

Burien Creek has a subbasin area of roughly 0.8 square mile, and the entire subbasin is within city limits. 

Walker Creek, which drains into Miller Creek just before it discharges into Puget Sound, is discussed in 

Chapter 3, Section 5. 
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Major Stakeholders in the Basin 

Miller Creek drains areas from six jurisdictions: the Cities of Burien, Normandy Park, and SeaTac; King 

County; the Port of Seattle; and Washington State Department of Transportation (WSDOT) right-of-way. 

These agencies have collaborated on basin planning efforts for more than a decade. 

The City currently partners with King County, Normandy Park, SeaTac, and the Port of Seattle to fund the 

Miller and Walker Creeks Stewardship program through King County. Funding a basin steward position 

was recommended in the Miller and Walker Creeks basin plan. The basin steward serves as a single 

point of contact for activities and information related to the basin. In addition, the basin steward provides 

educational materials on pet waste, native vegetation, controlling invasive weeds, and storm drain 

protection. The Miller and Walker Creeks Stewardship group coordinates volunteer efforts for local stream 

restoration and tree planting projects, conducts monitoring programs, arranges presentations to school 

and community groups, and responds to reports of fish sightings and non-emergency problems within the 

basin’s creeks. 

Major Studies in the Basin 

Miller and Walker Creeks Basin Plan (King County, 2006) 

In 2006, King County partnered with neighboring jurisdictions and published the Miller and Walker Creeks 

Basin Plan. The plan addresses surface water quality, flooding, stormwater infrastructure capacity, and 

fish habitat issues. 

Northeast Redevelopment Area (NERA) Master Drainage Plan (MDP) and supporting documents  
(Otak, 2018a) 

The Port of Seattle and the City finalized preparation of a redevelopment plan and implementation 

strategy for NERA in April 2010 (NERA Plan). The NERA Plan is intended to guide redevelopment of the 

165-acre area into a mix of airport-compatible light industrial and commercial air cargo uses. The MDP 

was created to identify the applicable codes and design standards for the stormwater facilities and 

associated conveyance systems, and to support the location, sizing, and conceptual design of seven 

regional stormwater management facilities. The MDP also included a Low Impact Development (LID) 

manual for the development of LID stormwater facilities to be designed and implemented in conjunction 

with the regional facilities. The MDP and supporting documents, which were adopted by the City, describe 

the hydrology, water quality, and habitat in West Fork Miller Creek. The portion of NERA that does not 

drain into West Fork Miller Creek drains into the City’s stormwater infrastructure that eventually 

discharges to Miller Creek. 

Miller-Walker Basin Stormwater Retrofit Project Implementation Plan (HDR, 2015) 

In 2015, King County Water and Land Resources Division in collaboration with neighboring jurisdictions 

published the Miller-Walker Basin Stormwater Retrofit Project Implementation Plan. The objective of this 

plan was to identify and prioritize the most cost-effective stormwater retrofit projects within the 

Miller-Walker basin to improve water quality and habitat conditions in the creek, while also providing 

neighborhood enhancements, such as reduced localized flooding, increased tree coverage, and 

pedestrian and bicycle safety improvements. Thirty potential LID projects are identified as relatively high 

priority retrofit projects, which were aligned with planned park, pedestrian, and bicycle improvements. 

This plan discusses the newly constructed Moshier Park Stormwater Retrofits project to improve water 

quality in Miller Creek. 
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More Than a First Flush: Urban Creek Storm Hydrographs Demonstrate Broad Contaminant 
Pollutographs (Peter et al., 2020) 

Peter et al. evaluated contaminant occurrence and its relation to flow dynamics in Miller Creek. The 

study’s outcomes “support prioritization of source identification and focused stormwater management 

efforts to improve water quality and promote ecosystem function” in the Miller Creek basin. 

Boulevard Park Flood Reduction Study (Otak, Ongoing) 

The City has experienced flooding in the Beverly Park neighborhood (also called Boulevard Park 

neighborhood in other references) for several years. The flooding is related to stormwater and septic 

systems. The goal of the study is to analyze the causes of flooding and develop engineering alternatives 

that can resolve it. 

Aquatic Habitat 

Coho salmon and resident cutthroat trout are known to inhabit Miller Creek. Miller Creek is identified on 

the Burien critical areas map as a Type F stream, defined as a perennial stream containing fish habitat, 

therefore, a buffer with a width of 100 feet must be maintained along the stream (BMC 19.40.340). 

Fish that have been identified in the Puget Sound region at the mouth of the stream include rainbow trout, 

cutthroat, Dolly Varden, eastern brook trout, whitefish, largemouth bass, perch, crappie, and catfish. 

WDFW and various tribal governments supplement the natural stocks in order to maintain river runs for 

most of these species. 

West Fork Miller Creek and Downtown Tributary, while also identified as Type F streams, are inaccessible 

to anadromous salmonids because of multiple fish passage barriers downstream on the mainstem. 

Similarly, Lake Burien Creek is identified as a Type F stream, but has a complete fish passage barrier at 

SW 158th Street that precludes the upstream migration of anadromous salmonids. 

In Miller and Walker Creek “annual spawning returns of one to two thousand chum, coho, steelhead, and 

cutthroat are estimated to have occurred before the effects of urbanization, an approximate ten-fold 

difference over recent returns” (City of Burien et al., 2006). SWIFD confirms the presence of these fish in 

Miller Creek. The returning salmon population in Miller Creek has decreased in the last decade. In 2011, 

the Miller and Walker Creeks Stewardship group observed 420 salmon in Miller Creek and in 2021 only 

32 salmon were observed (Kemp, 2021). In 2020, other species observed in Miller Creek included 

sculpin, sunfish, and cutthroat trout (Gregersen, 2020). 

Physical Setting and Flow Characteristics 

Miller Creek is a perennial stream that is influenced by both stormwater runoff and groundwater. 

Stormwater enters the stream through either sheetflow or through the City’s stormwater conveyance 

system. According to the City’s GIS, there are 116 private and public stormwater outfalls from the 

stormwater conveyance system to the greater Miller Creek stream system. 

The section below presents an in-depth discussion of Miller Creek’s physical setting and the factors 

influencing the stream’s flow quantity and water quality characteristics. These factors are climate, geology 

and soils, topography, land cover, critical areas (e.g., wetland and steep slopes), and stormwater 

infrastructure. Climate, which is region specific, is described in Chapter 3, Section 2. 
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Geology and Soils 

The dominant surficial geological unit within the greater Miller Creek basin is till, which has limited 

infiltrating capabilities (Figure 3-4). 

In the West Fork Miller Creek subbasin, although the dominant soil type is till, there is an area of outwash 

soils that allows infiltration east of State Route 509 (SR 509). 

All of the Downtown Tributary subbasin consists of till soils except the area south of S 160th Street where 

the soils are saturated. Saturated soils allow very little infiltration. 

The dominant soils in Lake Burien Creek subbasin are outwash in the west and till in the east. Similar to 

the Downtown Tributary subbasin, soils are saturated in the area south of S 160th Street. 

Topography and Stream Slopes 

The topography of the Miller Creek basin generally slopes from northeast to southwest (Figure 3-5). 

The basin has multiple local depressions. Stormwater collects within closed depressions and does not 

have a defined outlet. Two notable depressions include the 142nd Street Depression and the Hermes 

Depression. The first is a 196-acre area in the western part of the basin. Because there is no outflow from 

this depression by surface conveyance, it is assumed that stormwater infiltrates in the depression and 

flows east as groundwater to enter the Miller Creek system. Water is pumped from the Hermes 

Depression into West Fork Miller Creek. 

The highest elevation in the Miller Creek basin is approximately 450 feet, which occurs in the relatively 

small portion of the basin that exists outside the Burien city limits to the north. While the slopes of the 

basin itself vary depending on location, the slope of the main stem of Miller Creek appears to have a 

reasonably consistent grade within the urban environment of Burien. The elevation of the stream itself 

decreases from approximately 370 feet to approximately 140 feet and flows for an approximate length of 

4.9 miles before flowing out of the City. This equates to an average channel slope of 0.9 percent. After 

Miller Creek flows out of Burien, the channel slope increases as it flows through a riparian corridor to 

Puget Sound. The average slope of this section of the downstream reach of Miller Creek is 1.57 percent. 

West Fork Miller Creek 

West Fork Miller Creek begins at an elevation of roughly 355 feet in Arbor Lake and travels approximately 

two miles with an average slope of less than 0.5 percent up to its confluence with East Fork Miller Creek 

to form the main stem of Miller Creek. 

Downtown Tributary 

Downtown Tributary is mostly piped before becoming an open channel for the last 900 feet before its 

confluence with the main stem of Miller Creek at an elevation of roughly 180 feet. For the open channel 

section, the average slope of the stream is approximately five percent. 

Lake Burien/Lake Burien Creek 

Lake Burien Creek begins in Lake Burien at an elevation of roughly 325 feet and is piped to 8th Avenue 

SW after which it converts to a combination of open channel and pipes until it drains into Miller Creek in 

the City of Normandy Park. Average slopes in the open channel sections of the creek are five to seven 

percent. 
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Land Cover 

Land cover in the Miller Creek basin was highly modified long before the current stormwater standards 

came into effect. King County’s black and white aerial imagery from 1998 shows that most of the basin 

had already been converted to impervious surfaces from urban development (Figure 3-7). Highly 

impervious commercial and industrial areas had also developed west of SR 509. Upcoming 

redevelopment in the Miller Creek basin will be required to meet current stormwater standards, which 

will mitigate for impervious surfaces by providing flow control. This is most likely along Ambaum 

Boulevard SW and in the City’s urban center (Figure 3-11). Based on the land cover data developed for 

the Stormwater Heatmap, the Miller Creek basin has an impervious area fraction of 39 percent (Table 3-1 

and Figure 3-13). 

Overall, there are 204 facilities providing some level of flow control in the Miller Creek basin, dispersed 

throughout the basin. The facilities include different types of ponds and vaults that provide infiltration, 

retention, and detention; some are owned privately while others are public facilities. Land cover fractions 

and count of flow control facilities for the Miller Creek basins and subbasin are presented in Table 3-1 and 

can be seen in Figure 3-6. 

The Ambaum regional detention facility provides some level of flow control to mitigate for land cover in 

the Downtown Tributary subbasin. This facility was sized to accommodate flows from all City rights-of-way 

in the subbasin, but was found to have inadequate capacity to control flows from the subbasin as a whole 

(HDR, 2015). Two projects, B-20 and KC-47 from Miller-Walker Basin Stormwater Retrofit Implementation 

Plan, are proposed to provide dispersed detention and water quality upstream of the regional facility to 

address its capacity issue. B-20, titled “6th Avenue SW between SW 153rd Street and SW 146th Street” 

is to install bioretention and permeable sidewalks and parking lanes to provide enhanced water quality 

treatment and flow control for stormwater runoff from contributing roadway areas. KC-47, titled “King 

County District Courthouse (601 SW 149th Street and 14905 6th Avenue SW)” is to modify an existing 

detention pond to accommodate additional stormwater runoff diverted from SW 148th Street, and 

incorporate bioretention into the facility to provide enhanced water quality treatment for the on- and 

off-site tributary drainage areas. B-20 is not currently on the City’s list of capital improvement projects 

(CIPs). KC-47 is being constructed as of April, 2022. 

Regional facilities in conjunction with the LID requirements outlined for developers in the NERA MDP, 

continue to mitigate for current and future impervious surfaces in NERA. The mitigation through the MDP 

is as stringent as is required by current stormwater regulations. 

The City’s newly constructed Moshier Park Stormwater Retrofits project provides flow control though 

detention and infiltration for a 10-acre drainage basin in the Highline neighborhood. 

The City is currently considering project options to provide retrofit detention facilities in the Boulevard 

Park neighborhood to address severe flooding. 

West Fork Miller Creek Subbasin 

The approximate impervious fraction of the West Fork of Miller Creek subbasin is 33 percent, which 

results in a total impervious area of 417 acres. Fifty-seven unique stormwater facilities designed to 

provide some type of flow control are documented in the City’s GIS. Performing an average for the entire 

subbasin, there is one flow control facility for every seven acres of impervious area. The facilities are not 

evenly spread, so some neighborhoods have a greater concentration. Based on visual inspection, it 

appears that the Salmon Creek and Evansville neighborhoods have the lowest concentration of flow 

control facilities. 
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The number of facilities for each impervious acre calculation does not specifically account for the 

impervious areas within NERA being mitigated. 

Downtown Tributary Subbasin 

The predominant land uses in the Downtown Tributary subbasin are commercial and industrial. While this 

basin has a smaller size as compared to other subbasins, it has a significantly higher impervious fraction 

due to the prevalent land uses. The subbasin has 198 acres of impervious area, which computes to an 

impervious fraction of 64.7 percent. Fifty unique flow control facilities are documented in the City’s GIS, 

which results in an average of one facility for every four acres of impervious area. When compared to the 

West Fork of Miller Creek, there are nearly twice as many facilities per acre of impervious. Facilities 

appear to be spread relatively evenly based on visual inspection. 

Lake Burien Creek Subbasin 

The Lake Burien subbasin has a total of 216 acres of impervious area, which computes to an impervious 

fraction of 42 percent. This value is greater than the impervious fraction of the West Fork of Miller Creek 

subbasin, but less than that of the Downtown Tributary subbasin. Thirty-four unique flow control facilities 

are documented in the City’s GIS, which results in an average of one facility for every six acres of 

impervious area. When compared to the other subbasins, the facilities are less frequent than those in the 

Downtown Tributary subbasin, but more frequent than those in the West Fork Miller Creek subbasin. Of 

the flow control facilities within the Lake Burien subbasin, the majority are located in the downtown 

neighborhood, with very few facilities being located in the Lake Burien neighborhood despite it 

representing most of the subbasin area. 

Table 3-1 Land Cover and Flow Control Facilities in the Miller Creek Basin and Subbasins 

  

Total 
Area 

(acres) 
Lawn 

(acres) 
Forest 
(acres) 

Bare Soil 
(acres) 

Water 
(acres) 

Impervious 
(acres) 

Flow Control 
Facilities 
(count) 

Miller Creek 
basin 
(including 
subbasins) 

3,271 1,073 892 3 38 1,265 204 

West Fork 
Miller Creek 
subbasin  

1,256 456 379 1 2 417 57 

Downtown 
Tributary 
subbasin 

306 67 41 — — 198 50 

Lake Burien 
Creek 
subbasin  

515 146 115 2 36 216 34 
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Figure 3-13 Land Cover Fractions in the Miller Creek Basin and Subbasins 

Critical Areas 

The critical areas in the Miller Creek basin are predominantly wetlands and seismic hazard areas 

(Figure 3-8). The two main wetland areas account for the two major waterbodies in the basin, Lake Burien 

and Arbor Lake, which total 46 acres combined. Additionally, there are high quality wetlands adjacent to 

West Fork Miller Creek within NERA. There is also a seismic hazard area in the southern portion of 

Burien near Miller Creek, which accounts for approximately 196 acres. Critical areas within West Fork 

Miller Creek subbasin were extensively studied as part of the NERA MDP (Otak, 2018a) and are shown 

in Figure 3-8. 

Stormwater Infrastructure 

The City has provided data outlining the stormwater infrastructure within the Miller Creek basin. These 

data include pipes, catch basins, manholes, culverts, ditches, vaults, ponds, pumps, swales, outfalls, and 

stormwater BMPs (Figure 3-10). The Miller Creek basin has approximately 146 miles of stormwater 

conveyance pipes, ditches, culverts, and watercourses within Burien. There are also 6,814 different 

structures connecting the various conveyance features. It also has 116 stormwater outfalls that discharge 

flow into Miller Creek and its tributaries at various locations. 

The locations of stormwater facilities appear to be generally consistent with the land cover and land use 

of the basin. The highest concentration of stormwater facilities (ponds and vaults) occur in the more 

developed portions of Burien with the higher percentage of impervious area and therefore higher 

stormwater runoff flows. The northern portion of the basin within Burien has a lower concentration of 

facilities, which is consistent with the more residential land uses. It does appear that much of the northern 

portion of the Miller Creek basin has no flow control provided, meaning that runoff from these areas likely 

is conveyed directly to Miller Creek. Stormwater facilities distribution and counts are discussed in more 

detail under the land cover and land use sections. 
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Peak Flows 

A hydrologic model was developed as part of the analysis for the Miller and Walker Creeks basin plan in 

the early 2000s. In Miller Creek, the model was calibrated with one precipitation gauge (42U) and two 

flow gauges, one near the confluence with Walker Creek (42A) and one at the outflow of the Lake Reba 

regional detention facility (42B). An analysis of peak flows for Miller Creek shows that peak flows in the 

basin are much higher now (Current) than they were prior to development (Forest). Figure 3-14 and 

Figure 3-15 below are screenshots from King County’s website showing current peak and low flows as 

compared to pre-historic flows when the dominant land cover in the basin was forested. Figure 3-14 

additionally explores the impacts of the proposed third runway and its associated mitigation on the peak 

flows in Miller Creek. Since the study, the Port of Seattle’s third runway and regional stormwater facilities 

in NERA have been constructed. The NERA MDP shows that the mitigated flows from NERA into the 

West Fork Miller Creek closely match prehistoric flows in peaks and durations. As noted by King County, 

Figure 3-14, which was pre-NERA, underscores the importance of the Port of Seattle fully and effectively 

implementing its required mitigation. Table 3-2 shows the peak flows where West Fork Miller Creek exits 

NERA. 

 

Figure 3-14 Miller Creek Flow Frequency Analysis 
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Figure 3-15 Miller Creek Low Flow Frequency Analysis 

Table 3-2 Peak Flows in West Fork Miller Creek as it exits 
NERA taken from Table 6-1 of the NERA MDP 

Recurrence 
Interval 

Developed Condition Flow 
Exiting NERA 

(cfs) 

2-year 47.54 

5-year 61.27 

10-year 70.16 

25-year 81.23 

50-year 89.41 

100-year 97.54 
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Water Quality 

Water quality in Miller Creek and its tributaries is assessed for this plan by summarizing information from 

existing studies, and correlating water quality degradation with land uses within the basin that are typically 

associated with the generation of stormwater pollutants. The primary focus in this plan is for pollutants 

carried by stormwater runoff, although other water quality issues are discussed. 

Water Quality Assessment for Washington State 

Based on Ecology’s 2016 Water Quality Assessment (the State’s most recent assessment), the lower 

reach of Miller Creek, downstream of Burien in Normandy Park, does not meet the bacteria surface water 

quality standard for primary contact recreation or the DO and temperature surface water quality standard 

for aquatic life use, and therefore is included in the State’s 303(d) list (Category 5 listing) of impaired 

waterbodies (Figure 3-16). Listing IDs for the impairments are 42542, 48025, and 72606 for bacteria, DO, 

and temperature, respectively. For impaired waterbodies, Ecology is required to develop WQI projects, or 

TMDLs. Currently, there are no TMDLs or WQI projects implemented in the Miller Creek basin. There are 

no Category 5 listings for Lake Burien, Lake Burien Creek, Downtown Creek or West Fork Miller Creek. 

The lower reach of Miller Creek has been listed as a “water of concern” (known as a Category 2 listing) 

for pH. The upper reach of Miller Creek is listed as “water of concern” for Zinc and Copper. This listing 

indicates a potential problem and will require additional data to make any further determinations. There 

are no Category 2 listings for Lake Burien, Lake Burien Creek, Downtown Creek, or West Fork Miller 

Creek. 

Based on Ecology’s 2016 Water Quality Assessment, the lower reach of Miller Creek meets the State 

water quality standards (Category 1) for Ammonia-N, Arsenic, Copper, Zinc, Lead, Silver, Chromium, 

Nickel, and Cadmium. Lake Burien has a Category 1 listing for Phosphorus. There are no Category 1 

listings for Lake Burien Creek, Downtown Creek, or West Fork Miller Creek. Being placed in this category 

does not necessarily mean that a water body is free of all pollutants. 
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Analysis of Receiving Water Health 

Available information was compiled and reviewed to understand the water quality conditions in Miller 

Creek and its tributaries. Table 3-3 summarizes each source of information, and which pollutants were 

considered to be of concern for the stream. 

Miller and Walker Creeks Basin Plan (2006) 

The plan states that Miller and Walker Creek has become degraded because of surrounding urban 

development. Development includes a combination of residential neighborhoods and commercial uses. 

Poor water quality, degraded aquatic habitat, and areas of flooding and erosion are a result. The plan 

references older studies that show elevated levels of zinc and copper, fecal coliform bacteria, and 

pesticides discharging to Miller Creek. Further investigations indicated that the elevated zinc 

concentrations are primarily from metal roofs. Turbidity and TSS were relatively low for stormwater. 

Exceedances of water quality standards for DO, temperature, and bacteria were observed adjacent to the 

treatment plant located on Miller Creek during storm events. However, pH was within an acceptable 

range. The plan considers the mouth of Miller Creek as an important source of sediment to the marine 

shoreline of Three Tree Point. The plan also mentions two poor Benthos-Benthic Index of Biotic Integrity 

(B-IBI) scores for Miller Creek from previous studies. One of the previous studies discussed indicated that 

out of a sample of 45 streams in King County, Miller Creek had the most degraded habitat conditions 

relative to reference streams. Significant pre-spawn fish mortality had been observed in Miller Creek. Two 

areas of particular concern were noted: commercial runoff at the Ambaum detention pond (constructed in 

1991) and the highways of SR 509 and State Route 518 (SR 518). The detention pond was estimated to 

be undersized and discharging into Miller Creek without treatment. Similarly, the state highways were 

noted because they discharged into the stream with limited treatment. 

Note: Ambaum Regional Detention Pond was retrofitted and expanded in 2006 to its current capacity and 

configuration. This work included significantly expanding the storage capacity of the pond, as well as 

installation of water quality treatment facilities along both of the primary conveyance inputs to the pond. 

This expansion sized the pond to treat and store runoff from all city-owned contributing areas (primarily 

City right-of-way). 

2012 Miller/Walker Creek Coho Pre-spawn Mortality Study (King County, 2013) 

King County conducted a water chemistry and toxicity study in 2012 to further investigate the potential 

cause(s) of coho pre-spawn mortality. The study collected two baseflow samples and eight grab samples 

in a time series during each of two storm events in October. The samples were collected at the crossing 

of Miller Creek and 13th Avenue SW in Normandy Park. The results of this study are listed below: 

▪ DO and pH met the State water quality standards. 

▪ Water temperature exceeded the standard during the first storm. Water temperature cooled to below 

the standard by the second storm event. 

▪ Miller Creek gets warm in the summer and exceeds the State standard for spawning salmon and trout 

during the daytime. 

▪ All metals except cadmium and silver were detected in all samples. 

▪ Detected metals concentrations increased in storm events compared to baseflow in Miller Creek. 

▪ Metals concentrations did not exceed State water quality standards; however, it is believed the existing 

toxicity thresholds are not protective of coho, allowing pre-spawn mortality even when concentrations 

are below thresholds. 



City of Burien 3-33 

Stormwater Management Action Plan (SMAP) Otak 

Miller/Walker Creek Monitoring Activities for 2013 (King County, 2014) 

A monitoring program was completed in 2013 by King County to monitor and assess water quality in 

Miller and Walker Creeks. The program included stream flow, stream water quality, and stream biological 

assessments. The results of this monitoring program for Miller Creek were that: 

▪ Miller Creek often did not meet State water quality standards for temperature, DO, and pH. However, 

the results are similar to other streams in urban areas. 

▪ Miller Creek gets warm in the summer and exceeds the standard during the summer. DO is linked to 

stream temperature as higher water temperatures typically have lower oxygen solubility. 

▪ Miller Creek exhibited very high maximum turbidity (883 Nephelometric Turbidity Unit [NTU]) value with 

increased flows, which were attributed to large quantities of stormwater entering the creek rapidly. No 

exceedances of turbidity standards were reported due to the lack of background values in the basin. 

However, if the background were equal to the annual mean value of 7.3 NTU for Miller Creek, the site 

would have exceeded the standard 80 or more days; Miller Creek had 80 days out of 430 days 

monitored (October 18, 2012 – January 1, 2014) where the daily mean turbidity values were greater 

than the annual mean value. 

▪ Flows in Miller Creek below Ambaum Regional Pond, influenced by stormwater from downtown Burien, 

are erosive enough during storms to damage instream habitat. 

▪ The results of Benthic macroinvertebrate sampling at two sites in Miller Creek were not published; 

however, the 2012 benthic invertebrate data from the Miller Creek sites averaged to a score of 7.4 out 

of 100 and ranked very poor. 

Miller-Walker Basin Stormwater Retrofit Planning Study (HDR, 2015) 

This study was conducted to identify and prioritize the most cost-effective stormwater retrofit projects 

within the Miller-Walker basin to improve water quality and habitat conditions in the creeks and reduce 

localized flooding. The study acknowledges urbanization prior to current stormwater standards as a major 

contributor to degradation. 

B-IBI estimates were modeled to be “very poor” to “poor” in the Miller Creek basin except in the area 

surrounding the Hermes Depression. 

NERA Water Quality and Flow Monitoring Assessment for the Master Drainage Plan Annual Report 
2017–2018 (Otak, 2018a) 

As part of the 2017 extended monitoring program for the NERA Plan, water quality samples were 

collected on a bi-monthly basis at upstream and downstream flow monitoring stations. Groundwater 

samples were also collected on a bi-monthly basis from four monitoring wells located downgradient of the 

NERA MDP Regional Infiltration Facilities 3, 4, and 5 from September 2017 through July 2018. 

An analysis of surface water quality of two monitoring stations at West Fork Miller Creek (as it enters and 

exits NERA) indicates that: 

▪ Water temperatures varied seasonally and were very similar between stations. 

▪ DO varied with flow rate and temperature; values were higher in the wetter, cooler months and lower in 

drier, warmer months. Values were similar between stations except for the October sample, which was 

a “first flush” rainfall event sample. 

▪ Turbidity also varied with flow rate and was higher in the wetter months and lower in drier months. 

Values were very similar between stations. 
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▪ Fecal coliform bacteria counts were lower in the spring and summer, began to rise in the fall, and 

spiked with the first flush rainfall event in October. Upstream fecal coliform values fell rapidly through 

the winter at the upstream station and remained fairly low. The downstream station experienced 

a spike in bacteria counts in early January. The source of the increase was not clear. 

▪ Metals concentrations appear to be correlated with flow, with higher concentrations during wetter 

months. 

▪ Stream habitat conditions scored as poor in three of the four samples, and as fair in the September 

2017 sample at downstream station (Note: the B-IBI analysis used in the plan was different from the 

methodology accepted by Ecology and Puget Sound Benthos). 

More Than a First Flush: Urban Creek Storm Hydrographs Demonstrate Broad Contaminant 
Pollutographs (Peter et al., 2020) 

This study evaluated contaminant occurrence and its relation to flow dynamics in Miller Creek. Monitoring 

was done for baseflow and three storm events (July 26, 2018–December 12, 2018), including those 

concurrent with observations of coho salmon mortality. Thirty-five targeted, stormwater-derived organic 

contaminants were quantified, and complementary nontarget high-resolution mass spectrometry (HRMS) 

analyses was applied to comprehensively characterize contaminant mixtures and dynamics. 

The study found that contaminants are mobilized from the urban landscape into streams across a broad 

range of storms, including frequent small storms, and remain in stream flows well after the traditional “first 

flush,” which has been extensively studied for more typically recognized stormwater pollutants. The study 

also found that longer, more intense storms, which may dilute some contaminants, serve to mobilize 

additional mass of other contaminants from more distant or more concentrated sources. Each of these 

findings indicates that water quality of urban streams like Miller Creek is impacted more quickly and 

across a broader range of storms than previously thought. The study also found gradual reductions in 

peak concentrations and source impacts across several sequential storms in a rainy season. From this 

finding, the authors hypothesize that source control efforts to limit contaminant mass prior to fall storms 

could benefit water quality throughout the rainy season. The study’s outcomes “support prioritization of 

source identification and focused stormwater management efforts to improve water quality and promote 

ecosystem function” in urban watersheds, including Miller Creek. 

2020 Miller Creek Basin Fish Population Assessment (Gregersen, 2020) 

This study was conducted to determine the densities of juvenile coho and other native fish species in 

Miller Creek. Three index reaches were sampled and counts were extrapolated to determine coho 

population in the basin. The study found extremely low juvenile coho population in comparison to other 

King County streams and concluded that Miller Creek has serious limiting factors for survival of juvenile 

coho. Limiting factors were not investigated. 

Puget Sound Institute (Washington University, 2021) 

Recently, a team led by researchers at the University of Washington–Tacoma, UW and Washington State 

University–Puyallup, has discovered that N-(1,3-Dimethylbutyl)-N′-phenyl-p-phenylenediamine-quinone 

(6PPD-Q), a transformation product from a tire preservative, kills coho salmon in urban streams before 

the fish can spawn. Samples that were taken in Miller Creek from storms in autumn 2020 and spring 

2021, found 6PPD-Q at concentrations well over the amount needed to kill coho. 

Spawning Salmon Population Analysis of Walker and Miller Creek (Ankuta, 2021) 

The Ankuta study assessed reasons for extreme pre-spawn mortality of coho in urbanized areas, where 

the death rate has been found to be as high as 90 percent. Miller and Walker Creeks were assessed for 

this study because these two creeks have been showing a steep decline in fall salmon runs and come in 
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contact with roads and freeways. The evaluation was conducted during the fall salmon run October to 

December. The study found significantly more live fish and fewer dead fish in the upper reaches of 

Walker Creek compared to upper Miller Creek. The findings are consistent with Miller Creek’s greater 

exposure to roadways. 

The predominant factor contributing to the declines in coho has been found to be toxic runoff from roads. 

Ankuta references a recent study, which has found that 6PPD-Q is highly lethal to coho, and it finds its 

way into creeks when water runs off of roadways. 

This study recommends reducing toxic road runoff that kills coho through different solutions including 

creating sand biofiltration systems along impervious surfaces, and producing vehicle tires that do not 

contain 6PPD-Q. 

Ecology’s Environmental Information Management (EIM) Database (Ecology, 2022) 

One sampling location at Miller Creek is near the mouth (sampling ID: 09D070). Field collection data 

range at this sampling location is between 1971–2019 and includes a variety of parameters (such as DO, 

metals, turbidity, TSS, and bacteria). The samples were collected for the specific parameters during 

different date ranges. There is no study summarizing the results of samples processed at this sampling 

location. However, the Miller and Walker Creeks Basin Plan (2006) mentions that a water quality analysis 

of non-storm event samples in 2004 indicated exceedances above the standard for fecal coliform 

bacteria. Based on these data, Miller Creek was listed as water quality impaired for fecal coliform. Metal 

concentrations did not exceed the standard. 

There is another sampling location at Miller Creek (sampling ID: 09D090). Field collection data range at 

this sampling location is between 1971–1972 and includes DO, pH, turbidity, and nutrients. There is no 

study reflecting the results of samples processed at this sampling location. 

Monitoring data were not analyzed for exceedances from State standards in this receiving water 

assessment, because this information is available from the other studies that were reviewed. 

Other Studies 

Sources listed below were reviewed, but no information was found for Miller Creek or its tributaries: 

1. Puget Sound Stream B-IBI 

2. King County Water Quality Monitoring (WQM) Database 

3. United States Geological Survey (USGS) Database/Studies 
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Table 3-3 Pollutants of Concern Discussed in Studies that were reviewed to assess the 
Health of Miller Creek and its Tributaries 

Study 

Water Quality Parameters 

Temp1 DO1 pH 
TSS1/ 

Turbidity Metals 

B-IBI/ 
Ecological 

Health1 
Fecal 

Coliform 

Miller and Walker Creeks 

Basin Plan (King County, 2006) 

       

2012 Miller/Walker Creek 

Coho Pre-spawn Mortality Study  

(King County, 2013) 

       

Miller/Walker Creek 

Monitoring Activities for 2013  

(King County, 2014) 

       

Miller-Walker Basin Stormwater 

Retrofit Planning Study  

(HDR, 2015) 

       

NERA Water Quality and Flow 

Monitoring Assessment for the 

MDP Annual Report 2017–20182 

(Otak, 2018a) 

       

Ecology’s 303(d) list  

(Ecology, 2016) 

       

Ecology’s EIM Database 

(Ecology, 2004)  

       

More Than a First Flush: Urban 

Creek Storm Hydrographs 

Demonstrate Broad Contaminant 

Pollutographs (Peter et al., 2020) 

 

      

2020 Miller Creek Basin Fish 

Population Assessment  

(DNRP, 2020) 

       

Puget Sound Institute 

(Washington University, 2021) 

       

Spawning Salmon Population 

Analysis of Walker and Miller 

Creek (Ankuta, 2021) 

       

Color coding: Green means no exceedance of water quality standard or elevated levels of parameters were 

discussed in the studies. Red means the parameters exceeded State water quality standard, had signs of water 

quality impairments, or had reported elevated concentration. For B-IBI score, green and red mean the reported 

scores were high and low, respectively. White means the parameter is not discussed in the study. 

1Temp, DO, TSS, B-IBI are temperature, DO, TSS, and Benthic Index of Biotic Integrity, respectively. 
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Lake Burien 

Lake Burien is a small lake and a designated shoreline area located in central Burien that eventually 

drains to Miller Creek. Lake Burien is publicly owned by Washington State (City of Burien PaRCS, 2018). 

Volunteer monitoring of Lake Burien coordinated through King County occurred in 1994, 1998, and 

2000–2004. Unofficial monitoring activities coordinated by private residents have continued beyond the 

King County effort with data supplied to the City of Burien’s Shoreline Master Plan process (Otak, 2020). 

The trophic state index data collected through King County was used to classify Lake Burien as low to 

moderate in primary productivity (oligotrophic–mesotrophic) with very good water quality that was steady 

over the time period in which data were collected. However, local residents are concerned about the 

water quality of Lake Burien and interested in supporting City programs to maintain long term watershed 

health. Lake Burien does not have public access, so the City has limited direct influence on lake 

management or water quality. Instead, the City focuses efforts on general public outreach and education 

to improve practices, including animal waste management, fertilizer use, and other sources of pollutants 

from residential properties. The City also looks to add water quality treatment facilities when developing 

capital projects in the surrounding area (Otak, 2020). 

The lake is protected for core summer salmonid habitat, primary contact recreation, and other uses, which 

include water supply uses (i.e., domestic, industrial, agricultural, and stock) and miscellaneous uses 

(i.e., wildlife habitat, harvesting, commerce/navigation, boating, and aesthetics). 

The result of a water quality sample collected on June 8, 2021, from Lake Burien indicated that the lake 

exceeded the Washington State Recreational Guidance threshold for microcystins, an algal toxin 

(Washington State Toxic Algae). It is recommended by King County-Seattle Public Health that people and 

pets do not drink lake water, swim in the lake, or engage in other water-contact activities when the lake 

exceeds the threshold for microcystins. 

This lake is listed as water that meet the standards (Category 1) for total phosphorus. Being placed in this 

category does not necessarily mean that a water body is free of all pollutants. 

Arbor Lake 

Arbor Lake is a small lake located in north Burien with reported algae bloom problems. While the lake is 

not accessible to anadromous fish such as salmon, the lake supports numerous other fish and bird 

species. The Lake is supported by neighborhood volunteers who often join together with Burien Parks, 

Recreational and Cultural Services to remove invasive species around the lake, thereby boosting habitat 

for native species. As with Lake Burien, the City focuses efforts on general public outreach and education 

to improve practices including animal waste management, fertilizer use, and other sources of pollutants 

from residential properties (Otak, 2020). 

Arbor Lake is not protected for aquatic life, primary contact recreation, and other uses. 

Existing Land uses 

Based on the City’s zoning within the Miller Creek basin (3,638 acres), land use primarily consists of low 

to high-density residences, commercial areas (including office, neighborhood center; intersection, 

downtown, regional, and community commercial), and industrial areas (including airport industrial) as 

seen in Figure 3-16. The more urban land uses and the higher density residences are concentrated in the 

middle of the basin (in and adjacent to Burien’s downtown) and southeast portion of the basin. Therefore, 

the largest number of water quality facilities are in these areas. 
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City-owned rights-of-way that have high ADT and receive limited treatment within the Miller Creek basin 

include Ambaum Boulevard S, Ambaum Boulevard SW, DMMD, S Normandy Road, S 174th Street, 

1st Avenue S, 4th Avenue SW, Sylvester Road SW, SW 160th Street, 16th Avenue SW, a small part of 

21st Avenue SW, S 152nd Street, SW 152nd Street, SW 156th Street, S 160th Street, SW 160th Street, 

S 146th Street, SW 146th Street, SW 148th Street, SW 150th Street, 8th Avenue S, S 144th Way, 

S 136th Street, SW 136th Street, S 128th Street, SW 128th Street, S 116th Street, and SW 116th Street. 

Of these, the very highly travelled roadways in Burien include 1st Avenue S, Ambaum Boulevard SW, 

DMMD, S 128th Street, SW 128th Street, SW 152nd Street, SW 160th Street, and SW Ambaum 

Boulevard. WSDOT owned highways SR 509 and SR 518 also run through the basin and discharge to 

Miller Creek with limited treatment. 

Overall, there are 224 facilities providing some level of water quality in the Miller Creek basin. Facility 

counts include both private and public facilities. Facility types include water quality structures (including 

proprietary water quality systems), stormwater swales, wet vaults, and rain gardens/bioretention. These 

facilities are concentrated all over the basin especially in the middle of the basin (including Burien’s 

downtown) and southeast portion of the basin. It appears that most of transportation corridors listed 

above receive little treatment. 

Water quality treatment that was constructed as part of the regional facilities in conjunction with the 

LID requirements for developers in NERA continue to mitigate for current and future polluting land uses 

in NERA. 

The City’s 8th Avenue S Stormwater Retrofit Project treats stormwater runoff from a 54-acre basin, which 

has primarily residential land use, before discharging to the Vacca Farm Mitigation Wetland. This project 

addresses TSS, phosphorous, dissolved copper, and dissolved zinc, and reduces peak flows to Miller 

Creek through increased infiltration. 

Three retrofits from the City’s water quality retrofit study in 2018 were constructed in 2020. Pretreatment 

systems were installed to treat residential and roadway runoff at three locations within the Miller Creek 

basin: S 165th Street and DMMD, Ambaum Boulevard S and S 169th Place, and 8th Avenue S (both 

sides of the street). 

The City also completed a preliminary study in the Chelsea Park neighborhood to identify locations to 

provide water quality treatment and create green spaces throughout the neighborhood by installing 

dispersed bioretention facilities. A further study is needed to prioritize feasible locations. 

The City’s newly built Moshier Park Stormwater Retrofit Project improves water quality in Miller Creek 

through the design of bioretention cells, permeable pavement, and biofiltration swales at Moshier Park. 

This project was designed to treat TSS and also reduces flows to Miller Creek by increasing stormwater 

infiltration and providing stormwater detention. 

Within the Miller Creek basin, many properties both in King County and in the City use private septic 

systems. Approximately 15 percent of parcels inside the Miller Creek basin within the City have on-site 

sewage systems. Of these, two percent (21 parcels) have recorded septic system failures between 

2018–present (Public Health Seattle and King County, 2022). If these systems malfunction, fecal coliform 

and other bacteria can discharge to surface water. For example, much of the basin that is on septic 

systems in the Boulevard Park neighborhood backs up when the stormwater conveyance floods, and this 

likely degrades the water quality of the runoff to the creek. No studies were located that diagnose the 

causes of bacteria pollution in Miller Creek. Acreages of pollution-generating land uses for TSS, turbidity, 

and metals for the Miller Creek basin and subbasins are summarized in Table 3-4 and Figure 3-17. 
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West Fork Miller Creek Subbasin 

Polluting land uses account for 19 percent of the West Fork of Miller Creek subbasin. There are 

54 unique water quality facilities that are designed to provide some level of treatment. On average for 

the entire subbasin, there is one water quality facility for every 23 acres of polluting land use area. The 

facilities are not evenly spread, which results in certain neighborhoods having a greater number of 

facilities as compared to others. Based on visual inspection, the Salmon Creek and Evansville 

neighborhoods have the least number of water quality facilities. 

The average facilities per acre of polluting land use calculation does not account for the current and future 

mitigation of polluting land uses within NERA. 

Downtown Tributary Subbasin 

The predominant land uses in the Downtown Tributary subbasin are commercial and industrial. There are 

54 unique water quality facilities that are designed to provide some level of treatment. On average for the 

entire subbasin, there is one water quality facility for every six acres of polluting land use area. The 

facilities are relatively well distributed. 

Lake Burien Creek Subbasin 

The land use is primarily residential homes with some commercial and industrial land use from the 

downtown neighborhood. There are 37 unique water quality facilities that are designed to provide some 

level of treatment. On average for the entire subbasin, there is one water quality facility basin for every 

14 acres of polluting land use area. Of the water quality facilities within the Lake Burien subbasin, the 

majority are located in the downtown neighborhood, with very few facilities being located in the Lake 

Burien neighborhood despite it representing most of the subbasin area. 

Table 3-4 Polluting Land Uses and Water Quality Facilities in the Miller Creek Basin 
and Subbasins1 

  

Total 
Area 

(acres) 
Industrial 

(acres) 

Office 
Commercial 

(acres) 

High Density 
Residential 

(acres) 

Special 
Planning 
(acres) 

Water 
Quality 

Facilities 
(count) 

Miller Creek basin 
(including subbasins) 

3,271 136 443 321 60 224 

West Fork Miller 
Creek subbasin  

1,256 89 80 67 0 54 

Downtown Tributary 
subbasin 

306 0 163 28 29 54 

Lake Burien Creek 
subbasin  

515 0 64 86 21 37 

 

  

 

1 Polluting land uses do not sum to the total basin area. The remainder of the basin consists of non-polluting 

land uses. 
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Figure 3-17 Polluting Land Use Fractions in the Miller Creek Basin and Subbasins2 

Development Pressures 

Significant growth is planned in the Miller Creek basin. Growth plans associated with the basin include 

the Burien Urban Center Plan, Ambaum Boulevard Corridor Plan, and Boulevard Park Corridor Plan 

(Figure 3-11). These plans are discussed under citywide anticipated growth in Chapter 3, Section 2 Study 

Area Characteristics. In general, as development and redevelopment occur stormwater management will 

be brought up to current standards and positively benefit Miller Creek and its tributaries. 

Stormwater CIPs that were identified in the Miller Creek basin in the SDMP include stormwater 

conveyance improvements to primarily address localized flooding. Studies recommended in the plan, 

specifically in the Miller Creek basin, include: 

▪ 142nd Street Depression to address flooding 

▪ Chelsea Park neighborhood Bioretention Sizing to provide water quality treatment and create green 

spaces around the neighborhood 

There are several planned transportation infrastructure improvements in and adjacent to the basin, which 

will drive further redevelopment. The transportation projects, in cases where the impervious surface areas 

and pollution generating surface areas are increased, will be required to meet current flow control and 

water quality regulations. 

Transportation projects from the 2022–2027 TIP list that will likely be completed in the next decade in and 

adjacent to the basin, are presented in Table 3-5. Only those projects that may have potential for 

stormwater management or for including stormwater retrofits are noted. 

 

2 Only polluting land uses are included, the remainder of the basin and subbasins are non-polluting land uses. 
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Table 3-5 Transportation Improvement Projects in the Miller Creek Basin (2022–2027) 

Name of Project Project Description 

1st Ave S – Phase 3  Reconstruct roadway to principal arterial standards 

including pedestrian, stormwater detention and water 

quality facilities, center medians and left turn lanes, 

signal improvements and interconnections, landscaping 

and irrigation, and driveways consolidation where 

feasible. Reconstruct intersection at SW 128th St and 

add protected left turn phasing at SW 136th St. 

Overhead to underground utility conversion. Major 

Drainage Replacement (MDR). 

1st Ave S – Phase 4 Reconstruct roadway to principal arterial standards 

including pedestrian, stormwater detention and water 

quality facilities, center medians and left turn lanes, 

signal improvements and interconnections, landscaping 

and irrigation, and driveways consolidation where 

feasible. Overhead to underground utility conversion. 

MDR. 

SW 136th St Reconstruct road to include storm drainage, bike lanes, 

transit access, parking, curb, gutter, and sidewalks. 

8th Ave S (Programs A, G) Pedestrian access project. Sidewalk, curb and gutter, 

bike lanes, drainage, landscaping, and illumination. 

SW 144th St and SW 146th St Reconstruct road to include storm drainage, bike lanes, 

curb, gutter, and sidewalks. 

21st Ave SW Reconstruct road to include storm drainage, bike lanes, 

transit access, parking, curb, gutter, and sidewalks. 

16th Ave SW Reconstruct road to include storm drainage, curb, 

gutter, and sidewalks, bicycle lanes, or sharrows. MDR. 

8th Ave SW (Program A) Reconstruct road to include storm drainage, bike lanes, 

parking, curb, gutter, and sidewalks. 

8th Ave S (Programs A, G) Reconstruct road to include curb, gutter, sidewalks, 

bicycle lanes, parking, drainage, landscaping, and 

illumination. 

4th Ave SW (Program A) Reconstruct road to include sidewalk on west side, 

storm drainage, parking, curb, gutter, sidewalks, and 

sharrows. 

SW 159th St and 19th Ave SW 

(Program A) 

Reconstruct road including storm drainage, street 

lighting, parking, curb, gutter, bike lanes, and sidewalks. 

SW 172nd St/Sylvester Rd SW Road reconstruction, including storm drain 

improvements, pedestrian access, or other 

infrastructure that can be built within the existing public 

street right-of-way. Bicycle movement through this area 

shall be accommodated by shared bicycle/vehicle 

usage, and signage. 

Sylvester Rd SW Reconstruct to include curb and gutter, sidewalks, bike 

lanes or sharrows, drainage, landscaping, and 

illumination. Overhead to underground utility conversion. 
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Name of Project Project Description 

S 136th St (Program A) Bicycle lanes on both sides. Repair inadequate and 

non-Americans with Disabilities Act (ADA) portion of 

existing sidewalk and fill in gaps in sidewalk. 

S 152nd St (Program A) Sidewalk on both sides of street. Fill in gaps in 

intermittent sidewalk and ensure implementation of 

ADA standards. Bicycle lanes on both sides of street. 

Connect to Highline High School. 

4th Ave SW (Program A) Pedestrian access project. Sidewalk on east side, curb 

and gutter, bike lanes, drainage, landscaping, and 

illumination. 

SR 518/DMMD Westbound On-ramp Construct westbound on-ramp from SR 518 to DMMD. 

NERA Construct new streets and signals as envisioned in the 

NERA Plan. Improve and create pedestrian 

connections. Area generally bounded by 8th Ave S, 

S 136th St and DMMD. 

SW 132nd St Trail Completion 

(Program A) 

Install multi-use bike path on unopened right-of-way. 

Install a pedestrian actuated High-intensity Activated 

crossWalK (HAWK) signal on 1st Ave S. Complete the 

physical connection for the 8th Ave SW to 1st Ave S 

neighborhood bikeway. 

160th St Corridor Improvements Implement traffic operations improvements on 

160th corridor between DMMD and 4th Ave SW. 

Construction will improve traffic operations and vehicle 

progression between the two intersections and along 

the corridor. 

SW 152nd St From 10th Ave SW to 20th Ave SW: Curb and gutter, 

6-foot sidewalk. Bicycle movement through this area 

shall be accommodated by shared bicycle/vehicle 

usage, and signage. 

SW 150th St Fill in gaps in intermittent sidewalk and ensure 

implementation of ADA standards for ramps. S 160th St (Program A) 

SW 160th St (Program A) Fill in gaps in intermittent sidewalk and ensure 

implementation of ADA standards for ramps, strip 

bicycle lanes, or sharrows. 

S 160th St/509 Northbound Ramp Coordinate with WSDOT for interchange improvements. 

SW 128th St Improvements (Program A) Construct roadway safety/capacity improvement 

recommended from corridor study to be completed 

in 2018. 

SW 157th St Install storm water pipe in open ditches on north side of 

the road and pave the surface for roadway and parking 

use. 
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Conclusion 

Miller Creek is a fish bearing stream that has been degraded because of human modifications of land 

cover and land use over the years. The stream drains over 50 percent of the City, and 69 percent of the 

greater basin is inside city limits, meaning that the City’s stormwater management can have a significant 

impact on both the flows and water quality in the stream system. Flow has been degraded because 

significant development occurred prior to stringent stormwater regulations, and stormwater facilities may 

not be providing adequate flow control and water quality treatment. Additionally, the stormwater 

infrastructure is old, and many facilities are coming to the ends of their life cycles. 

Miller Creek is on Ecology’s 303(d) list Category 5 for fecal coliform and Category 2 for zinc and copper. 

B-IBI has been consistently documented as poor to very poor. There are also indications that turbidity and 

TSS concentrations may be higher than those beneficial to aquatic habitat. 

Improvements to the flow regime and water quality will restore stream health, which will help the aquatic 

habitat thrive. The City’s portion of the basin is the headwaters of Miller Creek, so any WQIs would benefit 

all of Miller Creek and the outfall to Puget Sound. The City has already installed several water quality 

retrofits to reduce pollutant loads from residential neighborhoods and heavily used streets. The 165-acre 

NERA basin has been mitigated to current stormwater standards. In addition, there is an ongoing Miller 

Creek Restoration project that will realign the West Fork Miller Creek Tributary and create floodplain, 

which will benefit aquatic habitat. This basin is slated for redevelopment in the Downtown Tributary basin 

and transportation projects basinwide. Where redevelopment occurs, stormwater management will be 

brought up to current standards and positively impact Miller Creek and its tributaries. However, 

redevelopment will be concentrated in certain pockets, and it would be beneficial to add retrofits to this 

basin to aid the other efforts to improve stream health. 

Section 5. Walker Creek Receiving Water Assessment 
The Walker Creek system drains into Miller Creek approximately 420 feet from Miller Creek’s discharge to 

Puget Sound (Figure 3-18). It is located within the Central Puget Sound Watershed area of WRIA 9 and 

has a greater basin size of 1.6 square miles flowing in a southwest direction through the cities of Burien 

and Normandy Park. Walker Creek flows for approximately 2.7 miles before its confluence with Miller 

Creek. Roughly 39 percent of the Walker Creek basin is located within the City and it occupies roughly 

six percent of the city’s area in the Manhattan and Five Corners neighborhoods. The stream’s entire 

drainage basin is referred to hereafter as the “greater Walker Creek basin.” The portion of the stream’s 

drainage basin located within the city limits is referred to hereafter as the “Walker Creek basin.” 

Walker Creek basin resides in the Manhattan and Five Corners neighborhoods (Figure 3-3). 

The headwaters of Walker Creek occur in a forested high-quality wetland within Burien, west of SeaTac 

Airport. While the stream begins in Burien, there is additional upstream contributing area to the basin that 

exists within SeaTac. The stream flows in a generally southwest direction until its confluence with Miller 

Creek within the City of Normandy Park. While there are some smaller tributaries that contribute to 

Walker Creek downstream of the headwaters, these streams are all located within the City of Normandy 

Park. For this reason, this analysis will focus on the impacts to the headwaters of Walker Creek that are 

located within Burien. 
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Major Stakeholders in the Basin 

Walker Creek flows through the cities of Burien and Normandy Park and the greater basin extends into 

the SeaTac. Burien currently partners with King County, Normandy Park, SeaTac, and the Port of Seattle 

to fund the Miller-Walker Creek basin steward through King County. Funding a basin steward position 

was recommended in the Miller and Walker Creeks Basin Plan and is discussed in more detail in the 

Miller Creek Receiving Water Assessment. 

Major Studies in the Basin 

Miller and Walker Creeks Basin Plan (King County, 2006) 

In 2006, King County partnered with neighboring jurisdictions and published the Miller and Walker Creeks 

Basin Plan. The plan addresses surface water quality, flooding, stormwater infrastructure capacity, and 

fish habitat issues. 

Miller-Walker Basin Stormwater Retrofit Project Implementation Plan (HDR, 2015) 

In 2015, King County Water and Land Resources Division in collaboration with neighboring jurisdictions 

published the Miller-Walker Basin Stormwater Retrofit Project Implementation Plan. The objective of 

this plan was to identify and prioritize the most cost-effective stormwater retrofit projects within the 

Miller-Walker basin to improve water quality and habitat conditions in the creek, while also providing 

neighborhood enhancements, such as reduced localized flooding, increased tree coverage, and 

pedestrian and bicycle safety improvements. The study states that Miller Creek is a higher priority for 

retrofit projects as compared to Walker Creek because it has a higher development density. 

Aquatic Habitat 

Cutthroat trout and chum, coho, steelhead, and cutthroat salmon are present in Walker Creek. Walker 

Creek is identified on the Burien critical areas map as a Type F stream, defined as a perennial stream 

containing fish habitat; therefore, a buffer with a width of 100 feet must be maintained along the stream 

(BMC 19.40.340). 

Fish that have been identified in the Puget Sound region at the mouth of the stream include rainbow trout, 

cutthroat trout, Dolly Varden, eastern brook trout, whitefish, largemouth bass, perch, crappie, and catfish. 

WDFW and various tribal governments supplement the natural stocks in order to maintain river runs for 

most of these species. 

In Miller and Walker Creek “annual spawning returns of one to two thousand chum, coho, steelhead, and 

cutthroat are estimated to have occurred before the effects of urbanization, an approximate ten-fold 

difference over recent returns” (City of Burien et al., 2006). SWIFD confirms the presence of these fish in 

Walker Creek in addition to coastal cutthroat trout. The returning salmon population in Walker Creek has 

decreased in the last decade. In 2011, the Miller/Walker Creeks Stewardship group observed 507 salmon 

in Walker Creek, and in 2021 only 41 salmon were observed (Kemp, 2021). 

Physical Setting and Flow Characteristics 

Walker Creek is a perennial stream that is influenced by both stormwater runoff and groundwater from the 

Cities of SeaTac, Burien, and Normandy Park. Stormwater enters the stream through either sheetflow or 

the City’s stormwater conveyance system. According to the City’s GIS, there are 22 outfalls from the 

stormwater conveyance system to the greater Walker Creek stream system. A significant portion of the 

greater Walker Creek basin is outside of Burien but appears to influence the stream in a similar fashion. 
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The section below presents an in-depth discussion of Walker Creek’s physical setting and the factors 

influencing the stream’s flow quantity and water quality characteristics. These factors are climate, geology 

and soils, topography, land cover, critical areas (e.g., wetland and steep slopes), and stormwater 

infrastructure. Climate, which is region specific, is described in Chapter 3, Section 2. 

Geology and Soils 

The dominant surficial geological unit within the greater Walker Creek basin is till, which has limited 

infiltrating capabilities (Figure 3-4). There are also non-trivial amounts of outwash soils at the north and 

south ends of the basin. 

Topography and Stream Slopes 

The topography of the Walker Creek basin generally slopes from east to west. There do not appear to be 

any major local depressions within the City. 

The highest elevation is approximately 370 feet, which occurs at the south end of the basin near the city 

limits of Burien (Figure 3-5). The average slope of Walker Creek is approximately 1.6 percent. As stated 

previously, most of the length of Walker Creek flows through Normandy Park. Within the City, the stream 

elevation falls from approximately 225 feet to 210 feet over 4,200 feet before leaving the City. This 

equates to an average channel slope of 0.4 percent. After Walker Creek flows out of Burien, the channel 

slope increases as it flows through a riparian corridor to Puget Sound. The average slope downstream of 

Burien is 2.1 percent. 

Land Cover 

Land cover in the Walker Creek basin was highly modified long before current stormwater standards 

came into effect. King County’s black and white aerial imagery from 1998 shows that most of the basin 

had already been converted to impervious surfaces from urban development (Figure 3-7). Upcoming 

redevelopment in the Walker Creek basin will be required to meet current stormwater standards, which 

would mitigate impervious surfaces by providing flow control. Based on the land cover data developed 

for the Stormwater Heatmap, the Walker Creek basin has an impervious area fraction of 33 percent 

(132 acres) (Table 3-6 and Figure 3-19). The rest of the basin is a mix of forest and lawn as land cover. 

There are no major waterbodies located within the Walker Creek basin. 

Overall, there are 44 facilities providing some level of flow control in the Walker Creek basin, dispersed 

throughout the basin. The facilities include different types of ponds and vaults that provide infiltration, 

retention, and detention; some are owned privately while others are public facilities. Land cover fractions 

and counts of flow control facilities for the Walker Creek basins and subbasin are presented in Table 3-1. 

The predominant land use in the Walker Creek basin is residential. The only major roadway is DMMD, 

which runs north-south through the basin. With 44 unique flow control facilities in the area, there is one 

flow control facility for every three acres of impervious area. Most of the facilities tend to be concentrated 

closer to SeaTac Airport and are mostly located along DMMD or near the industrial area in the eastern 

part of the basin within the Manhattan neighborhood. There are no flow control facilities south of 

186th Street, which may represent an opportunity to provide additional flow control. 
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Table 3-6 Land Cover and Flow Control Facilities in the Walker Creek Basin 

  

Total 
Area 

(acres) 
Lawn 

(acres) 
Forest 
(acres) 

Bare Soil 
(acres) 

Water 
(acres) 

Impervious 
(acres) 

Flow Control 
Facilities 
(count) 

Walker Creek 
basin  

399 112 155 0 0 132 44 

 

 

 

Figure 3-19 Land Cover Fractions in the Walker Creek Basin 

Critical Areas 

The critical areas in the Walker Creek basin are stream buffers, wetlands, and seismic hazard areas 

(Figure 3-8). There are two main wetlands, both of which are directly associated with Walker Creek. The 

first is a high-quality Category 2 wetland that forms the headwaters of Walker Creek and covers an area 

of 23 acres. The second is a riparian wetland along the stream and has an area of roughly nine acres. 

There is also approximately 229 acres of a seismic hazard area between Miller and Walker Creeks where 

they exit the City’s boundary to pass into Normandy Park. 

Stormwater Infrastructure 

The City has provided data outlining the stormwater infrastructure within the Walker Creek basin, which 

includes pipes, catch basins, manholes, culverts, ditches, vaults, ponds, pumps, swales, outfalls, and 

stormwater BMPs (Figure 3-10). The Walker Creek basin has approximately 15 miles of stormwater 

conveyance pipes, ditches, culverts, and watercourses within Burien. There are 668 different structures 

connecting the various conveyances and 22 stormwater outfalls that discharge into Walker Creek at 

various locations. 

The locations of stormwater facilities appear to be generally consistent with the land cover and land use 

of the basin. The highest concentration of stormwater facilities (ponds and vaults) is located in the more 
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industrial areas of the basin near SeaTac Airport or along DMMD. Both the northern and southern 

portions of the Walker Creek basin have few flow control facilities. These areas appear to be residential 

areas based on visual inspection. 

Peak Flows 

A hydrologic model was developed as part of the analysis for the Miller and Walker Creeks Basin Plan in 

the early 2000s. In Walker Creek, the model was calibrated with one precipitation gauge (42U) and two 

flow gauges, one near the confluence with Miller Creek (42E) and one near DMMD, just downstream of 

the stream’s headwaters (42C). The analysis concluded that the development of the Walker Creek basin 

has significantly increased flows. At the downstream gauge near the confluence with Miller Creek, the 

modeling indicated that peak flows were three to eight times greater now than under predeveloped forest 

condition. Figure 3-20 and Figure 3-21 below are screenshots from King County’s website showing 

current peak and low flows as compared to pre-historic flows when the dominant land cover was forested. 

Figure 3-20 additionally explores the impacts of the proposed third runway and its associated mitigation 

on the peak flows in Walker Creek. Since the study, the Port of Seattle’s third runway has been 

constructed. However, only a small portion of the Walker Creek basin is located on the Port of Seattle’s 

property, which minimizes its impact on the overall basin hydrology when compared to the Miller Creek 

basin. Similar to the Miller Creek basin, the construction of the third runway actually decreases the peak 

flows in the basin due to the restorative standard required by Ecology on the Port of Seattle property. 

Examining the full data set, which runs from WY 1993 through WY 2021, the mean daily flows for Walker 

Creek range from 0.3 cfs to 42.3 cfs at the gauge station near the confluence with Miller Creek. 

 

Figure 3-20 Walker Creek Flow Frequency Analysis 
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Figure 3-21 Walker Creek Low Flow Frequency Analysis 

Water Quality 

Water quality in Walker Creek and its tributaries is assessed for this plan by summarizing information 

from existing studies and correlating water quality degradation, with land uses within the basin that are 

typically associated with the generation of stormwater pollutants. The primary focus in this plan is for 

pollutants carried by stormwater runoff, although other water quality issues are discussed. 

Water Quality Assessment for Washington State 

Based on Ecology’s 2016 Water Quality Assessment (the State’s most recent assessment), the lower 

reach of Walker Creek does not meet the bacteria surface water quality standard for primary contact 

recreation and temperature surface water quality standard for aquatic life use. Therefore, it is included in 

the State’s 303(d) list (Category 5 listing) of impaired waterbodies (Figure 3-22). Listing IDs for the 

impairments are 74701 and 72604 for bacteria and temperature, respectively. For impaired waterbodies, 

Ecology is required to develop WQI projects or TMDLs. Currently, there are no TMDLs or WQI projects 

implemented in the Walker Creek basin. 

Based on Ecology’s 2016 Water Quality Assessment, the lower reach of Walker Creek meets the State 

water quality standards (Category 1) for Ammonia-N. Being placed in this category does not necessarily 

mean that a water body is free of all pollutants. 
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Analysis of Receiving Water Health 

Available information was compiled and reviewed to understand the water quality conditions in Walker 

Creek and its tributaries. Table 3-7 summarizes each source of information, and which pollutants were 

considered to be of concern for the stream. 

Miller and Walker Creeks Basin Plan (2006) 

The plan states that Miller and Walker Creek basin has become degraded because of surrounding urban 

development. Development includes a combination of residential neighborhoods and commercial uses. 

Poor water quality, degraded aquatic habitat, and areas of flooding and erosion are a result. Walker 

Creek streambed, in its current state, provides poor salmon habitat. The plan references older studies 

that show elevated levels of metals discharging to Walker Creek. According to the plan, in comparison to 

Miller Creek, Walker Creek has less scour in its streambed, which may be a consequence of both the 

headwater wetlands that slow down runoff and outwash soils that infiltrate stormwater, thereby reducing 

high velocity runoff. Sequoia Creek, a tributary of Walker Creek outside the City is described as 

experiencing accelerated erosion, which may be caused by higher peak flows due to the urbanization in 

the basin prior to detention requirements. Walker Creek is one of the sediment sources for the common 

estuary of Miller and Walker Creeks. 

Miller/Walker Creek Monitoring Activities for 2013 (King County, 2014) 

A program was completed in 2013 by King County to monitor and assess water quality in Miller and 

Walker Creeks. The program included stream flow, stream water quality, and stream biological 

assessments. The results of this monitoring program for Walker Creek were: 

▪ Walker Creek often did not meet State water quality standards for temperature, DO and pH; same as 

other streams in urban areas. 

▪ Walker Creek had cooler water compared to Miller Creek. The reason might be because Walker Creek 

is fed by groundwater and has wider floodplains. 

▪ Walker Creek exhibited very high maximum turbidity (736 NTU) value with increased flows, which were 

attributed to large quantities of stormwater entering the creek rapidly. No exceedances of turbidity 

standards were reported due to the lack of background values. However, if the background were equal 

to the annual mean value of 6.9 NTU for Walker Creek, the site would have exceeded the standard 

80 or more days. 

▪ Walker Creek rises quickly after storms (flashy), but it is not as flashy as Miller Creek. Flow velocity 

and erosion potential are higher in the downstream reaches of Walker Creek. 

▪ The results of benthic macroinvertebrate sampling at one site in Walker Creek are not published as 

part of the 2013 King County study; however, the 2012 benthic invertebrate data from the Walker 

Creek sites averaged a score of 31.3 out of 100 (poor). 

Miller-Walker Basin Stormwater Retrofit Planning Study (HDR, 2015) 

This study was conducted to identify and prioritize the most cost-effective stormwater retrofit projects 

within the Miller-Walker basin to improve water quality and habitat conditions in the creeks and reduce 

localized flooding. Thirty potential LID projects were identified as relatively high priority retrofit projects, 

which were aligned with planned park, pedestrian, and bicycle improvements. The study acknowledges 

urbanization prior to current stormwater standards as a major contributor to degradation. 

B-IBI estimates were modeled to be “poor” in the Walker Creek basin. 



City of Burien 3-52 

Stormwater Management Action Plan (SMAP) Otak 

Spawning Salmon Population Analysis of Walker and Miller Creek (Ankuta, 2021) 

The Ankuta study assessed reasons for extreme pre-spawn mortality of coho in urbanized areas, where 

the death rate has been found to be as high as 90 percent. Miller and Walker Creeks were assessed for 

this study because these two creeks have been showing a steep decline in fall salmon runs and come in 

contact with roads and freeways. The evaluation was conducted during the fall salmon run October to 

December. The study found significantly more live fish and fewer dead fish in the upper reaches of 

Walker Creek compared to upper Miller Creek. The findings are consistent with Miller Creek’s greater 

exposure to roadways. 

The predominant factor contributing to the decline in coho has been found to be toxic runoff from roads. 

Ankuta references a recent study, which has found that 6PPD-Q is highly lethal to coho, and it finds its 

way into creeks when water runs off of roadways. 

This study recommends reducing toxic road runoff that kills coho through different solutions, including 

creating sand biofiltration systems along impervious surfaces and producing vehicle tires that do not 

contain 6PPD-Q. 

Ecology’s Environmental Information Management (EIM) Database (Ecology, 2022) 

There is one sampling location at Walker Creek near the mouth (sampling ID: 09L060). Samples were 

collected between 2008–2009 and include a variety of parameters (such as metals, turbidity, TSS, and 

DO). There is no study reflecting the sample results at the location. These data were not assessed for 

this plan. 

Other Studies 

Sources listed below were reviewed, but no information was found for Walker Creek or its tributaries: 

1. Puget Sound Stream B-IBI 

2. King County WQM Database 

3. USGS Database/Studies 
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Table 3-7 Pollutants of Concern Discussed in Studies that were reviewed to assess the 
Health of Walker Creek and its Tributaries 

Study 

Water Quality Parameters 

Temp1 DO1 pH 
TSS1/ 

Turbidity Metals 

B-IBI/ 
Ecological 

Health1 
Fecal 

Coliform 

Miller and Walker Creeks  

Basin Plan (King County, 2006) 

       

Miller/Walker Creek 

Monitoring Activities for 2013 

(King County, 2014) 

       

Miller-Walker Basin Stormwater 

Retrofit Planning Study 

(HDR, 2015) 

       

Ecology’s 303(d) list 

(Ecology, 2016) 

       

Spawning Salmon Population 

Analysis of Walker and Miller 

Creek (Ankuta, 2021) 

       

Color coding: Green means no exceedance of water quality standard or elevated levels of parameters were 

discussed in the studies. Red means the parameters exceeded State water quality standard, had signs of water 

quality impairments, or had reported elevated concentration. For B-IBI score, green and red mean the reported 

scores were high and low, respectively. White means the parameter is not discussed in the study. 

1Temp, DO, TSS, B-IBI are temperature, DO, TSS, and Benthic Index of Biotic Integrity, respectively. 

Existing Land Uses 

Based on the City’s zoning within the Walker Creek basin (399 acres), land use primarily consists of 

low-density residences (Figure 3-9). Higher density residential, office commercial, and industrial land uses 

are concentrated in the middle of the basin and account for 32 percent of the basin area (Figure 3-22). 

The water quality facilities (i.e., stormwater swale and rain garden) are limited and serve mostly the high 

density residential, commercial, and industrial land uses in the middle of the basin. 

City-owned rights-of-way that have high ADT and receive limited treatment within the Walker Creek basin, 

include S 168th Place, S Normandy Road, DMMD, and Ambaum Boulevard S. Water quality treatment 

was recently installed to treat a portion of Ambaum Boulevard S. 

Overall, there are 19 facilities providing some level of water quality treatment in the Walker Creek basin. 

Facility counts include private and public facilities. Facility types include water quality structures (including 

proprietary water quality systems), stormwater swales, ponds, vaults, and rain gardens. These facilities 

are concentrated along DMMD, S Normandy Road and Ambaum Boulevard S. 

Acreages of pollution-generating land uses for TSS, turbidity, and metals for the Walker Creek basin and 

subbasins are summarized in Table 3-4.  
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Table 3-8 Polluting Land Uses and Water Quality Facilities in the Walker Creek Basin3 

  
Total Area 

(acres) 
Industrial 

(acres) 

Office 
Commercial 

(acres) 

High 
Density 

Residential 
(acres) 

Special 
Planning 
(acres) 

Water 
Quality 

Facilities 
(count) 

Walker 
Creek basin  

399 75 17 37 0 19 

 

 

 

Figure 3-23 Polluting Land Use Fractions in the Walker Creek Basin4 

Within the Walker Creek basin, many properties both in surrounding cities and in Burien use private 

septic systems. Approximately 41 percent of parcels inside the Walker Creek basin within the City have 

on-site sewage systems. Of these, four percent (11 parcels) have recorded septic system failures 

between 2018–present (Public Health Seattle and King County, 2022). When these systems malfunction, 

fecal coliform and other bacteria can discharge to surface water. 

Development Pressures 

There are no growth plans or stormwater projects planned in the Walker Creek basin. Two planned 

transportation infrastructure improvements in and adjacent to the basin will drive further redevelopment. 

The transportation projects, in cases where the impervious surface areas and pollution generating surface 

 

3 Polluting land uses do not sum to the total basin area. The remainder of the basin consists of non-polluting 

land uses. 

4 Only polluting land uses are included, the remainder of the basin is non-polluting land uses. 
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areas are increased, will be required to meet current flow control and water quality regulations. 

Redeveloped properties will be required to meet current stormwater standards as well. 

The following are the transportation projects from the 2022–2027 TIP list that will likely be completed in 

the next decade in and adjacent to the basin: 

1. Lake to Sound Trail – SW Normandy Road to 8th Avenue S 

2. DMMD – S 165th Street to Normandy Road – reconstruct and widen roadway 

Currently, no stormwater CIPs or stormwater studies are recommended specifically in the Walker Creek 

basin. 

Conclusion 

Walker Creek is a fish bearing stream that has been degraded because of human modifications of land 

cover and land use over the years. The stream drains roughly six percent of the City, and less than 

40 percent of the greater basin is inside city limits, meaning that the City’s stormwater management 

can have a moderate impact on both the flows and water quality in the stream system. Flow has been 

degraded because significant development occurred prior to stringent stormwater regulations, and 

stormwater facilities may not be providing adequate flow control and water quality. Additionally, the 

stormwater infrastructure is old, and many facilities are coming to the end of their life cycles. 

Walker Creek is on Ecology’s 303(d) list Category 5 for fecal coliform and temperature. B-IBI has been 

consistently documented as poor. There are also indications that turbidity and TSS concentrations may 

be higher than those beneficial to aquatic habitat. 

Improvements to the flow regime and water quality will restore stream health, which will help aquatic 

habitat thrive. The City’s portion of the basin is the headwaters of Walker Creek, so any WQIs would 

benefit all of Walker Creek and the outfall to Puget Sound. The City has already installed a water quality 

retrofit to reduce pollutant loads from residential neighborhoods and Ambaum Boulevard S. Little 

redevelopment is planned in the Walker Creek basin, thus it would be beneficial to add retrofits to this 

basin to improve stream health. 

Section 6. Salmon Creek 
The Salmon Creek basin drains directly into Puget Sound and is located within the Central Puget Sound 

Watershed Area of WRIA 9. Draining a total area of 2.1 square miles, the basin flows roughly in a 

northeast-southwest direction through the Cities of Seattle and Burien and unincorporated King County 

before flowing into Puget Sound (Figure 3-2). The most downstream portion of the greater Salmon Creek 

basin is in the City. The Salmon Creek basin is located in the Shorewood, Inglesea, and Salmon Creek 

neighborhoods in the City (Figure 3-3). 

The main stem of Salmon Creek flows for approximately 0.9 mile before reaching Puget Sound 

(Figure 3-24). Roughly 35 percent of the Miller Creek basin is located within the City and it occupies 

roughly seven percent of the City. The stream’s entire drainage basin is referred to hereafter as the 

“greater Salmon Creek basin.” The portion of the stream’s drainage basin located within the city limits is 

referred to hereafter as the “Salmon Creek basin.” 

Flow for the greater Salmon Creek basin originates outside the city limits, primarily from Lake Hicks 

(also referred to as Hicklin Lake or Hicks Lake) and the neighboring subbasin (Otak, 2020) to the north in 

unincorporated King County and the City of Seattle. The main stem of Salmon Creek and all tributaries 
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are in the City. The main stem originates near Ambaum Boulevard SW where a 48-inch pipe terminates. 

There are several tributaries to Salmon Creek, the majority of which flow through Salmon Creek Ravine. 

In the late 1970s a “bypass pipeline” was installed to divert erosive stormwater flows from the headwaters 

of Salmon Creek. The bypass pipe carries stormwater parallel to the stream within Salmon Creek Ravine, 

under Ambaum Boulevard, and discharges it back into the stream near Shorewood Drive SW. Therefore, 

“Salmon Creek and its tributaries in the ravine are largely immune from the dramatic and negative 

impacts of stormwater runoff that frequently dominate the hydrology of smaller streams in the central 

Puget Sound area.” (Buening, 2011) 

Salmon Creek and Salmon Creek Ravine historically hosted logging operations beginning in the late 

1800s (Burien, 2021). Traces of skid roads can be seen near Salmon Creek today. In the 1940s, a 

sawmill operation blocked salmon from migrating upstream with a rock at the mouth of the stream. 

Later, a culvert was installed beneath Shorewood Drive, which is a barrier to fish migration today.  
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Major Stakeholders in the Basin 

The greater Salmon Creek basin spans three jurisdictions: the City of Seattle, unincorporated King 

County, and the City of Burien. The Salmon Creek Ravine has been adopted by the organization 

Shorewood on the Sound Community Club (Shorewood on the Sound, 2022). The community group has 

conducted habitat restoration projects in the ravine, which involve removing invasive species and 

re-establishing native plants. 

Major Studies in the Basin 

In 2004, the City and residents of the Salmon Creek neighborhood developed the City's first 

neighborhood plan, the Salmon Creek Neighborhood Plan. This plan outlines goals for improving water 

quality and habitat in Salmon Creek, and the Salmon Creek basin and policies that outline steps to 

achieving those goals. No other major studies were identified for the greater Salmon Creek basin. 

Aquatic Habitat 

According to the WDFW’s SWIFD data, coho salmon and cutthroat trout are potentially present in Salmon 

Creek. The main stem of Salmon Creek is identified on the Burien critical areas map as a Type F stream, 

defined as a perennial stream containing fish habitat; therefore, a buffer with a width of 100 feet must be 

maintained along the stream (BMC 19.40.340). While Salmon Creek is identified as a Type F stream, it is 

inaccessible to anadromous salmonids due to multiple fish passage barriers on the main stem. The first, 

near the mouth of the stream, is described as a dam but it is likely a portion of an existing shoreline 

bulkhead. The second barrier is a 0.0 percent passable culvert beneath Shorewood Drive SW. The final 

barrier is a 0.0 percent passable culvert in the ravine. 

According to the City, in the past, Salmon Creek supported cutthroat trout and coho, chum, steelhead, 

and Chinook salmon. Salmon migration was blocked when a rock was placed at the mouth of the stream 

in the 1940s. Today, the Shorewood Drive culvert blocks migration due to its steep grade, high water 

velocity, and shallow depth. Despite the blockage, cutthroat trout and sculpin are currently believed to 

reside in Salmon Creek. Juvenile coho salmon are also released annually by Trout Unlimited. 

Physical Setting and Flow Characteristics 

Salmon Creek is a perennial stream that receives year-round baseflow from groundwater (Buening, 2011) 

and is influenced by stormwater runoff from the Cities of Seattle and Burien and unincorporated King 

County. The vast majority of stormwater runoff from the basin located east and north of Ambaum 

Boulevard is diverted into a 24-inch diameter high-flow bypass pipe (Buening, 2011). The bypass pipe 

carries stormwater parallel to the stream within Salmon Creek Ravine, under Ambaum Boulevard, and 

discharges it back into the stream near Shorewood Drive SW. The lower flows are diverted into the 

stream. Limited amounts of overland stormwater flow also reach the creek from the properties adjacent to 

the ravine. According to the City’s GIS, there are 21 stormwater outfalls to the Salmon Creek system 

(Figure 3-10). 

The section below presents an in-depth discussion of Salmon Creek’s physical setting and the factors 

influencing the stream’s flow quantity and water quality characteristics. These factors are climate, geology 

and soils, topography, land cover, critical areas (e.g., wetland and steep slopes), and stormwater 

infrastructure. Climate, which is region specific, is described in Chapter 3, Section 2. 

Geology and Soils 

The dominant soils within the greater Salmon Creek basin are till soils, which have limited infiltrating 

capabilities (Figure 3-4). There are also outwash soils near Puget Sound, which allow infiltration. 
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Topography & Stream Slopes 

The Salmon Creek basin generally slopes from northeast to southwest (Figure 3-5). The greater basin is 

generally flat in the upper portion of the basin and the greatest elevation change occurs in the City. The 

highest elevation in the greater Salmon Creek basin is approximately 485 feet and is north of Burien. 

Salmon Creek meets Puget Sound at an elevation of 10 feet. While the slopes of the basin itself vary 

depending on location, the protected Salmon Creek ravine has steep topography. The slope of the main 

stem of Salmon Creek appears to have a reasonably consistent grade. The stream falls from 335 feet 

elevation to Puget Sound over 0.9 mile. This equates to an average channel slope of seven percent. 

Land Cover 

Land cover in the Salmon Creek basin was moderately modified long before the current stormwater 

standards came into effect. King County’s black and white aerial imagery from 1998 shows that most of 

the basin outside of the Salmon Creek Ravine had already been converted to impervious surfaces from 

urban development (Figure 3-7). Future redevelopment in the Salmon Creek basin will be required to 

meet current stormwater standards, which will mitigate for impervious surfaces by providing flow control. 

This is most likely along where there is planned growth along Ambaum Boulevard. Based on the land 

cover data developed for the Stormwater Heatmap, the Salmon Creek basin currently has an impervious 

area fraction of 29 percent (Figure 3-6). 

Overall, there are 14 facilities providing some level of flow control in the Salmon Creek basin, dispersed 

throughout the basin. The facilities include different types of tanks and vaults that provide detention; some 

are owned privately while others are public facilities. Land cover fractions and a count of flow control 

facilities for the Salmon Creek basin are presented in Table 3-9, and land cover factions are depicted in 

Figure 3-25. 

Table 3-9 Land Cover and Flow Control Facilities in the Salmon Creek Basin 

  

Total 
Area 

(acres) 
Lawn 

(acres) 
Forest 
(acres) 

Bare Soil 
(acres) 

Water 
(acres) 

Impervious 
(acres) 

Flow Control 
Facilities 
(count) 

Salmon 

Creek basin  
473 115 227 0 0 132 14 
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Figure 3-25 Land Cover Fractions in the Salmon Creek Basin 

Critical Areas 

The critical areas in the Salmon Creek basin are landslide hazard areas and aquifer recharge areas 

(Figure 3-8). The landslide hazard areas are in and adjacent to the Salmon Creek Ravine, which 

accounts for 182 acres of the basin. The aquifer recharge area is located in the northeast portion of the 

basin and accounts for 26 acres. 

Stormwater Infrastructure 

The City has provided data outlining the stormwater infrastructure within the Salmon Creek basin, 

including pipes, catch basins, manholes, culverts, ditches, vaults, ponds, pumps, swales, outfalls, and 

stormwater BMPs. The Salmon Creek basin has approximately 19 miles of stormwater conveyance pipes, 

ditches, culverts, and watercourses within Burien. There are also 671 different structures connecting the 

various conveyance features and 21 stormwater outfalls (Figure 3-10). 

The locations of stormwater facilities appear to be generally consistent with the land cover and land use 

of the basin. The highest concentration of stormwater facilities (vaults) occurs in the more developed 

portions of the basin, with higher percentages of impervious area and therefore higher stormwater runoff 

flows. The southern portion of the basin within Burien has a lower concentration of facilities, which is 

consistent with the more residential land uses. It does appear that much of the southern portion of the 

Salmon Creek basin has no flow control provided, meaning that runoff from these areas likely is conveyed 

directly to Salmon Creek. Stormwater facilities distribution and counts are discussed in more detail under 

the land cover and land use sections. 

Peak Flows 

Hydrologic data were collected by King County of Salmon Creek at Shorewood Drive between July 1991, 

and February 2003 (gauge 50a). The daily flow ranged from 1.8 cfs to 21.4 cfs. 
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Water Quality 

Water quality in Salmon Creek and its tributaries is assessed for this plan by summarizing information 

from existing studies and correlating water quality degradation with land uses that are typically associated 

with the generation of stormwater pollutants. The primary focus in this plan is for pollutants carried by 

stormwater runoff, although other water quality issues are discussed. 

Water Quality Assessment for Washington State 

There is no WQI for Salmon Creek in Ecology’s 2016 Water Quality Assessment (the State’s most recent 

assessment) (Figure 3-26). Therefore, it is unknown if Salmon Creek meets water quality standards. 

Lake Hicks is in the greater Salmon Creek basin, north of Burien’s city limits, although Lake Hicks has no 

outfalls. There are two listings for Lake Hicks (referred to as Hicklin Lake in the listings). It is included in 

the State’s list (Category 5 listing) of impaired waterbodies for not meeting the water quality standard for 

total phosphorus (Listing ID 6340). It also has a Category 2 listing for not meeting the water quality 

standard for bacteria (Listing ID 7484). 
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Analysis of Receiving Water Health 

Salmon Creek was studied in the Regional Stormwater Monitoring Program Puget Lowland Ecoregion 

Streams program by Ecology. Salmon Creek has an overall B-IBI score of 59.8, which Puget Sound 

Stream Benthos depicts as fair. 

No information was located for Salmon Creek in Ecology’s Water Quality Atlas, Ecology’s Environmental 

Information Monitoring system, or USGS’s National Water Quality Program. Water quality characteristics 

in Salmon Creek are unknown. 

Existing Land Uses 

Based on the City’s zoning within the Salmon Creek basin (473 acres), land use primarily consists of low 

to high-density residential and commercial areas (including office, neighborhood center; intersection, and 

community commercial) as seen in Figure 3-9. The more urban land uses and the higher density 

residences are concentrated along the center of the basin (along Ambaum Boulevard SW). Therefore, the 

largest number of water quality facilities are in these areas. 

City-owned rights-of-way that have high ADT and receive limited treatment within the Salmon Creek basin 

include Ambaum Boulevard SW, 4th Avenue SW, 16th Avenue SW, SW 116th Street, SW 130th Street, 

SW 131st Street, and Shorewood Drive. Of these, the very highly travelled roadways in Burien include 

16th Avenue SW and Ambaum Boulevard SW. 

Overall, there are 20 facilities providing some level of water quality treatment in the Salmon Creek basin. 

Facility counts include both private and public facilities. Facility types include water quality structures 

(including proprietary water quality systems), stormwater swales, and wet vaults. These facilities are 

concentrated north and southeast of the basin. It appears that most of transportation corridors listed 

above receive little treatment. 

Acreages of pollution-generating land uses for TSS, turbidity, and metals for the Salmon Creek basin and 

subbasins are summarized in Table 3-10 and Figure 3-27. 

Table 3-10 Polluting Land Uses and Water Quality Facilities in the Salmon Creek Basin5 

  

Total 
Area 

(acres) 
Industrial 

(acres) 

Office 
Commercial 

(acres) 

High 
Density 

Residential 
(acres) 

Special 
Planning 
(acres) 

Water 
Quality 

Facilities 
(count) 

Salmon  
Creek basin  

448 0 24 43 0 20 

 

 

5 Polluting land uses do not sum to the total basin area. The remainder of the basin consists of non-polluting 

land uses. 
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Figure 3-27 Polluting Land Use Fractions in the Salmon Creek Basin6 

Within the Salmon Creek basin, few properties in the City use private septic systems. Approximately one 

percent of parcels inside the Salmon Creek basin within the City have on-site sewage systems (Public 

Health Seattle and King County, 2022). There is no information indicating these systems have failed 

recently, however, if these systems malfunction, fecal coliform and other bacteria can discharge to 

surface water. 

Development Pressures 

There is one anticipated growth plan in the Salmon Creek basin—the Ambaum Boulevard Corridor 

Community Plan (Figure 3-11). Details of this plan are discussed in Chapter 3, Section 2 Study Area 

Characteristics. 

Two planned stormwater improvement projects were identified in the City’s SDMP (2020) in the basin. 

Both are stormwater infrastructure improvement projects to reduce localized flooding. No stormwater 

studies are recommended specifically in the Salmon Creek basin. 

Two planned transportation infrastructure improvements in and adjacent to the basin will drive further 

redevelopment in the next decade. The transportation projects, in cases where the impervious surface 

areas and pollution generating surface areas are increased, will be required to meet current flow control 

and water quality regulations. Redeveloped properties will be required to meet stormwater standards. 

 

6 Only polluting land uses are included; the remainder of the basin is non-polluting land uses. 
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The following transportation projects from the 2022–2027 TIP list will likely be completed in the next 

decade in and adjacent to the basin: (9, 19): 

1. Ambaum Boulevard SW Corridor Pedestrian Safety Study – North City Limit to 1st Avenue S 

2. 4th Avenue SW Bike Lanes – SW 116th Street to SW 128th Street 

Conclusion 

Salmon Creek is a fish-bearing stream that has been degraded because of human modifications of land 

cover and land use over the years. The stream drains approximately seven percent of the City, and 

35 percent of the greater basin is inside city limits, meaning that the City’s stormwater management can 

have an impact on both the flows and water quality in the stream system. Flow has been affected by 

development that occurred prior to stringent stormwater regulations, and stormwater facilities may not be 

providing adequate flow control and water quality treatment. 

Salmon Creek has no water quality listings and no water quality data were identified. B-IBI has been 

documented as fair. 

Improvements to the flow regime and water quality will in turn restore stream health, which will help 

aquatic habitat thrive. The City’s portion of the basin is the downstream portion of Salmon Creek and all 

of Salmon Creek is in the City, so any WQIs would benefit most of Salmon Creek and the outfall to Puget 

Sound. No water quality retrofit plans were identified to reduce pollutant loads in the basin. Where 

redevelopment occurs, stormwater management will be brought up to current standards and positively 

impact Salmon Creek. However, redevelopment will be concentrated in certain pockets, and it would be 

beneficial to add retrofits to this basin to aid the other efforts to improve stream health. 

Because significant fish passage barriers exist low in the system, the effectiveness of SMAP to improve 

conditions for fish would depend on coordination with barrier removal efforts.
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Chapter 4. Relative Conditions Assessment 

The relative conditions assessment compares the three basins to determine a candidate list of basins 

where SMAP may be applied. Factors included in the relative conditions assessment include SMI, 

PSWC basin management strategy, benefit to aquatic habitat assessed from the PSWC local salmonid 

habitats score, and the presence of overburdened communities. Each factor is described in Section 3 of 

Chapter 2, Relative Conditions and Contributions Assessment Methodology. SMI is based on the 

following: 

▪ size of the basin, fraction of the total basin area within city limits, and the City’s location in the basin; 

▪ influence of groundwater flows in the receiving water; 

▪ impervious land cover that has not been mitigated by flow control facilities; 

▪ polluting land uses that have not been mitigated by water quality facilities; 

▪ fraction of the basin area that is publicly-owned, including right-of-way and city-owned properties; 

▪ heavily traveled roadways in the basin; and 

▪ development pressures. 

The PSWC project’s basin management strategies are assigned to AUs in the Puget Sound region using 

a relative comparison of flow and water quality characteristics. AU boundaries do not coincide exactly 

with basin boundaries used in this plan (Figure 4-1). The AU with the greatest geographic overlap was 

chosen to represent each basin. More than one AU may be associated with larger basins in this plan. 

The PSWC project’s “local salmonid habitats” scores are assigned by AU using a relative comparison of 

the “quantity and quality of habitats for all salmonids present or potentially present in the assessment unit” 

where a high score represents an important stream for aquatic habitat. The AU with the greatest 

geographic overlap was chosen to represent each basin. More than one AU may be associated with 

larger basins. 

The presence of overburdened communities is assessed by using an alternative demographic index 

established in the City’s Green Burien Partnership Urban Forest Stewardship Plan (Port of Seattle, 2018). 

The index, mapped in Figure 4-2, considers six factors: income, race, education attainment, linguistic 

isolation, children, and the elderly. These factors were analyzed alongside proximity to heavily traveled 

roadways, tree canopy, and parks to identify neighborhoods that have higher demographic vulnerability, 

greater environmental hazards, and fewer natural resources. Influence of heavily traveled roadways is 

assessed by applying a 500-foot buffer to the following highways and streets in Burien: SR 509, 

SR 518, DMMD, Ambaum Boulevard SW, SW Ambaum Boulevard, 16th Avenue SW, 1st Avenue S, 

S 128th Street, SW 128th Street, S 128th Street, SW 148th Street, SW 152nd Street, and SW 160th 

Street. Relative canopy cover is assessed qualitatively using visual review of aerial photographs from 

2017 mapped in the Urban Forest Stewardship Plan (Port of Seattle, 2018). Relative access to parks is 

assessed qualitatively using the City’s parks data. 

Miller Creek, Walker Creek, and Salmon Creek were evaluated based on these factors as well as 

basin-specific characteristics that influence the relative conditions in each basin. All three receiving 

waters are considered as candidates for prioritization because the City can have a moderate to high 

influence on each through SMAs. These factors are displayed in each of the three basins in Figure 4-3 

below. 
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Section 1. Miller Creek Assessment 

Stormwater Management Influence 

Burien controls 69 percent of the greater Miller Creek basin area (7.3 square miles) and 50.4 percent 

(5.1 square miles) of the City is occupied by Miller Creek basin. The headwaters of Miller Creek occur at 

Arbor Lake (within the City) for West Fork Miller Creek and Tub Lake (within SeaTac) for East Fork Miller 

Creek, with a significant portion of the headwater basin contributing to Tub Lake also being within the 

City. The two forks combine to form Miller Creek and flow in a southwest direction before discharging into 

Puget Sound within the City of Normandy Park. 

Miller Creek is a perennial stream that is influenced by both stormwater runoff and groundwater. Urban 

streams such as Miller Creek should be prioritized for “source identification and focused stormwater 

management efforts to improve water quality” (Peter et al., 2020). Because the stream flows are 

influenced significantly by stormwater runoff, SMAs by the City can positively impact Miller Creek. 

Land cover in the Miller Creek basin was highly modified before the current stormwater standards came 

into effect. By 1998, the majority of the basin had already been converted to impervious surfaces due to 

urban development. While there are 204 facilities providing some level of flow control mitigation in the 

Miller Creek basin, they are not sufficient to eliminate the negative impacts on stream hydrology from 

urbanization. There are several projects under construction and being considered that will improve 

stormwater management, thereby reducing erosive flows that reach the stream. 

Today, nearly 30 percent of the land use in Miller Creek basin is considered polluting land use. Polluting 

land uses are concentrated in and adjacent to downtown Burien and the southeastern portion of the 

basin. There are 224 facilities providing some level of water quality treatment in the basin. Miller Creek 

and the tributaries in Burien are not considered impaired by Ecology; however, some turbidity and TSS 

measurements are higher than those beneficial to aquatic habitat, which may indicate a need for 

additional water quality facilities. High ADT roads that receive limited treatment are prevalent in the basin. 

Approximately 15 percent of parcels have on-site septic systems. Only two percent of these systems have 

recorded failures since 2018, however, resulting bacteria pollution can have a considerable impact on 

water quality. 

Significant growth is expected in the Miller Creek basin, particularly in the urban center and along 

Ambaum Boulevard and Boulevard Park corridors. Additionally, several transportation improvement 

projects are planned that may encourage development. As redevelopment occurs on sites with older 

construction, flow control and water quality facilities will be brought up to current standards and may 

positively benefit Miller Creek and its tributaries. While some properties will redevelop and improve overall 

stormwater management in the basin, there are also opportunities for the City to invest in stormwater 

retrofits in the basin. Approximately 27 percent of the basin is publicly-owned area and public right-of-way 

where stormwater projects could be sited. 

In summary, the City has a high SMI in the Miller Creek basin and has good opportunities to benefit Miller 

Creek through SMAs after considering the following: 

▪ Miller Creek basin has a large drainage area, which can be influenced by the City directly. 

▪ There are opportunities to mitigate impervious and pollutant generating land uses as well as 

illicit discharges. 

▪ There are approximately 890 acres of publicly-owned property and public right-of-way. 
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▪ There are many high ADT roadways. 

▪ There is significant development pressure. 

Basin Management Strategy 

AU 9078 has been selected to represent the upper portion of the Miller Creek basin, including the West 

Fork Miller Creek subbasin, and AU 9079 has been selected to represent the lower portion of the basin, 

including the Downtown and Lake Burien subbasins (Figure 4-1). The PSWC project has placed both AUs 

in the highest restoration basin management strategy for overall water flow, which means they have been 

“judged most important to restoring water-resource functions but that also have experienced the greatest 

degradation” (Stanley et al., 2016). Therefore, the Miller Creek basin is an appropriate candidate for 

SMAP. 

Local Salmonid Habitat 

The PSWC project has ranked AU 9078 with an index score of 1, the lowest value for salmonid habitat, 

and AU 9079 with an index score of 6, a moderate value for salmonid habitat. 

This ranking is consistent with the habitat conditions documented in Chapter 3. Miller Creek was found 

to have a higher coho-per-meter population in the lower reaches as compared to the upper reaches 

(Gregersen, 2020). The stream supports salmonids, however, there are fish passage barriers, which 

prevent anadromous fish from accessing the West Fork, Downtown, and Lake Burien Creek tributaries. 

B-IBI has also been consistently documented as poor to very poor. The index score and habitat 

conditions in the lower portion of the Miller Creek basin indicate the stream is degraded and moderately 

important for improving conditions for salmonids, and the upper Miller Creek basin is not important for 

salmonids. 

Overburdened Communities 

The alternative demographic index indicates that a high concentration of the most vulnerable census 

blocks in Burien are in the Miller Creek basin. The most vulnerable census blocks are in the Salmon 

Creek, Evansville, and Sunnydale neighborhoods. The least vulnerable census blocks are concentrated 

along Puget Sound and extend into the Miller Creek basin in the Lake Burien neighborhood. 

The high ADT roads buffer extends through every neighborhood in Miller Creek basin, although only 

a small amount of the buffer extends into Seahurst, Lake Burien, and Gregory Heights neighborhoods. 

The lowest tree canopy coverage in Burien is in the Miller Creek basin. The neighborhoods with the least 

amount of canopy cover include the Downtown and Chelsea Park neighborhood. 

There are small parks scattered throughout Miller Creek basin, but the following neighborhoods in the 

basin have no parks: Highline, Evansville, Five Corners, and Gregory Heights. 

Based on the factors outlined above, this analysis found that the most overburdened portions of the 

Burien community are located in the Downtown, Evansville, and Sunnydale neighborhoods. A City 

investment in SMAs in Miller Creek basin has the potential to benefit both water quality and hydrology as 

well as directing resources that could create positive environmental outcomes in some of the 

overburdened communities within Burien. 

Conclusion 

Miller Creek is considered a candidate receiving water for SMAP prioritization. 
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Section 2. Walker Creek Assessment 

Stormwater Management Influence 

Burien controls 39 percent of the greater Walker Creek basin area (1.6 square miles) and 6.2 percent 

(0.6 square mile) of the City is occupied by Walker Creek basin. The headwaters are within city limits and 

the downstream portion of Walker Creek is in the City of Normandy Park where it meets Miller Creek, just 

upstream of Puget Sound. Walker Creek is a perennial stream that is influenced by both stormwater 

runoff and groundwater. Because the stream flows are influenced by stormwater runoff, SMAs by the City 

can positively impact Walker Creek. 

Land cover in the Walker Creek basin was highly modified before the current stormwater standards came 

into effect. By 1998, the majority of the basin had already been converted to impervious surfaces due to 

urban development. Impervious cover has affected hydrology of Walker Creek, although it was found to 

be less flashy than Miller Creek, with the stream downstream of Burien having higher erosion potential 

(King County, 2014). While there are 44 facilities providing some level of flow control mitigation in the 

Walker Creek basin, there are opportunities to add facilities or bring older facilities up to current 

standards. 

Today, 32 percent of the land use in Walker Creek basin is considered polluting land use. Polluting land 

uses are concentrated in the center of the basin near DMMD. There are 19 facilities providing some level 

of water quality treatment in the basin. Walker Creek and the tributaries in Burien are not considered 

impaired by Ecology, however, some turbidity and TSS measurements are higher than those beneficial to 

aquatic habitat, which may indicate a need for additional water quality facilities. There are four high ADT 

roads in the basin, three of which receive limited treatment. Water quality treatment was recently installed 

on a portion of Ambaum Boulevard S to treat runoff. Approximately 41 percent of parcels have on-site 

septic systems. Only four percent of these systems have recorded failures since 2018, however, resulting 

bacteria pollution can have a considerable impact on water quality. 

No City stormwater management projects are currently planned in the Walker Creek basin. The City is not 

anticipating significant growth in the basin, although two transportation improvement projects in the basin 

have some potential to encourage development. Stormwater management will be brought up to current 

standards on any sites that do redevelop. Unlike Miller Creek basin, the expected slow pace of private 

redevelopment projects will generally maintain the current level of stormwater mitigation in Walker Creek; 

therefore, the primary means of improved stormwater mitigation would be City investment in stormwater 

retrofits. Approximately 30 percent of the basin is publicly-owned area and public right-of-way where 

stormwater projects could be placed. 

Miller-Walker Basin Stormwater Retrofit Project Implementation Plan states that Walker Creek is a lower 

priority for retrofit projects as compared to Miller Creek because it has a lower development density 

(HDR, 2015). In summary, the City has a moderate SMI in the Walker Creek basin and has a few good 

opportunities to benefit Walker Creek through SMAs after considering the following: 

▪ Walker Creek basin has a small drainage area, which can be influenced by the City directly. 

▪ There are opportunities to mitigate impervious and pollutant generating land uses as well as illicit 

discharges. 

▪ There are approximately 110 acres of publicly-owned property and public right-of-way. 

▪ There are some ADT roadways. 

▪ There is some development pressure. 
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Basin Management Strategy 

AU 9079 has been selected to represent the Walker Creek basin (Figure 4-1). The PSWC project has 

placed the AU in the highest restoration basin management strategy, which means it has been “judged 

most important to restoring water-resource functions but that also have experienced the greatest 

degradation” (Stanley et al., 2016). Therefore, the Walker Creek basin is an appropriate candidate for 

SMAP. 

Local Salmonid Habitat 

The PSWC project has ranked AU 9079 with an index score of 6, a moderate value for salmonid habitat. 

This ranking is consistent with the habitat conditions document in Chapter 3. The stream supports salmon 

and there are no fish passage barriers, which prevent anadromous fish from accessing Walker Creek. 

B-IBI has been documented as poor in Walker Creek basin, and there is a Category 5 listing for bacteria 

and temperature downstream of Burien. The stream is cooler and has wider floodplains than Miller Creek 

(King County, 2014). The index score and habitat conditions in the lower portion of Walker Creek indicate 

the stream is degraded to a lesser extent than Miller Creek and moderately important for improving 

conditions for salmonids. 

Overburdened Communities 

The alternative demographic index indicates that approximately half of the Walker Creek basin consists of 

the most vulnerable census block groups. The most vulnerable census blocks are in the center of the 

Manhattan neighborhood. The remainder of the census blocks in the Walker Creek basin are moderately 

vulnerable. 

The high ADT road buffer does not extend into the Walker Creek basin. The tree canopy in Walker Creek 

basin is average when compared to the whole of Burien. 

There is only one park in the Walker Creek basin. 

Based on the factors outlined above, this analysis found that the most overburdened portions of the 

Burien community are in the Manhattan neighborhood of Walker Creek. 

A City investment in SMAs in Walker Creek basin has the potential to benefit both water quality and 

hydrology as well as directing resources that could create positive environmental outcomes in one of the 

most overburdened communities within Burien. 

Conclusion 

Walker Creek is considered a candidate receiving water for SMAP prioritization. 

Section 3. Salmon Creek Assessment 

Stormwater Management Influence 

Burien controls 12 percent of the greater Salmon Creek basin area (2.1 square miles) and 1.4 percent 

(0.1 square mile) of the City is occupied by Salmon Creek basin. The headwaters are at Lake Hicks north 

of Burien, and the majority of the greater basin is outside of Burien city limits. However, the main stem of 

Salmon Creek is in the City where it meets Puget Sound. Salmon Creek is a perennial stream that is 

influenced primarily by groundwater, and to a lesser extent by stormwater (Buening, 2011). Additionally 

there is a high-flow bypass that diverts erosive stormwater flows away from the stream, and therefore the 

hydrology of the stream is not as affected by stormwater flows (Buening, 2011). However, because the 
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stream flows are influenced to some degree by stormwater runoff, SMAs by the City in coordination with 

neighboring jurisdictions can have a positive impact on Salmon Creek. 

Land cover in the Salmon Creek basin was highly modified before the current stormwater standards came 

into effect. By 1998, with the exception of Salmon Creek Ravine Park, the majority of the basin had 

already been converted to impervious surfaces due to urban development. The 14 facilities providing 

some level of flow control mitigation are concentrated along SW 116th Street. Relative to groundwater 

contributions, the high-flow bypass, and upstream jurisdictions, the City’s influence on the flows in 

Salmon Creek are low. Nonetheless, there are opportunities to provide flow control retrofits in 

underserved low-density residential areas. 

Today, nearly 15 percent of the land use in Salmon Creek basin is considered polluting land use. 

Polluting land uses are concentrated along Ambaum Boulevard. There are 20 facilities providing some 

level of water quality treatment in the basin, and they are concentrated in the north and southeast 

portions of the basin. Salmon Creek and the tributaries in Burien are not considered impaired by Ecology. 

There are some high ADT roads in the basin that receive limited treatment, and approximately one 

percent of the parcels in the basin have on-site septic systems. No septic systems have recorded failures 

since 2018, however, resulting bacteria pollution can have a considerable impact on water quality. 

Significant growth is expected in the Salmon Creek basin along the Ambaum Boulevard corridor. As 

redevelopment occurs on sites with older construction, flow control and water quality facilities will be 

brought up to current standards and may positively benefit Salmon Creek and its tributaries. Two 

transportation improvement projects in the basin have potential for retrofits or stormwater management. 

Most of the high polluting land uses will be mitigated as the Ambaum Boulevard corridor develops. 

The only other areas in the basin that can be targeted for retrofits through the SMAP plan would be 

low-density residential neighborhoods that have a relatively small fraction of pollution generating 

surfaces. Approximately 35 percent of the basin is publicly-owned area and public right-of-way where 

stormwater projects could be sited. 

In summary, the City has a low SMI in the Salmon Creek basin and has limited opportunities to benefit 

Salmon Creek through SMAs after considering the following: 

▪ Salmon Creek basin has a small drainage area, which can be influenced by the City directly. 

▪ There are opportunities to mitigate impervious and pollutant generating land uses. 

▪ There are approximately 170 acres of publicly-owned property and public right-of-way. 

▪ There are some high ADT roadways. 

▪ There is significant development pressure. 

Basin Management Strategy 

AU 9074 has been selected to represent Salmon Creek basin (Figure 4-1). The PSWC project has placed 

the AU in the restoration/development basin management strategy, which means the basin has had a 

significant existing human impact due to changes in land cover and land use, but is moderately important 

for restoring water-resource functions (Stanley et al., 2016). Among the three basins being compared in 

the relative conditions assessment, the Salmon Creek basin should be considered for development given 

continued population pressures in Burien. Salmon Creek basin is the least favorable candidate among the 

three basins for SMAP. 
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Local Salmonid Habitat 

The PSWC project has ranked AU 9074 with an index score of 1, the lowest value for salmonid habitat. 

This ranking is consistent with the habitat conditions document in Chapter 3. There are fish passage 

barriers, which prevent anadromous fish from accessing the stream. B-IBI has been documented as fair. 

The index score and habitat indicate Salmon Creek basin is not as important for salmonids as Miller 

Creek and Walker Creek. 

Overburdened Communities 

The alternative demographic index indicates that a high concentration of the most vulnerable census 

blocks in Burien are in the Salmon Creek basin. The most vulnerable census blocks are in the Salmon 

Creek, Shorewood, and Inglesea neighborhoods. 

The high ADT buffer extends into all Salmon Creek basin neighborhoods. 

The tree canopy in Salmon Creek basin is high when compared to the whole of Burien. Some of the 

greatest tree canopy coverage is in the Salmon Creek basin largely due to Salmon Creek Ravine Park. 

There are several parks in Salmon Creek basin, the largest of which is Salmon Creek Ravine Park. 

Based on the factors outlined above, this analysis found that some of the most overburdened portions of 

the Burien community reside in Salmon Creek basin. However, the environmental conditions including 

heavily traveled roadways, tree canopy, and parks are considerably better in Salmon Creek basin than 

the other basins. 

A City investment in SMAs in Salmon Creek basin has the potential to benefit both water quality and 

hydrology in the stream, as well as directing resources that could create positive environmental outcomes 

in some of the most overburdened communities within Burien. 

Conclusion 

The Salmon Creek is an unlikely candidate for SMAP prioritization due to the City’s low SMI, low salmonid 

potential, and a restoration/development basin management strategy. However, Salmon Creek is 

considered for SMAP receiving water prioritization due to community interest. 
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Section 4. Conclusion 
Miller Creek, Walker Creek, and Salmon Creek basins are all eligible to move forward into the receiving 

water prioritization process and could benefit from SMAP. Table 4-1 summarizes the relative conditions 

assessment. 

Table 4-1 Relative Conditions Assessment Summary 

 Miller Creek Walker Creek Salmon Creek 

SMI High Moderate Low 

PSWC Basin 

Management 

Strategy 

Highest restoration Highest restoration Restoration/Development 

PSWC Local 

Salmonid Habitats 

Score 

1 for West Fork Miller 

Creek subbasin and 6 for 

Lake Burien subbasin 

and downstream to 

discharge of stream to 

Puget Sound 

6 = moderate value of 

salmonid habitat 

1 = Lowest value of 

salmonid habitat 

Overburdened 

Communities 

High social vulnerability 

in most of the basin 

except in the Lake Burien 

and Gregory Heights 

neighborhoods 

Low social vulnerability 

except in industrial 

commercial area around 

S Normandy Rd 

High social vulnerability 

Additional 

Considerations 

Has been studied 

extensively and 

conditions are well 

documented. Future 

studies could reveal 

efficacy of City 

investment, if selected  

for SMAP. 

 High community interest 

in the creek 
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Chapter 5. Receiving Water Prioritization and 
Catchment Selection 

The goal of the Receiving Water Prioritization and Catchment Selection is to select a receiving water and 

catchment within the priority receiving water’s basin where SMAP will be applied. The three candidates in 

Burien were Miller Creek, Salmon Creek, and Walker Creek. The relative conditions assessment and 

stormwater heatmaps were presented to stakeholders. Then the stakeholders were asked to select a 

preferred receiving water and catchment. This chapter summarizes the output from the stormwater 

heatmaps and the outcomes from the stakeholder engagement. Finally, the three receiving waters are 

ranked in order of priority for the SMAP. 

Section 1. Stormwater Management Influence (SMI) Heatmap for 
Flow Control and Water Quality 

Two SMI heatmaps depict areas underserved by flow control or water quality treatment (Figure 5-1 and 

Figure 5-2). 

The flow control heatmap indicates that all three candidate basins have areas that are underserved by 

flow control facilities. Approximately half of each basin is rated as ‘most underserved’ for flow control 

treatment. This is largely due to the timing of urbanization in Burien, which occurred largely before 

stormwater flow control regulations existed, leading to unmitigated imperviousness throughout the City. 

Relatively, there are fewer flow control facilities in the Salmon and Walker Creek basins compared to the 

Miller Creek basin. However, in Salmon Creek basin the vast majority of stormwater runoff from the area 

located east and north of Ambaum Boulevard is diverted into a 24-inch diameter high-flow bypass pipe 

(Buening, 2011). Therefore, additional flow control facilities in Salmon Creek basin would not have a 

significant impact on most of the stream. In Walker Creek basin, only a small area is mitigated for flow 

control. The Miller Creek basin, which occupies the largest fraction of the City, has some areas that are 

well served by flow control, but also several areas that are lacking in facilities. The large areas that do not 

need new flow control facilities include the NERA, the Hermes Depression, and the 142nd Street 

Depression. Within the Miller Creek basin, the West Fork Miller Creek subbasin is the most “well 

supported” for flow control because it includes the Hermes Depression and a large portion of the NERA. 

The Lake Burien Creek subbasin has a high level of imperviousness, has no area mitigated for flow 

control, and has very few existing flow control facilities. The Downtown Tributary subbasin has a 

significant number of flow control facilities, several of which were designed prior to current stormwater 

regulations and are nearly all impervious. Both the Lake Burien Creek and Downtown subbasins are 

categorized as ‘most underserved’ for flow control management. 

The water quality heatmap indicates that portions of each candidate basin are underserved by water 

quality treatment facilities. However, generally there are fewer areas underserved by water quality 

treatment facilities than underserved by flow control facilities. Only one raster cell each within the 

Salmon Creek and Walker Creek basins are rated as ‘most underserved’ for water quality treatment, 

whereas Miller Creek basin has several cells rated as ‘most underserved’ concentrated in and around 

downtown Burien. The numerous, very high ADT roadways along Ambaum Boulevard SW and 1st 

Avenue in Miller Creek basin account for the prevalence of underserved water quality areas. Portions of 

Downtown Tributary, Lake Burien Creek, and West Fork Miller Creek subbasins are rated as ‘most 

underserved’ for water quality treatment, and the highest concentration of these raster cells is in the 

Downtown Tributary subbasin. 
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The heatmaps, therefore, indicate Miller Creek basin is the most underserved by stormwater facilities. 

The areas where the West Fork Miller Creek subbasin is categorized as ‘most underserved’ for both 

water quality and flow control treatment are where 1st Avenue intersects with S 136th Street and 

S 128th Street. The areas where Lake Burien Creek subbasin is categorized as ‘most underserved’ for 

both water quality and flow control treatment are along Ambaum Boulevard and 4th Avenue SW in the 

eastern portion of the subbasin. The areas where Downtown Creek subbasin is categorized as ‘most 

underserved’ for both water quality and flow control treatment are along 1st Avenue and west of 

4th Avenue. Approximately half of the Downtown Creek subbasin meets this designation, the largest 

portion of any subbasin in the Miller Creek basin. 
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Section 2. Stakeholder Feedback 
The SMAP guidance calls for actively seeking input from natural resource agencies and tribes; and 

involving interested parties and the public early in the prioritization process. A stakeholder engagement 

plan was put together to determine who would be the stakeholders for the project, which phases they 

might be involved in, their level of involvement, and tools for engagement. For the prioritization phase, 

input was requested from internal stakeholders (representatives from different departments in the City), 

tribal agencies, the Miller and Walker Creeks Stewardship Group, as well as the general public. 

Internal Stakeholders Feedback 

The internal stakeholder group consisted of seven City staff from various departments including Public 

Works, Community Development, Development Review; and Parks, Recreation, & Cultural Services. 

Internal stakeholders had received the Receiving Water Assessment document and an interactive 

webmap prior to the meeting. The webmap was developed for the meeting and included all data gathered 

for the project, and highlighted the SMI heatmaps and development pressures. A copy of the map 

developed for internal stakeholder receiving water prioritization is presented as Figure 5-3. Staff were 

also asked to keep in mind projects their department is considering in the next 10 to 20 years in 

preparation for the meeting. The meeting, hosted May 17, 2022, started with a short presentation, which 

included an overview of the SMAP project, the relative conditions assessment, and the heatmaps. 

Additional factors for consideration, such as areas where development is anticipated citywide and 

implications of development for stormwater management, were discussed to aid the staff providing 

feedback. Staff were then asked to choose a priority receiving water and catchment and discuss their 

reasons through a round robin discussion. Each internal stakeholder discussed the receiving water they 

would prioritize and why. 

Three staff from the Public Works Department selected Miller Creek basin as the priority receiving water 

and the Downtown Tributary subbasin as the priority catchment. The first individual noted the City is 

applying for federal funding for projects in downtown; funding for street projects will likely be concentrated 

downtown, and downtown Burien is where the most development activity is taking place. The second staff 

member selected the Downtown Tributary subbasin as the priority catchment because the City is currently 

updating stormwater infrastructure in the Downtown Tributary subbasin, and maintenance of stormwater 

structures and roads in this area should be a high priority. The third individual reasoned that the 

Downtown Tributary subbasin is almost fully impervious. They also noted that the Lake Burien Creek 

subbasin has a significant number of residential properties and older commercial areas, there are very 

few treatment facilities, but that water quality improvements in the Lake Burien Creek subbasin would not 

directly benefit salmon migrating due to full fish passage barriers. This individual suggested that Lake 

Burien Creek subbasin be considered the secondary priority catchment since improvements would have 

a downstream benefit to Miller Creek. 

Two staff members of the Development Review Department selected Miller Creek basin as the priority 

receiving water. One individual selected the Downtown Tributary subbasin as the priority catchment and 

the other selected the Lake Burien Creek subbasin. The first individual noted that 1st Avenue in 

downtown Burien, and the Downtown Tributary subbasin, is a heavily used road that would benefit from 

proprietary treatment. The second staff member noted that regional stormwater facilities would be 

beneficial to development and stormwater management in downtown Burien; however, there have been 

numerous complaints about water quality in Lake Burien and there is a lot of opportunity to improve water 

quality in the Lake Burien Creek subbasin. 
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One staff member from the Community Development Department selected Miller Creek basin as the 

priority receiving water and the Downtown Tributary subbasin as the priority catchment. The staff member 

noted the City is planning to accommodate significant growth in downtown Burien, so if everyone works 

together, there could be a greater collective impact. This individual also urged that the City should 

address the underserved areas of the City displayed as red in the SMI heatmaps. 

One staff member from the Parks, Recreation & Cultural Services Department selected Miller Creek basin 

as the priority receiving water. This staff member selected the Lake Burien Creek subbasin or West Fork 

Miller Creek subbasin as the priority catchment. This individual cited the numerous assets and activities 

the Department has in these subbasins and the limited Department activity in the Downtown Tributary 

subbasin. 

Miller Creek was universally selected as the priority receiving water by the internal stakeholders. 

According to the SMAP guidance, “Basins that drain to high quality receiving waters that are also under 

pressure of development should score high in the prioritization process. A successful SMAP for such a 

basin is likely to protect high-quality receiving water quality over the long term.” Downtown Tributary was 

chosen as the highest priority catchment with Lake Burien being the second highest priority. 
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External Stakeholders Feedback 

For input from tribal agencies, the Miller and Walker Creeks Stewardship Group, and the general public, 

a webpage was created on the City’s stormwater page, which informed these stakeholders about the 

SMAP process and the receiving waters being considered for prioritization. This webpage provided 

access to an interactive webmap with data from the receiving water assessment and relative conditions 

assessment, including the SMI heatmaps. These tools were intended to assist stakeholders in prioritizing 

a receiving water. The detailed Receiving Water Assessment document was also linked on the webpage 

for those that were interested in learning more about the conditions in each receiving water. Finally, the 

stakeholders were directed to a survey from the webpage, which asked which stream the City should 

prioritize for the SMAP. The survey was open between May 13, 2022, and June 10, 2022. 

The general public was informed about the webpage and survey through a press release and a table at 

the farmer’s market. Representatives from the Suquamish Tribe, Muckleshoot Indian Tribe, Puyallup 

Tribe of Indians, and the Miller and Walker Creeks Stewardship Group were contacted by email. 

The City received 23 responses from the general public. Miller Creek was selected by 19 individuals, 

Salmon Creek was selected by three individuals, and Walker Creek was selected by one individual. 

Results can be seen in Figure 5-4 below. 

 

Figure 5-4 Public Outreach Receiving Water Prioritization Survey Results  
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Miller and Walker Creeks Stewardship Group selected Miller Creek. The City also requested feedback 

from the Suquamish, Muckleshoot, and Puyallup Tribes. The Tribal representatives prioritized Miller Creek. 

The stakeholder input ranked the candidate receiving waters in the following order: 1) Miller Creek, 

2) Salmon Creek, and 3) Walker Creek. 

Section 3. Conclusion 
Miller Creek was selected as the priority receiving water based on the assessment of each basin and 

stakeholder input. 

The stakeholder outreach results complemented the receiving water assessment and relative conditions 

assessments (Table 5-1). The three candidate basins were ranked as follows: 

1. Miller Creek 

2. Walker Creek 

3. Salmon Creek 

Miller Creek was universally selected by internal stakeholders, and more than 80 percent of external 

stakeholders selected Miller Creek. Walker Creek was ranked higher than Salmon Creek due to the 

results of the receiving water assessment and relative conditions assessment. Walker Creek ranked 

higher than Salmon Creek in the following categories: SMI, Basin Management Strategy, and Local 

Salmonid Habitats Score. 

Table 5-1 Receiving Water Prioritization Summary 

 Miller Creek Walker Creek Salmon Creek 

Internal Stakeholder  Universally selected  Not selected Not selected 

External Stakeholder 

Feedback 

Selected by 83% 

of stakeholders 

(19 of 23 participants) 

Selected by 4% 

of stakeholders 

(1 of 23 participants) 

Selected by 13% 

of stakeholders 

(3 of 23 participants) 

Relative Conditions 

Assessment Rank 

High Medium Low 

 

The internal stakeholder outreach resulted in the following ranking for the Miller Creek subbasins: 

1. Downtown Tributary subbasin 

2. Lake Burien Creek subbasin 

3. West Fork Miller Creek subbasin 

The Miller Creek subbasins were ranked in this order due to institutional knowledge of the City, the 

SMI heatmaps, and development pressure. 

The SMAP (Chapter 6) was developed for the Downtown Tributary subbasin in Miller Creek basin. The 

SMAP retrofit projects and actions are designed to: 1) conserve, protect, or restore receiving waters 

through stormwater and land management strategies that act as water quality management tools, 

2) reduce pollutant loading, and 3) address hydrologic impacts from existing development, as well as 

planned for expected future buildout conditions. 
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Chapter 6. Downtown Burien SMAP 

Section 1. Introduction 
The objective of this SMAP is to identify stormwater strategies that will help meet water quality standards 

that support use of the City’s priority receiving water, Miller Creek, for people and aquatic life. This SMAP 

is focused on the Downtown Tributary subbasin of Miller Creek, which covers an area of 0.48 square 

mile, approximately 306 acres. It identifies specific SMAs to improve water quality in Miller Creek and 

determines an appropriate schedule and budget sources for implementing the SMAs. SMAs include 

stormwater facility retrofit projects, land management strategies, a streamlined maintenance program, 

and a monitoring program. 

Existing Stormwater Management in Downtown Tributary Subbasin 

The Downtown Tributary subbasin is highly urbanized with the vast majority of the subbasin residing in 

Burien’s regional growth center. Land cover is heavily impervious (Table 3-1) and polluting land uses 

such as commercial and high-density residential (Table 3-4) occupy most of the subbasin’s area. Water 

quality and flow control facilities are distributed throughout the subbasin, several of which were built prior 

to current stormwater standards. The majority of stormwater from the subbasin is routed to Ambaum 

Regional Pond, which drains into Miller Creek. Ambaum Regional Pond was built in 1990 and was 

retrofitted in 2006 to provide pretreatment and better flow control. However, the regional detention facility 

is severely undersized to mitigate flows to the current standards (HDR, 2015) and pretreatment is limited 

to partial removal of suspended solids. Overall, although there is a relatively high generation of pollutants 

from the Downtown Tributary subbasin, there is limited stormwater management. 

Recap of Water Quality Issues for Miller Creek 

Miller Creek has several water quality concerns that this SMAP would address. Table 3-3 depicts 

pollutants of concern for Miller Creek. Table 6-1 below lists the water quality parameters that have been 

exceeded at least once in Miller Creek, and describes whether the water quality concern can be 

addressed by stormwater solutions. Stormwater solutions are most effective at addressing metal and 

TSS/Turbidity concerns. 

Table 6-1 Stormwater Solutions for Water Quality Concerns 

Water Quality 
Parameter Stormwater Solution 

Fecal Coliform Water quality treatment BMPs are unreliable (Ecology, 2019); 

A behavior change campaign for pet waste may reduce loading  

Metals Enhanced water quality treatment BMPs 

Temperature Reduction of impervious surfaces and increase of natural land cover 

(Ecology, 2019) 

DO Same as solutions for temperature 

pH Carbon dioxide sparging (Ecology, 2019) 

B-IBI Flow control BMPs and water quality treatment BMPs 

TSS/Turbidity Basic or enhanced water quality treatment BMPs 

 



City of Burien 6-2 

Stormwater Management Action Plan (SMAP) Otak 

Downstream of the Downtown Tributary, Miller Creek is designated as an impaired waterbody on 

Ecology’s 303(d) Category 5 list for fecal coliform (Figure 3-16). Currently, there are no TMDLs or WQI 

projects implemented in the Miller Creek basin associated with any impairments. Bacteria, including fecal 

coliform, is commonly discharged to surface water from malfunctioning private on-site sewage systems 

(often known as septic systems), pet waste, wildlife, and birds (Ecology, 2005). According to King County 

GIS data there is only one septic system in the Downtown Tributary subbasin and no studies were 

located that diagnose the causes of bacteria pollution in Miller Creek. However, there are residential 

neighborhoods and a park in the subbasin, which could contribute pet waste to stormwater runoff. It is 

plausible that Downtown Tributary contributes a small amount of bacteria to the fecal coliform levels 

downstream. 

Downstream of the Downtown Tributary, Miller Creek has been listed as a “water of concern” (known as 

a Category 2 listing on Ecology’s 303(d) list) for zinc and copper. Stormwater runoff from industrial and/or 

commercial areas can contain particularly high amounts of zinc and copper (Ecology, 2017). Zinc and 

copper can also be found in stormwater runoff from roofing materials, parking lots, building siding, and 

vehicle brake pads. Additional sources of copper include household pesticides, water pipes (Ecology, 

2010), and treated lumber (Ecology, 2017). Moss control products, vehicle tire wear, and chain-link 

fences can also contribute to zinc loading in stormwater (Ecology, 2017). The Miller and Walker Creeks 

Basin Plan found that elevated zinc concentrations in Miller Creek are primarily from metal roofs (Cities of 

Burien, Normandy Park, and SeaTac, King County, Port of Seattle, and Washington State Department of 

Transportation, 2006). Given the commercial land use, high density of development, and highly and very 

highly traveled roadways combined with limited water quality treatment, it is likely that the Downtown 

Tributary contributes to elevated zinc and copper levels in Miller Creek. 

Downstream of the Downtown Tributary, Miller Creek is designated as an impaired waterbody on 

Ecology’s 303(d) Category 5 list for temperature and DO. Studies found that temperatures were higher 

following a first storm (King County, 2013) and during the summer months (King County, 2014). DO is 

linked to stream temperature as higher water temperatures typically have lower oxygen solubility (King 

County, 2014). The Downtown Tributary subbasin is expected to play a role in the high temperatures in 

Miller Creek due to the large amount of impervious surfaces and other development. 

The lower reach of Miller Creek has been listed as a “water of concern” (known as a Category 2 listing on 

Ecology’s 303(d) list) for pH. The 2019 Stormwater Management Manual for Western Washington 

(SWMMWW) indicates there are large number activities that alter the pH of stormwater, ranging from 

commercial composting to laundry and other cleaning services. It is likely the Downtown Tributary 

subbasin contributes to pH concerns. 

As measured by B-IBI, stream health has been consistently documented as poor to very poor in Miller 

Creek by several investigators. Poor B-IBI scores could result from change in flows and water quality tied 

to urbanization and loss of forest throughout the watershed, including the Downtown Tributary subbasin. 

There are also indications that turbidity and TSS concentrations may be higher than those beneficial to 

aquatic habitat. The Miller/Walker Creek Monitoring Activities for 2013 indicates high turbidity values in 

Miller Creek can be attributed to large quantities of stormwater entering the creek rapidly (King County, 

2014). Land uses such as commercial and high-density residential along Miller Creek and in the 

Downtown Tributary subbasin that receive limited treatment may contribute to these exceedances. 
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6PPD-Q is an emerging pollutant of concern derived from the interaction of ozone with a chemical in 

vehicle tire particles that kills coho salmon in urban streams before the fish can spawn. Samples taken in 

Miller Creek found 6PPD-Q at concentrations well over the amount needed to kill coho salmon 

(Washington University, 2021). Runoff from roads and parking lots in the Downtown Tributary subbasin 

may contribute 6PPD-Q to Miller Creek. 

Burien’s Water Quality Goal for Miller Creek 

The City aims to protect the designated uses for Miller Creek, which include wildlife habitat and salmonid 

spawning, rearing, and migration. Therefore, the City’s goal is to improve water quality and thereby 

improve habitat for aquatic life in Miller Creek. To meet this goal, the City plans to reduce pollutants 

reaching Miller Creek and its tributaries and restore pre-development stream flows to the maximum 

extent possible. As seen in the previous section there are numerous pollutants that need to be addressed 

to improve water quality, including 6PPD-Q, which has been shown to be lethal to coho salmon 

(Ecology, 2022). Improvements could include installing water quality BMPs to treat stormwater pollutants, 

reducing high flows from impervious surfaces, which are destructive to habitat, streamlining long-term 

maintenance, and protecting and restoring important habitat areas. 

Relevant Studies and Plans 

Several studies and plans were reviewed during the development of this SMAP. An effort was made to 

align this SMAP with future plans and goals of other City departments to ensure the plan is 

implementable. The following studies and plans inform or align with Burien’s water quality goal. Several 

plans that will impact the Downtown Tributary subbasin were reviewed to determine if proposed projects 

and programs would align with the vision for downtown Burien and future land use, transportation, and 

parks projects. None of the following plans conflicts with the proposed projects and programs outlined in 

this SMAP: 

▪ The Comprehensive Plan 

▪ Parks, Recreation, and Open Space Plan 

▪ SDMP 

Future Plans and Complementary Goals 

▪ The City of Burien Downtown Mobility Study recommends improvements to the streetscape on 

SW 152nd Street and SW 153rd Street to include street trees and a five-foot planter strip on both 

sides of the road (Fehr & Peers, 2016). 

▪ The SW 153rd Street Improvement Survey asked property owners and business owners about what 

improvements to SW 153rd Street would be most beneficial to their businesses and investments 

(Burien Business and Economic Development Partnership, 2018). The survey results note challenges 

such as parking constraints, poor alley conditions, streets not being attractive, and business facades 

needing improvements. Results clearly show that survey respondents would like to see streetscape 

improvements, such as street trees. 

▪ The objective of the Miller-Walker Basin Stormwater Retrofit Planning Study (Draft Implementation 

Plan) was to identify and prioritize stormwater retrofit projects in the Miller and Walker Creek basins to 

improve water quality and habitat in the creeks (HDR, 2015). More than 80 retrofit sites, 12 of which 

are in the Downtown Tributary subbasin, were identified and prioritized. See Appendix B to review an 

excerpt of the Draft Implementation Plan. 

▪ The Miller and Walker Creeks Basin Plan addresses surface water quality, flooding, stormwater 

infrastructure capacity, and fish habitat issues (Cities of Burien, Normandy Park, and SeaTac, King 

County, Port of Seattle, and Washington State Department of Transportation, 2006). The plan 

proposes programs/regulations and capital projects that address the plan’s three goals: water quality 
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improvement, high flow and erosion reductions, and habitat protection and improvement. The 

recommendations that extend into Miller Creek are as follows: stormwater flow control regulations, 

stormwater water quality regulations, LID, conservation easements, basin monitoring, basin 

stewardship, detention facilities, water quality projects and retrofits, and habitat restoration. 

▪ The WRIA 9 Salmon Habitat Plan developed capital projects that preserve, enhance, create, or 

restore the habitats and physical processes that support salmon (WRIA 9, 2021). In the Miller Creek 

watershed, a low-priority project, “NS-42,” was identified. The project would be a planning/design 

project to identify one or more large commercial properties that lack flow control and water quality 

facilities, and partner with them to construct regional facilities on their sites. 

▪ The Urban Center Plan (2020) provides development goals and policies to guide how future growth 

in the regional growth center should take place (MIG, 2020). One of the strategic priorities is the 

environment, which states stormwater design and green infrastructure is needed to manage 

stormwater in an environmentally friendly manner due to the impervious surfaces in the regional growth 

center. Examples “include decreasing the amount of impervious surfaces, converting existing streets 

into green streets, and constructing infiltration rain gardens, filter strips, and stormwater conveyance art 

pieces.” 

▪ The Urban Center Streetscape Design Plan provides direction for creating inviting, functional, and safe 

public streets in the regional growth center (MIG, 2021). One of the design principles is integration of 

natural systems, which includes pervious pavement, flow through planters that manage stormwater, 

and street trees. Five future street types were identified, four of which incorporate street trees and one, 

green streets, includes green stormwater features. 

▪ The Burien Climate Action Plan was developed to guide the City to mitigate and adapt to climate 

change impacts (City of Burien, 2021). Among others, the following actions are recommended: value 

and enhance the tree canopy, improve stream resilience to erosion caused by high flows, retrofit 

existing untreated stormwater runoff to improve flow control and water quality, incentivize green 

stormwater infrastructure, and maintain or replace aging stormwater infrastructure using LID where 

feasible. 

▪ The Green Burien Partnership Urban Forest Stewardship Plan provides a strategy for enhancing 

Burien’s urban forest (Forterra, 2020). In order to meet this plan’s goals and the City’s goal of a tree 

canopy of 40 percent (an increase of 10 percent), approximately 39,000 trees will need to be planted 

throughout Burien. 

▪ The Transportation Master Plan is being developed. When completed it may provide partnership 

opportunities for some projects outlined in this SMAP. 

Section 2. Stakeholder Engagement for Stormwater Management 
Action Selection 

Selection of SMAs for this SMAP included stakeholder engagement, as required by the City's Water 

Quality Combined Financial Assistance Agreement with Ecology. This stakeholder engagement effort was 

built on the process used in previous engagement efforts during the receiving water assessment and 

receiving water prioritization phases of this SMAP. For this phase, input was requested from internal 

stakeholders and external stakeholders. 

External Stakeholder Engagement 

External stakeholders for this phase of outreach included the Miller and Walker Creeks Stewardship 

Group and the general public. The Suquamish, Muckleshoot, and Puyallup Tribal Agencies provided 

feedback during the receiving water prioritization phase that is relevant to SMAs. This feedback can be 

found in the External Stakeholder Feedback section below. 
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The goal of the external stakeholder engagement for this phase was to ask for feedback on types of 

SMAs the stakeholders would like to see in the Downtown Tributary subbasin. Nine SMA types were 

identified, and stakeholders were asked to select their top three choices. 

Material for External Stakeholder Engagement 

Simplified language, characteristics of each SMA type, and example images were provided to allow 

stakeholders to compare the options. The names or descriptions for the SMA types were simplified for 

external stakeholders to improve understanding of the options presented. Table 6-2 lists the terms 

used for stakeholder outreach and the terms used throughout the remainder of this document. The 

characteristics of each SMA type provided to external stakeholders and the intent of this information can 

be seen in Table 6-3. Table 6-4 compares the characteristics of the SMA types. This information was 

provided to allow stakeholders to compare SMA types. 

Table 6-2 Terms for Stormwater Management Action Types 

Term Used for Stakeholder Outreach SMAP Term 

In-ground planters that manage stormwater in street parking 

(bioretention/rain gardens) 

Bioretention facilities 

Upgrade Existing Stormwater Management Facilities Upgrade Existing Stormwater 

Management Facilities (no change) 

Program to incentivize replacing impervious surfaces or tree 

planters on private property with in-ground planters that 

manage stormwater (bioretention/rain gardens) 

Green Stormwater Infrastructure 

Program 

Tree planters in sidewalks or alleys (Filterra type system) Stormwater tree planters  

Program to incentivize reduction of impervious surfaces on 

private properties by allowing additional height on buildings 

(Impervious surfaces do not allow water to pass through it.) 

Impervious Surface Reduction 

Program 

Permeable pavement in parking lots, street parking, or alleys 

(Permeable pavement allows water to pass through it.) 

Permeable pavement 

Study feasibility of one-way couplet to create space to install 

above ground stormwater management facilities 

One-way couplets 

Large underground stormwater management facilities under 

parking lots 

Large underground facilities 

Small underground stormwater management facilities under 

alleys and sidewalks 

Small underground facilities 
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Table 6-3 Intent of Stormwater Management Action Type Characteristics 

Characteristics  Intent  

Environmental goals 

addressed 

Benefits of the SMA (SMAs that restore stream flow provide flow 

control and SMAs that improve water quality provide water quality 

treatment) 

Aesthetics Whether the SMA has vegetation 

Cost Relative cost to design and construct the SMA 

Effectiveness Capability of the SMA to correct negative impacts of existing 

development on water quality  

Maintenance needs 

for aesthetics 

Relative effort to maintain the above-ground components of the 

SMA, namely vegetation 

Maintenance needs 

for functionality 

Relative effort to maintain the performance of the SMA 

Other impacts  Impacts of the SMA on the community 
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Table 6-4 Comparison of Stormwater Management Action Type Characteristics  

SMA Type 

Criteria 

Environmental Goals 
Addressed Aesthetics Cost Effectiveness 

Maintenance 
Needs for 
Aesthetics 

Maintenance 
Needs for 

Functionality Other Impacts 

In-ground planters that manage stormwater in street parking 

(Bioretention/Raingardens) 

Restores stream flows, 

improves water quality, and 

increases vegetation in an 

urban area 

Makes the 

streetscape 

greener 
Moderate 

Highly effective to 

reduce past harm 
High Low 

Reduces Availability of 

Street Parking 

Upgrade Existing Stormwater Management Facilities Restores stream flows and 

improves water quality 

Little change 

from existing 
Moderate 

Moderately to highly effective 

to reduce past harm, usually 

increasing in effectiveness with 

increasing cost 

Low Low 

No significant ongoing changes to 

Downtown community 

Program to incentivize replacing impervious surfaces or 

tree planters on private property with in-ground planters 

that manage stormwater (bioretention/rain gardens) 

Restores stream flows and 

improves water quality 

No change 

Low 

Highly effective to 

reduce past harm High Low 

May involve giving up a 

couple of parking stalls 

Tree planters in sidewalks or alleys (Filterra type system) Improves water quality and 

increases vegetation in an 

urban area 

Makes the 

streetscape 

greener 

Moderate 

Moderately effective to 

reduce past harm Moderate Low 

No significant ongoing changes to 

Downtown community 

Program to incentivize reduction of impervious surfaces on 

private properties by allowing additional height on buildings 

(Impervious surfaces do not allow water to pass through it) 

Restores stream flows, 

improves water quality and 

increases vegetation in an 

urban area 

Makes the 

Downtown 

neighborhood 

greener 

Low 

Moderately effective to reduce 

past harm and future harm 
High Low 

Taller buildings in the Downtown 

neighborhood 

Permeable pavement in parking lots, street parking, or alleys 

(Permeable pavement allows water to pass through it.) 

Restores stream flows Little change 

from existing 
Moderate 

Moderately effective to 

reduce past harm 
None High 

No significant ongoing changes to 

Downtown community 

Study feasibility of one-way couplet to create space to install 

above ground stormwater management facilities 

Restores stream flows, 

improves water quality, and 

increases vegetation in an 

urban area 

Makes the 

streetscape 

greener 
Moderate 

Moderately to highly effective 

in reducing past harm 
High Low 

Changes traffic patterns in 

Downtown community 

Large underground stormwater management facilities under 

parking lots 

Restores stream flows and 

improves water quality 

Little change 

from existing High 

Highly effective to reduce past 

harm, may be used to mitigate 

harm from future development 

None High 

Requires permanent agreements 

with private property owners 

Small underground stormwater management facilities under 

alleys and sidewalks 

Restores stream flows and 

improves water quality 

Little change 

from existing 
Moderate 

Moderately effective to 

reduce past harm 
None High 

No significant ongoing changes to 

Downtown community 
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Method of External Stakeholder Engagement 

A City webpage informed stakeholders about the SMAP process, provided information about this phase 

of the SMAP, and linked to a survey about the nine SMA types. 

The City advertised the SMAs survey to the general public in several ways. Methods included the SMAP 

webpages, an announcement to hyperlocal media, emails to listservs, such as the downtown business 

list, the Burien newsletter, and the Environmental Newsletter, and promotion at the Farmer’s Market and 

Boulevard Park Block Party. The Miller and Walker Creeks Stewardship Group was contacted via email. 

The survey consisted of two questions. The first question asked stakeholders to select the three SMA 

types they preferred of the nine presented. Each SMA type included the details outlined in Table 6-4 and 

two example images. The second question asked stakeholders if they preferred projects to be 

implemented on public property and roads or if private property should also be considered. The survey 

was open from August 8, 2022, to August 26, 2022. 

External Stakeholder Feedback 

The City received 43 responses for the first question and 41 responses for the second question from 

external stakeholders, not including the tribal agencies. None of the nine SMA types received zero votes, 

therefore, all SMA types were considered for project development. The survey also indicated that external 

stakeholders are comfortable with the City implementing projects on public property, private property, and 

through PPPs. Results can be seen in Figure 6-1 and Figure 6-2 below. Appendix C includes a more 

detailed summary of the external feedback collected. 

Feedback from the Suquamish, Muckleshoot, and Puyallup Tribal Agencies, during the receiving water 

prioritization phase was related to SMA development and selection. The feedback recommended SMAs 

that address the pollutants in road runoff and keep streams cool. They asked to include infiltration BMPs 

“ubiquitously throughout the watershed to control runoff rates, and replenish groundwater storage to help 

to sustain summer flows,” since streams are increasingly running dry in the summer. Other suggestions, 

such as daylighting streams and a fish barrier inventory, are not applicable in the Downtown Tributary 

subbasin and not evaluated further. 
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Figure 6-1 Stormwater Management Action Survey Results for Question 1* 

*Values are based on 43 respondents selecting up to three options 
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Figure 6-2 Stormwater Management Action Survey Results for Question 2* 

*Values are based on 41 respondents selecting up to three options 

Internal Stakeholder Engagement 

Once feedback was collected from external stakeholders the technical feasibility of each SMA type was 

discussed with internal stakeholders. Internal stakeholders are City employees. The goal of the internal 

stakeholder engagement was to eliminate any infeasible SMAs, look for partnership opportunities, and 

narrow down SMAs to be considered for CIPs and programs. 

Material for Internal Stakeholder Engagement 

Internal stakeholders were provided the same material as external stakeholders, plus results of the 

external stakeholder survey and a set of potential locations of structural SMAs (meaning stormwater 

facilities). Additionally, the criteria used to identify potential locations of structural SMAs were discussed 

with internal stakeholders (Table 6-5). 
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Table 6-5 Stormwater Management Action Additional Considerations for Internal Stakeholders  

SMA Type 

Considerations 

Considerations During Project Siting* Compatible Studies and/or City Goals 

In-ground planters that manage stormwater in street parking 

(bioretention/raingardens) 

Two processes were used to identify potential locations. Projects in the 

Downtown catchment that were identified in the Miller-Walker Basin 

Stormwater Project Implementation Plan and included bioretention were 

identified. Additionally, the Downtown catchment was visually inspected using 

Google Maps to identify locations where there is existing street parking and 

intersections where there was a bulb (large, paved sidewalk area). Other 

considerations included whether a road is a high traffic road (noted as “high 

ADT” in the map) and the feasibility of tying into existing stormwater 

conveyance. 

The Downtown Mobility Study recommends expanding the planting area on 

the corners of SW 153rd St. The Miller-Walker Basin Stormwater Project 

Implementation Plan identified the need to improve hydrologic conditions in the 

basin (including the Downtown catchment), water quality, and habitat. The 

Burien Climate Action Plan recommends 1) protecting and supporting native 

habitats, open spaces, and the quality and flow of water resources, and 

2) protecting stormwater infrastructure and expanding green infrastructure. 

Tree planters in sidewalks or alleys (Filterra type system) The Downtown catchment was visually inspected using Google Maps and 

analyzed using the City’s GIS data to identify roadways with wide sidewalks 

and/or existing vegetation. Other considerations included whether a road is a 

high traffic road (noted as “high ADT” in the map) and therefore produced 

significant pollutants to stormwater, and the feasibility of tying into existing 

stormwater conveyance. 

The Downtown Mobility Study suggests adding pedestrian amenities such as 

street trees on SW 151st St and expanding the planting area on the corners of 

SW 153rd St. In 2018, Burien City Council established a goal that Burien’s tree 

canopy would cover 40% of the City by 2038. The Miller-Walker Basin 

Stormwater Project Implementation Plan identified the need to improve 

hydrologic conditions in the basin (including the Downtown catchment), water 

quality, and habitat. The Burien Climate Action Plan recommends 1) protecting 

and supporting native habitats, open spaces, and the quality and flow of water 

resources, and 2) protecting stormwater infrastructure and expanding green 

infrastructure. 

Permeable pavement in parking lots, street parking, or alleys 

(Permeable pavement allows water to pass through it.) 

Two processes were used to identify potential locations. Projects in the 

Downtown catchment that were identified in the Miller-Walker Basin 

Stormwater Project Implementation Plan and included permeable pavement 

were identified. Additionally, the Downtown catchment was visually inspected 

using Google Maps to identify existing or potential angled parking in the public 

right-of-way or existing parking that could be converted to permeable on 

publicly-owned parcels. 

The Miller-Walker Basin Stormwater Project Implementation Plan identified the 

need to improve hydrologic conditions in the basin (including the Downtown 

catchment), water quality, and habitat. The Burien Climate Action Plan 

recommends 1) protecting and supporting native habitats, open spaces, and 

the quality and flow of water resources, and 2) protecting stormwater 

infrastructure and expanding green infrastructure. 

Large underground stormwater management facilities under parking lots Locations of publicly-owned parcels in the Downtown catchment, drainage 

basin size, and discussions with Burien Public Works staff related to feasibility 

of a PPP. 

The Miller-Walker Basin Stormwater Project Implementation Plan identified the 

need to improve hydrologic conditions in the basin (including the Downtown 

catchment), water quality, and habitat. The Burien Climate Action Plan 

recommends 1) protecting and supporting native habitats, open spaces, and 

the quality and flow of water resources, and 2) protecting stormwater 

infrastructure and expanding green infrastructure. 
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Method of Internal Stakeholder Engagement 

Internal stakeholder engagement was completed through meetings and discussions, email 

communications, and one virtual workshop. The purpose of the engagement was to finetune SMAs and 

select priority SMAs to develop into CIPs and programs. 

Internal Stakeholder Feedback 

The one-way couplet SMA was eliminated from further consideration based on discussions with the 

Economic Development department. The roads in downtown Burien are highly traveled and provide 

access to numerous businesses downtown. One-way couplets would reduce travel lanes and affect the 

flow of traffic which, according to the Economic Development department, would not be supported by 

business owners. 

The two programmatic SMAs, the Green Stormwater Infrastructure Program and the Impervious Surface 

Reduction Program, were also discussed with the Economic Development and Community Development 

departments. The feasibility of these programmatic SMAs was considered based on existing City code 

and the City’s plans. Both programs were deemed feasible and are further discussed in Section 5 below. 

For structural SMAs, meaning stormwater facilities, internal stakeholders were asked to identify any 

proposed locations that appeared infeasible, suggest appropriate locations that had not been identified, 

and identify City CIPs from other departments that could be partnering opportunities. 

A workshop with all internal stakeholders was held on October 21, 2022. The workshop included City staff 

from the following departments: Public Works, Community Development, Development Review, Economic 

Development, and Parks, Recreation, & Cultural Services. The meeting started with a short presentation, 

which included an overview of the SMAP project, the SMAs that were going to be discussed, and a brief 

explanation of the SMAs that would be discussed. The SMAs that were not discussed were upgrades of 

existing stormwater management facilities, small water quality facilities under alleys and sidewalks, 

one-way couplets, the Impervious Surface Reduction Program, and the Green Stormwater Infrastructure 

Program. Only one upgrade to an existing stormwater facility had been identified and the project had 

been promoted to one of the final projects by Public Works staff. Similarly, one location for small water 

quality facilities under alleys was identified and had been promoted to one of the final projects by Public 

Works staff. The two programs had previously been discussed in discussions with each department and 

had been approved to move forward for consideration. Finally, one-way couplets had already been 

eliminated from further consideration. The rest of the workshop was an open discussion of the four 

remaining SMAs. Staff were asked to keep in mind projects their department is considering for the next 

10 to 20 years, coordination, space, and maintenance during the discussion. Staff were asked to 

deliberate the potential locations in a round robin discussion. 

Following the workshop, the potential locations of the SMAs were discussed via email and Microsoft 

Teams. These locations are discussed in Section 4 below. 

  



City of Burien 6-13 

Stormwater Management Action Plan (SMAP) Otak 

Section 3. Retrofit Project Selection and Ranking 
Following the stakeholder engagement process, five retrofit SMA types, or structural facilities, were still 

being considered. Three retrofit projects were selected for short-term implementation. Considerations for 

project selection were qualitative. Stakeholder feedback, technical feasibility, potential timing, and 

potential funding opportunities were considered as selection factors. Stakeholder feedback that was 

considered included input from the SMA survey, results from previous community surveys for other 

projects, and feedback from internal stakeholders. Survey feedback suggests the Burien community 

supports additional vegetation in downtown Burien (Figure 6-1) and PPPs (Figure 6-2). Internal 

stakeholder feedback that was considered included opportunities to partner with other City initiatives in 

the Downtown Tributary subbasin. Factors associated with technical feasibility included compatibility with 

existing infrastructure, area readily available for siting a facility, and the capability of soils to infiltrate. The 

main consideration associated with timing was whether a project would need private property acquisition 

or permanent easements. If acquisition or easements are needed, planning-level design of SMAs would 

be infeasible due to uncertainty associated with property negotiations, which take time. Potential funding 

opportunities included the grant worthiness of the SMA. 

Three retrofit projects were selected for planning-level design for this SMAP. These projects are 

described below. 

▪ Dottie Harper Park Water Quality and Flow Control Retrofit 

This retrofit would provide flow control and water quality treatment for runoff from less than two acres 

of SW 144th and 4th Avenue SW, by installing an infiltrating bioretention facility. This project would 

increase vegetation in the subbasin. This project is supported by the City Parks Recreation and 

Cultural Services Department, which owns the parcel. Bioretention facilities were supported by 29 of 

43 survey respondents. Bioretention facilities also have characteristics that the tribal agencies desire. 

Bioretention facilities would address pollutants from road runoff and infiltrate runoff, which may help 

feed groundwater and provide cooler baseflows to Miller Creek. 

The project would be on a city-owned parcel and is compatible with existing infrastructure. No property 

acquisition or permanent easements would be needed. Further, the project would be eligible for a grant 

from Ecology’s Water Quality Combined Funding program. 

▪ Water Quality Retrofits for Alleys between SW 152nd Street and SW 153rd Street 

This retrofit would install four underground water quality treatment facilities to treat polluted runoff 

from roughly 3.5 acres of the alley, and some privately-owned adjacent parking lots between 

SW 152nd Street and SW 153rd Street. The underground facilities would use Technology Assessment 

Protocol – Ecology (TAPE) certified proprietary media with a General Use Level Designation (GULD) 

to treat TSS and metals (enhanced treatment). Small underground facilities were supported by 4 of 

43 survey respondents. This project would also treat pollutants from road runoff, which is a project 

characteristic the tribal agencies desire. There is opportunity for the City to collaborate with adjacent 

commercial property-owners to install larger stormwater facilities to treat runoff from larger pollution 

generating areas. 

The project, as currently defined, would be in City right-of-way and is compatible with existing 

infrastructure. Property acquisition or permanent easements would only be needed if the City partners 

with adjacent property owners to site facilities on their properties. Further, the project would be eligible 

for a grant from Ecology’s Water Quality Combined Funding program. 



City of Burien 6-14 

Stormwater Management Action Plan (SMAP) Otak 

▪ Ambaum Regional Pond Water Quality Retrofit 

The majority of the stormwater in the Downtown Tributary subbasin drains to Ambaum Regional Pond 

which outfalls to Miller Creek. Ambaum Regional Pond provides pretreatment to treat polluted runoff 

from the downtown neighborhood, limited detention and flood control. This retrofit would provide 

enhanced water quality treatment for the entire 306-acre Downtown Tributary subbasin and allow 

water in Ambaum Regional Pond to drain more frequently. Proprietary technology that has TAPE 

GULD certification to provide enhanced treatment will be used for the water quality treatment. This 

project falls under the SMA type “Upgrade Existing Stormwater Management Facilities,” which was 

supported by 18 out of 43 survey respondents. This project would also treat polluted road runoff, which 

is a project characteristic the tribal agencies desire. 

The project would be on a city-owned parcel and is compatible with existing infrastructure. No property 

acquisition or permanent easements would be needed. Further, the project would be eligible for a grant 

from Ecology’s Water Quality Combined Funding program. 

Then, based on impact, the above projects were ranked. Project impact was based on the area that could 

be treated, the type of pollutants that could be treated, proximity of the project to Miller Creek, and 

whether water quality treatment, flow control, or both could be provided. The impact was considered 

greater for projects that treated larger areas. If a project would treat 6PPD-Q in addition to TSS and 

dissolved metals, it was considered to have a more positive impact. Proximity to Miller Creek is important. 

The closer the project is to the stream, the lower the chance of polluted runoff being diluted prior to 

entering the steam. Lastly, a project providing both water quality and flow control benefits has a greater 

impact than a project that only provides water quality treatment. If flow control can be provided 

through infiltration, it provides cooler baseflows to Miller Creek, recharges groundwater, and mimics 

pre-development conditions. Therefore, projects that provide flow control benefits through infiltration were 

considered more impactful than detention. 

See Table 6-6 below for the retrofit project ranking based on impact. These projects are recommended 

as CIPs. 

Table 6-6 CIP Ranking Based on Project Impact 

ID-
Rank Project Name 

Project Impact 

Area 
Treated 

Pollutants 
Treated 

Proximity to 
Miller Creek 

Type of 
Stormwater 

Management 

CIP-1 Ambaum 

Regional Pond 

Water Quality 

Retrofit 

306 

acres 

Enhanced water 

quality treatment to 

treat TSS and 

dissolved metals 

Very close Primarily water 

quality, some flow 

control  

CIP-2 Dottie Harper 

Park Water 

Quality and Flow 

Control Retrofit 

< 2 

acres 

Enhanced water 

quality treatment to 

treat TSS, 

dissolved metals 

and 6PPD-Q 

Furthest from 

Miller Creek 

relative to other 

projects 

Water quality and 

flow control using 

infiltration 

CIP-3 Water Quality 

Retrofits for 

Alleys between 

SW 152nd St 

and SW 153rd St 

< 4 

acres 

Enhanced water 

quality treatment to 

treat TSS and 

dissolved metals 

Far from Miller 

Creek, although 

closer than CIP-2 

Water quality only 
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Section 4. Stormwater Facility Retrofit Projects 
Ecology’s SMAP guidance recommends that the City identify stormwater facility retrofit projects in the 

Miller Creek Basin. The identification of the projects should include defining type of project and location. 

Ecology defines stormwater facility retrofits as projects that either retrofit existing treatment or flow control 

facilities, or construct new treatment or flow control facilities to address impacts from existing 

development. The goal of the retrofit projects in this plan is to improve water quality in Miller Creek. 

Retrofit flow control facilities should be designed to reduce existing channel and streambank erosion 

resulting from unmitigated or inadequately mitigated volume, timing, or duration of runoff from existing 

development. Retrofit water quality treatment facilities should be designed to filter pollutants such as TSS, 

metals, and hydrocarbons from unmitigated existing development before discharging runoff into a 

receiving water. There are three types of water quality treatment facilities applicable in the Downtown 

Tributary subbasin according to the 2021 KCSWDM: basic, where the goal is to reduce 80 percent of the 

TSS for frequent flows; enhanced, where the goal is to reduce the concentration of metals in addition to 

TSS; and high-use where the goal is no visible sheen on less than 10 mg/L of total petroleum 

hydrocarbons leaving the site. Stormwater facility retrofit projects will be maintained by the City in 

accordance with the KCSWDM, the City’s standard operating procedures, and maintenance requirements 

of proprietary facilities from manufacturers. 

Retrofit projects were classified as short-term or long-term, based on how soon they can be implemented. 

Short-Term Projects 

The three CIPs described in the previous section are classified as short-term because they are not 

dependent on future projects or property acquisition for implementation. The projects can be seen in 

Table 6-7 below and are mapped in Figure 6-3. The summary fact sheets for the CIPs include a 

conceptual design and cost estimate and are attached in Appendix D. 

Cost opinions are based on conceptual project scopes and engineering and are presented in 2022 

dollars. Conceptual project scopes and designs are developed with limited detail about permit 

requirements, existing system attributes (e.g. invert elevations), utility conflicts, and external impacts. 

Conceptual engineering includes preliminary engineering calculations or uses information from recent 

similar work. All concepts and costs should be considered preliminary.  

Costs can generally be split into two categories: construction and implementation. Each category and 

assumptions for developing the costs is briefly described below: 

Construction includes construction elements, required ancillary construction items and mobilization.  

▪ Construction elements are the necessary significant pay items to construct the project. Items are 

usually presented as a package that includes labor and a variety of materials. For example, the unit 

cost for a bioretention facility is a package based on a typical design and includes labor and materials 

such as excavation, pipe, bioretention soils, plants, and other needed materials. Engineers researched 

unit prices from recently completed local and regional construction projects to estimate project costs. 

Each project includes an engineer’s assumption for preliminary unit quantities.  

▪ Required ancillary construction items includes, temporary water management, erosion & sedimentation 

control, traffic control, and a planning level construction contingency. Each of these is calculated based 

on a percentage of construction element costs. The percentages are based on engineering judgement 

such as a review of site conditions based on a desktop analysis, scale of the project, types of expected 

traffic impacts (ex. are the impacts to a heavily used roadway or a residential street) and types of 

unknowns at this stage (ex. major utility conflicts or unexpected site conditions). 
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▪ Mobilization includes costs for contractor’s mobilization and is applied as a 10% of total construction 

elements and ancillary items for all projects. 

State sales tax was applied as 10.1% of total construction costs for all projects. As the projects progress, 

it will need to be determined if the tax needs to be applied to some or all of the project elements. 

Implementation includes permitting, engineering design, legal and administrative processing, coordination 

with stakeholders where applicable and construction management. 

▪ Permitting includes local, state, federal permits and cultural resources as applicable to each project. 

The types of permits expected are listed under each CIP fact sheet. The cost for permitting for each 

project is calculated as a percentage of the construction costs based on complexity of permitting and 

types of special studies that may be required. 

▪ Engineering design includes survey, preparation of plans, cost estimate and specifications, design 

reports and geotechnical studies as applicable to each project. Legal and administrative processing is 

the City’s staffing cost to manage the project and related grants, if any. Coordination with stakeholders 

includes communication with. The cost varies as a percentage of the construction cost based on the 

scale and complexity of the project. 

▪ Construction management consists of either the City’s staffing or a contractor to oversee construction 

and is calculated as percentage of total construction of the construction cost based on the scale and 

complexity of the project. 

It is assumed that projects will meet engineering requirements of the King County Surface Water Design 

Manual in effect when the project is permitted. Cost estimates are based on assumptions derived from 

current engineering standards. 

The cost of survey and geotechnical engineering is rolled into the engineering design cost where 

applicable. Cultural resources are rolled under the permitting and special study costs. This is common 

practice for projects designed as concepts in the planning phase because there are too many unknowns 

to split out the costs. 
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Table 6-7 Stormwater Facility Retrofit Projects in the Downtown Tributary Subbasin 

ID 
Project 
Name 

Project 
Description 

Issues Addressed 
by Project 

Cost 
Estimate 

CIP-1 Ambaum Regional Pond 

Water Quality Retrofit 

This retrofit will provide enhanced 

water quality treatment using a 

proprietary technology for 306 acres 

of the Downtown Tributary subbasin, 

and allow water in Ambaum Regional 

Pond to drain more frequently 

Stagnant milky water observed in the pond 

for extended periods of time. Large pollution 

generating basin that includes several 

high-use roadways drains into pond with 

limited treatment. 

The pond outfall converges with an existing 

stream, and then flows into Miller Creek. 

Turbulent flow conditions at the flow control 

device exist for much of the year, this 

condition suspends sediment in the lower 

reaches of the stream and pond, which 

could cover fish spawning beds and may 

reduce the potential for fish use. 

$4,700,000 

CIP-2 Dottie Harper Park 

Water Quality and 

Flow Control Retrofits 

This retrofit will provide flow control 

and water quality treatment for runoff 

from SW 144th St and 4th Ave SW 

by installing an infiltrating bioretention 

facility 

Untreated impervious land cover; 

Fine sediments; Dissolved metals; 

6PPD-Q1 

$382,000 

CIP-3 Water Quality Retrofits 

for Alleys between 

SW 152nd St and 

SW 153rd St 

Four proprietary technology 

underground water quality treatment 

facilities installed in the alley between 

SW 152nd St and SW 153rd St 

to provide enhanced treatment of 

roadway and parking lot runoff 

Fine sediments; 

Dissolved metals 

$1,435,000 

1Although not specifically assessed for this plan, 6PPD-Quinone is an emerging pollutant of concern, causing mortality for certain fish species (coho salmon). 

The pollutant is deposited in the environment primarily via tire wear particles, and early studies show that bioretention effectively captures the pollutant. As future 

research and testing become available, there may be some proprietary technologies that filter treat 6PPD-Q better than others. These will be considered as the 

CIPs progress to design.
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Long-Term Projects 

This SMAP encourages the City to consider additional stormwater retrofit projects in the future, 

particularly those explored in the first stage of project selection. Additional projects can be implemented 

as PPPs develop, in coordination with other projects, and as new information is received from the 

suggested monitoring program (see Chapter 6 Section 7). Brief descriptions of additional suggested 

retrofit projects are below. 

Bioretention facilities could be installed in existing street parking spaces in downtown Burien. All the 

bioretention facilities would provide water quality treatment. If the facilities can infiltrate, they may also 

provide flow control. Bioretention facilities were supported by the majority of SMA survey respondents 

(29 of 43). Property and business owners that responded to the SW 153rd Street Improvement Survey 

also support street improvements, such as bioretention facilities. Based on existing research, bioretention 

facilities address 6PPD-Q. These facilities are supported by numerous studies and plans: the 

Burien Climate Action Plan (City of Burien, 2021), the Burien Urban Center Streetscape Design Plan 

(MIG, 2020), the Urban Center Plan (MIG, 2020), the City of Burien Downtown Mobility Study 

(Fehr & Peers, 2016), and the Miller-Walker Basin Stormwater Project Implementation Plan (HDR, 2015). 

The City conducted a parking assessment, which analyzed the parking supply and occupancy in 

downtown Burien while developing the Downtown Mobility Study. The assessment found there is 

sufficient parking capacity in downtown Burien (Fehr & Peers, 2016). Therefore, this SMAP recommends 

in-ground bioretention planters be considered if street parking is reduced in the Downtown Tributary 

subbasin. Alternatively, there are flower pots occupying several parking stalls in downtown Burien, which 

could be replaced with bioretention facilities. Discover Burien maintains the flower pots and may be willing 

to partner with the City for maintenance of bioretention facilities in downtown Burien. Considerations for 

this retrofit include parking needs, existing stormwater infrastructure, and maintenance. While the City 

improves the efficiency of the stormwater maintenance program (Section 6), this SMAP recommends the 

City select a limited plant species list for public bioretention facilities to minimize maintenance complexity, 

and align with the aesthetics the community wants to see in the downtown area. Several locations have 

been identified where bioretention facilities may be installed, seen in Figure 6-4. 

Stormwater tree planters are recommended along sidewalks. This SMAP recommends that stormwater 

tree planters be considered during park and transportation improvement projects to treat stormwater 

runoff from high polluting roads and properties. Stormwater tree planters should also be considered to 

replace aging urban street trees. These facilities are supported by numerous studies and plans: the 

Green Burien Partnership Urban Forest Stewardship Plan (Forterra, 2020), the Burien Climate Action 

Plan (City of Burien, 2021), the Burien Urban Center Streetscape Design Plan (MIG, 2020), the Urban 

Center Plan (MIG, 2020), the City of Burien Downtown Mobility Study (Fehr & Peers, 2016), and the 

Miller-Walker Basin Stormwater Project Implementation Plan (HDR, 2015). Stormwater tree planters 

would align with the City Council’s goal to have a tree canopy that covers 40 percent of downtown Burien 

by 2038. Burien’s tree code was recently updated with an ordinance that allows the City to collect 

mitigation fees when property owners are unable to meet tree requirements on their property. The fee-in-

lieu monies collected may be used to fund stormwater tree planters (Chapter 19.26.100.5.C). While only 

11 of 43 SMA survey respondents supported this SMA, previous public outreach efforts for strategic 

planning in Burien and the SW 153rd Street Improvement project indicate residents support additional 

vegetation in downtown Burien (Creative Strategies Solutions & CoCreative Labs, 2022). Several rights-

of-way have been identified where stormwater tree planters may be installed along the sidewalks, seen in 

Figure 6-5. 
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Permeable pavement should be considered for transportation and park improvement projects, and when 

city-owned parcels are developed or redeveloped. This SMAP recommends permeable pavement be 

considered for areas with a low presence of fine sediments, potential oil spills, and tire rotation that could 

decrease the amount of infiltration through the permeable pavement. This SMAP recommends permeable 

pavement be considered specifically for sidewalks, angled street parking stalls, angled parking stalls in 

parking lots, and bicycle lanes. Several locations have been identified where permeable pavement could 

be installed, seen in Figure 6-6. Nine of 43 SMA survey respondents supported construction of permeable 

pavement. This retrofit facility type benefits stormwater only through flow control, as opposed to water 

quality treatment. 

Large underground facilities, which can also be called regional facilities, could be installed under existing 

or future parking lots in the Downtown Tributary subbasin. These facilities would provide water quality 

treatment as well as flow control for more than one individual property. Due to the large size of these 

facilities, they can’t be fit into the right of way, and existing buildings limit sites available for installation. 

These facilities would need to be installed in parking lots of city-owned property, or parking lots of private 

property through a PPP. The WRIA 9 Salmon Habitat Plan supports PPP to site regional stormwater 

detention facilities to treat private as well as public lands (project NS-42). The Ambaum Regional Pond is 

severely undersized to provide flow control for the catchment draining to it, so upstream flow control 

through large detention facilities can protect Ambaum Regional Pond from high flows during large storms. 

Similarly, water quality treatment through these regional facilities would help treat polluted runoff closer to 

the source, and may help to reduce the size of water quality treatment needed at the Ambaum Regional 

Pond, as described in CIP-1. In general, since siting is the greatest constraint due to the large size of 

these facilities, the first step is to develop PPPs to identify locations where property owners are willing to 

site facilities on their parking lots. Once the sites are identified, catchment areas that could be routed to 

the facility would need to be analyzed to determine the downstream benefit of the facility. Six of 43 SMA 

survey respondents selected this SMA. A large underground facility could be one of the most beneficial 

retrofit projects. Several locations have been identified through discussions with internal stakeholders 

where large underground stormwater management facilities could be installed, but conversations with 

private property owners need to be commenced to determine which of these locations could be feasible 

for future projects. Identified locations of large underground facilities are seen in Figure 6-7. 

Small underground stormwater management facilities could be installed beneath alleys and/or sidewalks 

to treat stormwater runoff from roadway and parking lot runoff. Four of 43 SMA survey respondents 

supported these facilities. These facilities would provide enhanced treatment of pollutants close to the 

source. It is recommended that small underground stormwater management facilities be considered 

for transportation and park improvement projects, and where there is no stormwater treatment for 

high-polluting roads and properties in the Downtown Tributary subbasin. 

See Appendix B for a map and list of additional project opportunities identified in the Downtown 

Catchment by the Miller-Walker Basin Stormwater Retrofit Planning Study (HDR, 2015). 
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Section 5. Land Management and/or Development Strategies 
Ecology’s SMAP guidance recommends that the City consider land management and/or development 

strategies, which would entail identification of land that should be conserved or protected, and the 

strategies to achieve this. Ecology’s SMAP guidance notes these strategies are most beneficial to 

undeveloped catchments, which drain to a small stream or lake with good water quality and habitat 

conditions. The guidance notes that for developed catchments, like the Downtown Tributary subbasin, 

an increase in canopy cover may be beneficial. An increase in canopy cover in the Downtown Tributary 

subbasin would align with the City’s goal of 40 percent tree canopy coverage and with Burien’s Green 

Burien Partnership Urban Forest Stewardship Plan. 

This SMAP recommends the City explore two programs that have been identified as potential land 

management strategies. The programs are the Green Stormwater Infrastructure Program and the 

Impervious Surface Reduction Program. Both programs would be voluntary programs implemented on 

private property. 

Green Stormwater Infrastructure Program 

Property owners are required to pay annual Surface Water Management fees, which are assessed for 

each developed parcel. Fees are assessed based on a relative contribution of stormwater runoff from 

a parcel, which is measured by impervious surface coverage (Burien City Code 13.10.350(3)). The City 

grants rate reductions in several instances. One such case is if the parcel is served by one or more flow 

control or water quality treatment facilities that are maintained at the expense of the parcel owner 

(see Burien City Code 13.10.360(2)(e)). 

Under the Green Stormwater Infrastructure Program, the City would advertise the financial incentive to 

replace existing impervious surfaces with green stormwater infrastructure that provides flow control and/or 

water quality. The City would tailor the advertising of the existing program towards the installation of 

green infrastructure instead of grey stormwater infrastructure. 

The cost to design, construct, and maintain green stormwater infrastructure may be a barrier for property 

owners to take advantage of this program. The City could consider cost-saving measures, such as 

assisting multiple property owners in simultaneous design and construction of numerous facilities to 

achieve economies of scale, or partnering with other organizations like Discover Burien for maintenance 

of the facilities. Property owners would be responsible for ensuring all other requirements for the property 

are met, such as parking requirements. 

Impervious Surface Reduction Program 

The Impervious Surface Reduction Program would build on the City’s Public Benefit Incentive System. 

The Public Benefit Incentive System allows for development in the downtown commercial zone in Burien 

to achieve additional gross floor area and/or building height by voluntarily providing public benefits. This 

SMAP recommends the City extend the Public Benefit Incentive System to the Regional Commercial 

Zone, which currently runs along 1st Avenue S, and add vegetated stormwater facilities to the list of 

public benefits, which currently range from right-of-way dedication to public art (listed in Table 

19.15.025.1 of Burien’s City Code). Vegetated stormwater facilities would be considered a public benefit 

because they increase the vegetation in the catchment and reduce the urban heat island effect, as is 

desired by the public in Burien. Facilities that infiltrate would provide the additional benefit of recharging 

groundwater and cooling water temperatures in Miller Creek, as desired by the tribal agencies. Vegetated 

facilities range greatly and may include facilities listed in Section 4, such as bioretention, stormwater tree 

planters, and more. 
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The City would need to take several steps before being able to implement the Impervious Surface 

Reduction Program. First, the City would need to determine the minimum size of vegetated stormwater 

facility that would qualify for an allowance of additional height. Based on the minimum size of facility, the 

City would need to evaluate if adding vegetated stormwater facilities to the list of public benefit features is 

practical. If the City determines that the program is practical, the current City Code will need to be 

reviewed to ensure there are no conflicts. Finally, this SMAP recommends that the City conduct an 

economic gap analysis to determine if this program would reduce barriers to development and 

redevelopment in downtown Burien. 

This program would entail public outreach and approval of the Planning Commission and City Council. 

The recently completed Burien Urban Center Plan may result in zoning and/or policy changes. This land 

management program could be adopted alongside any resulting changes. 

Section 6. Customized Stormwater Management Actions 
Ecology’s SMAP guidance recommends that the City consider targeted, enhanced, or customized 

implementation of SMAs related to the stormwater management program, S5.C in the 2019–2024 Permit. 

SMAP guidance offers the following suggestions: 

▪ Focused or more frequent IDDE field screening 

▪ Prioritization of Source Control inspections 

▪ Operations and Maintenance (O&M) inspections or enhanced maintenance of facilities the City owns 

or operates 

▪ Maintenance that requires capital construction of more than $25,000 

▪ Public Education and Outreach behavior change programs to support SMAP actions for the receiving 

water overall, or for the catchment area in particular 

While no capital construction projects of more than $25,000 were identified this SMAP proposes some 

adjustments to the City’s existing program to target efforts in the Downtown Tributary Subbasin. 

Additionally, there are some elements of the City’s existing program that exceed Permit requirements. 

This SMAP recommends that the City continue these efforts.  

With regards to O&M, the City does street sweeping at a frequency of twice per month in downtown 

Burien, once per month on arterial roads outside of the downtown area, and three times per year 

throughout the rest of the City. The City’s street sweeping efforts go beyond Permit requirements and 

already focuses on the Downtown Tributary Subbasin. This SMAP recommends the City continue this 

street sweeping program. It is also recommended to increase O&M inspections at the Ambaum Regional 

Pond facility until the water quality retrofit project (CIP-1) is completed. This will allow the City to identify 

maintenance needs and illicit discharges that may appear. The City will also continue to reevaluate the 

maintenance program as responsibilities grow and change.  

This SMAP recommends the City prioritize source control inspections in the Downtown Tributary 

Subbasin. To facilitate this recommendation, the City will commit to completing beyond the required 

twenty percent of the source control inventory each year, prioritizing businesses within the Downtown 

Tributary Subbasin where feasible. 

With respect to public education and outreach programs, the City participated in the Dumpster Pilot 

Program and currently participates in the regional Dumpster Outreach Group (DOG). This SMAP 

recommends the City expand this program to more businesses and to emphasize businesses in the 
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Downtown Tributary Subbasin. This SMAP also recognizes that the Land Management Programs - the 

Impervious Surface Reduction Program and the Green Stormwater Infrastructure Program - have public 

behavior change components. Implementation of the Impervious Surface Reduction Program would entail 

public outreach and approval of the Planning Commission and City Council. Additionally, implementation 

of the Green Stormwater Infrastructure program would advertise the financial incentive to replace existing 

impervious surfaces with green stormwater infrastructure. There would be an element of public education 

and, if implemented by property owners, behavior change associated with this effort. Finally, as noted in 

the SDMP there is an active program focused on the Miller Creek Basin through the Miller-Walker 

Stewardship Program that is already addressing the Downtown Tributary subbasin. This SMAP 

recommends continuing to participate in the program to improve water quality in the subbasin through 

public education and outreach.  

Section 7. Water Quality Monitoring 
Water Quality Monitoring is key to measure the effectiveness of the projects and programs discussed 

above as they get implemented. The Miller and Walker Creeks Basin Plan recommended implementation 

of a monitoring program that would “allow for trend analysis of flow, water quality, and habitat data” 

(King County, 2006). King County then developed the Miller and Walker Creeks Basin Monitoring 

Sampling and Analysis Plan (Sampling and Analysis Plan), which the City reviewed for this SMAP 

(King County, 2011). The Sampling and Analysis Plan recommends a monitoring program that includes 

flow, water quality parameters, and ecological indicators at a few locations. This SMAP recommends 

implementation of a similar monitoring program at the outlet of Ambaum Regional Pond, before the 

Downtown Tributary meets the main stem of Miller Creek. A monitoring station would be established at 

the site to gather continuous data for flow, temperature, DO, turbidity, and pH, which would give the City 

information about baseflow conditions and conditions during storms. Monthly water sampling is suggested 

at the sampling sites for nutrients, TSS, and metals. It is recommended that during the months of October 

through June, samples be taken to capture storm flows in addition to the monthly samples taken. Storm 

flow sampling events should capture the first flush of the rainy season, and at least two following 

significant storms. A significant storm can be defined as approximately 0.25 inch of rainfall in a six-hour 

duration. It is important to take samples during first flushes and significant storm flows because 

disproportionately high concentrations of pollutants get carried into the streams during these events and 

can be lethal to aquatic life. Finally, this SMAP encourages the City to consider monitoring for 6PPD-Q, 

as more information becomes available about this emerging pollutant. 

This monitoring program would be used to inform adaptive management of this SMAP by evaluating 

whether water chemistry and stream flows change after upstream retrofits have been installed. Funding 

may be a barrier for the City to implement the suggested monitoring program. The Sampling and Analysis 

Plan suggests utilizing volunteers for monitoring. Volunteers can reduce the cost to the City and educate 

the broader public by sharing their experiences. If the City includes volunteers in the sampling program, it 

is recommended the City train and manage volunteers as outlined in the Sampling and Analysis Plan. 

WRIA 9’s Salmon Habitat Plan notes there is funding available for monitoring, research, and adaptive 

management through the King County Flood Control District Cooperative Watershed Management 

(CWM) grants. Up to 10 percent of CWM funding is available for these purposes (WRIA 9, 2021). 

Section 8. Proposed Implementation Schedule and Budget Sources 
Ecology’s SMAP guidance requires the City to propose an implementation schedule and identify potential 

budget sources for SMAP strategies in the Downtown Tributary subbasin. Ecology directs the City to 

organize the proposed schedule and budget sources by short-term actions (actions to be accomplished 

within six years) and long-term actions (actions to be accomplished within seven to 20 years). 
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Proposed Implementation Schedule 

Implementation of this SMAP would take place over a 20-year period, which is divided into two phases. 

The schedule depicted in Figure 6-8 is intended to depict the relative timing of project phases and of 

recommended implementation of SMAs with respect to one another. This schedule depicts a best-case 

scenario for implementation. Additional City resources, including staff and funding, will be needed to 

implement this SMAP. All SMAP projects should be considered during the updates of the capital 

improvement program.  

It is important to note that the involvement of the public, partner jurisdictions, tribes, agencies, and non‐

governmental organizations (NGOs) would be integral to successfully implement this SMAP. Long-term 

actions in particular will depend on opportunities arising from other City departments and agencies, 

coordination with property owners where applicable, funding availability, and availability of City staff and 

resources. Long-term implementation of the SMAP will also depend on lessons learned from adaptive 

management and monitoring.
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Figure 6-8 Proposed Implementation Schedule  
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Short-Term Actions 

Phase 1 (years one through six of implementation) would be an initiation and early action phase. The 

CIPs, maintenance program evaluation and streamlining, and implementation of customized stormwater 

management actions are the recommended short-term actions. Based on their projected impact, this 

SMAP recommends the CIPs be implemented in order of rank if feasible, with CIP-1 being implemented 

first. Exploration, and implementation if feasible, of the land management strategies is also a short-term 

action. To help with siting of future stormwater retrofits, it is also recommended that the City begin to 

collect data about stormwater facility age and service areas, as well as collect monitoring data focused on 

first flushes and significant storm events in Phase 1. 

Updates to the City’s Comprehensive Plan (Burien, 2022b), Transportation Master Plan (Burien, 2022d), 

and Parks, Recreation, and Open Space Plan (Burien, 2022c) are scheduled to be completed in 2024. 

This SMAP recommends that the City integrate SMAP recommendations where feasible into these plans 

as they are developed. This SMAP recommends that the City Manager develop an executive policy that 

all City departments consider stormwater while developing long-range plans and consider this SMAP’s 

recommendations. 

Burien’s Capital Improvement Program is updated every six years. This SMAP recommends the proposed 

SMAs be included in the update in two ways. First, long-term stormwater retrofit projects discussed in 

Section 4, such as a PPP to develop a large underground stormwater facility, be considered as capital 

projects as the opportunity arises. Additionally, this SMAP recommends that long-term stormwater retrofit 

projects be considered as additions to other capital projects, such as transportation or parks projects. 

Long-Term Actions 

Phase 2 of SMAP implementation is proposed to occur in years seven through 20. SMAs initiated during 

the short-term phase would continue during the long-term phase based on lessons learned through 

adaptive management and monitoring. Listed below are examples of SMAs that would take place in 

Phase 2: 

▪ long-term stormwater facility retrofit projects, which will include coordination with other City 

departments for implementation (See projects described below Table 6-7 and depicted in Figure 6-4, 

Figure 6-5, Figure 6-6, and Figure 6-7); 

▪ maintenance program evaluation and streamlining;  

▪ customized stormwater management actions; 

▪ land management programs; 

▪ Water Quality Monitoring; 

▪ improve GIS data on stormwater infrastructure; and 

▪ discussions with adjacent cities, King County, WRIA 9, WSDOT, stewardship groups, and other 

organizations about opportunities to collaborate. 

The Water Quality Monitoring program should be re-evaluated during Phase 2. Following implementation 

of some SMAs, data collected during Phase 1 will give the City insight into any changes in the Downtown 

Tributary’s water quality. The City may find that the monitoring program should change or that the City 

needs to alter its approach to investment in the Downtown Tributary subbasin. 

Short-term actions that are not implemented during Phase 1 could be completed in Phase 2. 
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Budget Sources 

The ability to fully implement SMAs identified in this SMAP is contingent upon obtaining funding. Major 

sources of funding for the City’s surface water management projects and programs include revenues from 

the Surface Water Management fees, internal and external partnership opportunities, and grant revenues 

from external sources (Table 6-8). 

The City anticipates the need to work in partnership with federal, regional, other local government 

agencies, and other organizations if this SMAP is implemented. Due to the cost and scale of capital 

projects and programs outlined in this SMAP, the availability and timing of grants and other outside 

funding will largely determine the actual timeframe for implementation. 

The City should investigate and evaluate potential funding sources and collaborative options further, as 

a part of the implementation of Phase 1 of this SMAP. Future City funding for the Downtown Tributary 

subbasin is expected to continue approximately at current levels per the 2020 SDMP.7 However, if certain 

SMAP strategies are implemented, the City’s program budget may need to be slightly increased to 

accommodate. This is particularly the case if the City were to implement the Water Quality Monitoring 

program. 

Ecology has been a significant source of funding in the past for Burien stormwater projects and should be 

considered for SMAP implementation. WRIA 9’s Salmon Habitat Plan also provides funding sources for 

projects and programs suggested. The three funding sources include the Salmon Recovery Funding 

Board, the Puget Sound Acquisition and Restoration Fund, and the King County Flood Control District 

Cooperative Watershed Management grants (WRIA 9, 2021). WRIA 9 may also support the City in 

seeking funding for other local, state, and federal sources. 

Table 6-8 External Revenue Sources* 

Revenue Source Description 

Real Estate Excise Tax (REET) Washington State authorizes cities to levy two taxes on the sales 

of real estate, providing guidance on the specific uses for each. 

REET 1 funds may be used for any purpose identified in a Capital 

Improvement Plan. REET 2 funds are primarily used for 

transportation improvements but may also be utilized for 

sidewalks, traffic signals, and some utility projects. 

King County Flood Control 

District, Opportunity Fund 

Funds projects or activities for flood control and stormwater 

improvements, and may fund watershed management activities 

such as habitat conservation if such projects are linked to flood 

control or stormwater activities. 

King County Flood Control 

District, Flood Reduction Grants 

Funds small to medium local flood reduction projects, including 

stormwater retrofit, slope stabilization, drainage improvements, 

urban flood risk reduction, and culvert replacement / fish passage 

restoration. 

King County Flood Control 

District, Cooperative 

Watershed Grants 

Implementation of WRIA Forum priorities – WRIA 9: 

Green/Duwamish and Central Puget Sound Watershed 

Ecosystem Forum 

 

7 Surface Water Management fees were most recently updated in 2021 per Ordinance No. 786, after the 

adoption of the 2020 SDMP. 
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Revenue Source Description 

Washington State Department 

of Ecology, Water Quality 

Combined Funding 

For projects that improve and protect water quality throughout the 

State, including stormwater projects and activities that have 

proven effective at reducing impacts from existing infrastructure 

and development and enhance existing stormwater programs. 

Washington State Department 

of Ecology, Watershed Plan 

Implementation & Flow 

Achievement Planning Grants 

For improving instream and riparian zone conditions, reorganizing 

or concentrating existing points of diversion, studying surface or 

groundwater storage feasibility. 

Washington State Department 

of Ecology, Streamflow 

Restoration Competitive Grants 

Funds to implement local plans and projects to improve stream 

flows to levels necessary to support robust, healthy, and 

sustainable salmon populations. 

Washington Public Work Board, 

Construction Loan Program Grant 

Low-interest loans for local governments to finance public 

infrastructure construction and rehabilitation. Eligible projects must 

improve public health and safety, respond to environmental 

issues, promote economic development, or upgrade system 

performance. 

*The grants in this table are directly applicable to this SMAP. However, there are grants available for other 

project types, such as transportation projects, which could be used to partner with Public Works to implement 

SMAP goals. 

Section 9. Adaptive Management 
Ecology’s SMAP guidance requires the City to adaptively manage this SMAP. Adaptive management 

would allow goals and methods to change in response to new information, feedback on progress, 

changing technologies, and new or updated regulatory and community goals. In short, adaptive 

management would allow for a nimble response to new information, and lead to a more efficient use of 

resources in the long-term. Therefore, adaptive management would help in developing long-term 

strategies for the Downtown Tributary subbasin. 

Adaptive management would allow the City to document progress toward meeting SMAP goals, and 

enable the City to report progress to the funders, the public, and Ecology. If this SMAP is implemented, 

the City expects to adapt its approach to this SMAP over time as lessons are learned from 

implementation of various strategies. 

Adaptive management has been incorporated into WRIA 9’s Salmon Habitat Plan with which the City 

intends to coordinate. The Salmon Habitat Plan states that adaptive management ensures prioritization 

and sequencing of investments that reflect the best available science and maximizing benefits for 

Chinook salmon. A key component to the WRIA 9’s adaptive management approach is monitoring. 

The adaptive management process should include implementation tracking and an ongoing assessment 

of what portion of the planned projects and programs have taken place, and how much of the catchment 

area has been addressed. The City should monitor the water quality in Miller Creek, which will help the 

City determine whether conditions in the Downtown Tributary are improving over time. 

Maintenance will be a consideration for adaptive management as the SMAP is implemented. Discussions 

with Public Works staff indicate there is a need to improve the efficiency of the existing stormwater 

management program, and there is no plan to increase the number of maintenance staff in the 
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foreseeable future. This, coupled with the need to accommodate a growing number of stormwater 

facilities, such as those recommended in Section 4, is the basis for considering adjustments to the City’s 

maintenance program as necessary to ensure an efficient use of resources. Improvements in the 

maintenance program will benefit Miller Creek, but also the City as a whole.  

Streamlining the maintenance program would entail: 

▪ evaluating the City’s current assets, practices, materials, and tools used in the maintenance program; 

▪ finding gaps in staffing, staff training and equipment; 

▪ developing an asset management approach; and 

▪ updating maintenance standard operating procedures. 

A memorandum for the suggested maintenance program including next steps, an annotated outline, 

recommended deliverables, and a fee estimate can be found in Appendix E.  

Finally, this SMAP recommends the City watch for further developments in research on 6PPD-Q. 

Numerous studies are expected in the near future and could impact the approach the City will take to 

improving Miller Creek. The City may choose to monitor 6PPD-Q in Miller Creek, implement retrofits that 

reduce 6PPD-Q in stormwater runoff based on the most recent research, or make other changes to the 

urban landscape. 

Section 10. Final Stakeholder Engagement 
The final stakeholder engagement effort provided the draft SMAP for review and a summary of the draft 

SMAP with a focus on Downtown Burien’s action plan for stakeholders to review. The goal of this 

engagement effort was to follow up and inform the community about how their feedback in the previous 

phases was incorporated into this SMAP. Additionally, the community was encouraged to provide 

comments, concerns, and feedback to the City via email. 

The final round of engagement built on the materials used in previous engagement efforts. The City’s 

SMAP webpage was updated on January 23, 2023 to inform stakeholders about the selected SMAs. The 

webpage was updated with new text, a video, and an interactive map. The text summary and video on the 

webpage included an overview and timeline of the SMAP, a detailed explanation of each of the proposed 

stormwater facility retrofit projects, land management strategies, maintenance program, and monitoring 

program, an explanation of adaptive management, and a brief description of the implementation plan. The 

video also included an explanation about how the SMAs were developed and selected. The interactive 

map included the Downtown Tributary Subbasin and the proposed projects. The City advertised the 

website updates and availability of the draft SMAP in several ways. Methods included a project webpage 

update and, blog post, and update in the City News email newsletter. This SMAP was finalized one month 

after the webpage update, during which time no comments or concerns were received by the City. 

Section 11. Conclusion 
At this time, the Phase II permit does not require this SMAP to be implemented but SMAP implementation 

may be assessed annually with the City’s NPDES Annual Report. The recommendations in this SMAP 

were designed to be eligible for grants. Thus, it would be beneficial for the City to take steps to implement 

the recommendations. The first steps in implementing this SMAP would include exploring the feasibility of 

the recommended land management programs, applying for funding for both the monitoring program and 

the retrofit projects, and implementing the suggestions for the maintenance program. These steps would 
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allow the City to begin adaptive management of the Downtown Tributary subbasin and inform long-term 

actions needed to improve water quality for Miller Creek.  

The Downtown Tributary and Miller Creek are important water resources for the City. The impairment of 

these waters harms the quality of life in Burien. Poor water quality harms threatened species of fish that 

define the character of the City and region. This SMAP would guide the City’s continuing work to restore 

these streams. 



City of Burien 7-1 

Stormwater Management Action Plan (SMAP) Otak 

Chapter 7. Bibliography and References 

Ankuta, A. 2021. Spawning Salmon Population Analysis of Walker and Miller Creek. Program on the 

Environment. Washington State University. Poster. Available at: https://envstudies.uw.edu/wp-

content/uploads/sites/6/2021/05/ankutaalexanderjames_poster.pdf. 

Aspect Consulting. 2018. Standard Operating Procedures for Stormwater, Streets, and Parks Operations 

and Maintenance. 

Ballash, H. September, 2016. Building Cities in the Rain: Watershed Prioritization for Stormwater 

Retrofits. Available at: http://www.commerce.wa.gov/wp-content/uploads/2016/10/gms-bldg-

cities-in-the-rain-2016-1.pdf. 

Buening, J. June, 2011. Salmon Creek Ravine Vegetation Inventory and Management Plan. Available at: 

https://depts.washington.edu/uwbg/research/theses/Jenny_Buening_2011.pdf. 

Barbour, M. T., Gerritsen, J., Snyder, B. D., and Stribling, J. B. 1999. Rapid Bioassessment Protocols For 

Use in Streams and Wadeable Rivers: Periphyton, Benthic Macroinvertebrates, and Fish, Second 

Edition. U.S. Environmental Protection Agency. 

Batcho, A and Trout Unlimited Volunteer. January 2009. Miller Creek Fish Habitat Relationships. 

CAPA Strategies. 2020. Seattle & King County Washington Heat Watch Report. 

City of Burien. December 15, 2003a. State Environmental Policy Act (SEPA) Analysis of the 

Comprehensive Plan: Burien’s 2003 Existing Conditions. Available at: 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%2

0Vision/Comprehensive%20Plan/4.4%20Existing%20Conditions%20-

%20November%202020.pdf. 

City of Burien. December 15, 2003b. State Environmental Policy Act (SEPA) Analysis of the 

Comprehensive Plan: Issues and Impacts. Available at: 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%2

0Vision/Comprehensive%20Plan/4.5%20Issues%20&%20Impacts%20-

%20November%202020.pdf. 

City of Burien. October 2004. Salmon Creek Neighborhood Plan. Available at: 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%2

0Vision/Comprehensive%20Plan/Salmon-Creek-Neighborhood-Plan.PDF. 

City of Burien. 2020. The Burien Plan. 

City of Burien. November 15, 2021. Burien Climate Action Plan. Available at: https://cdn5-

hosted.civiclive.com/UserFiles/Servers/Server_11045935/File/City%20Hall/Areas%20of%20Focu

s/Environment/2021%20Burien%20Climate%20Action%20Plan.pdf. 

City of Burien. 2022a. Burien Municipal Code. Available at: https://www.codepublishing.com/WA/Burien/. 

City of Burien. 2022b. Comprehensive Plan Update. Available at: 

https://connect.burienwa.gov/projects/comprehensive-plan-update/. 

City of Burien. 2022c. Parks, Recreation, and Open Space Plan Update. Available at: 

https://connect.burienwa.gov/projects/parks-recreation-and-open-space-plan-update/. 

City of Burien. 2022d. Transportation Master Plan. Available at: 

https://connect.burienwa.gov/projects/transportation-master-plan/. 

http://www.commerce.wa.gov/wp-content/uploads/2016/10/gms-bldg-cities-in-the-rain-2016-1.pdf
http://www.commerce.wa.gov/wp-content/uploads/2016/10/gms-bldg-cities-in-the-rain-2016-1.pdf
https://depts.washington.edu/uwbg/research/theses/Jenny_Buening_2011.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.4%20Existing%20Conditions%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.4%20Existing%20Conditions%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.4%20Existing%20Conditions%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.5%20Issues%20&%20Impacts%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.5%20Issues%20&%20Impacts%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/4.5%20Issues%20&%20Impacts%20-%20November%202020.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Salmon-Creek-Neighborhood-Plan.PDF
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Salmon-Creek-Neighborhood-Plan.PDF
https://www.codepublishing.com/WA/Burien/


City of Burien 7-2 

Stormwater Management Action Plan (SMAP) Otak 

Burien Business and Economic Development Partnership. 2018. SW 153rd Street Improvement Survey 

Results. Available at: 

https://www.burienwa.gov/business/economic_development/economic_development_projects_init

iatives/sw_153rd_street_improvement_survey. 

City of Burien Parks, Recreation and Cultural Services (PaRCS). 2018. Chapter 2: Burien’s Past and 

Future. Available at: 

https://www.burienwa.gov/residents/burien_s_vision/parks_recreation_and_open_space_plan. 

City of Burien Parks, Recreation and Cultural Services (PaRCS). 2022. Seahurst Ed Munro Park. 

Available at 

https://www.burienwa.gov/residents/parks_recreation_cultural_services/city_parks_trails_facilities

/seahurst_park. 

Cities of Burien, Normandy Park, and SeaTac, King County, Port of Seattle, and Washington State 

Department of Transportation. 2006. Miller-Walker Creeks Basin Plan. 

City of Seattle, King County, Pierce County, and Snohomish County. 2022. Puget Sound Stream 

Benthos. Available at: https://pugetsoundstreambenthos.org/. 

Creative Strategies Solutions & CoCreative Labs. July 12, 2022. City of Burien Strategic Planning 

Process: Session 2. Available at https://cdn5-

hosted.civiclive.com/UserFiles/Servers/Server_11045935/File/Burien%20Strategic%20Planning%

20Session%202.pdf. 

ECONorthwest. 2021. City of Burien Housing Action Plan. 

Fehr & Peers. July 2016. Downtown Mobility Study. Available at: https://cdn5-

hosted.civiclive.com/UserFiles/Servers/Server_11045935/File/Business/Economic%20Developm

ent/Downtown%20Mobility%20Study/Downtown%20Mobility%20Study.pdf. 

Ferguson, E., Smith, D., Funke, D., and Wilson, D. April 9, 2014. Miller/Walker Creek Monitoring Activities 

for 2013 Memorandum. Available at http://your.kingcounty.gov/dnrp/library/water-and-

land/watersheds/central-puget-sound/miller-walker-creeks/Monitoring/MonitoringMemo-

MW_2014.pdf. 

Geosyntec. 2021. Stormwater Heatmap. Available at 

https://www.stormwaterheatmap.dev/get_spatial_data. 

Gregersen, C. 2020. Miller Creek Basin Fish Population Assessment Technical Memorandum. 

HDR Engineering, Inc. 2015. Miller-Walker Basin Stormwater Retrofit Planning Study (Draft 

Implementation Plan). 

Highline Public Schools. 2018. Highline School District No. 4: Capital Facilities Plan 2018–2023. Available 

at: 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%2

0Vision/Comprehensive%20Plan/Highline%20School%20District%20Capital%20Facilities%20Pla

n.pdf. 

Kemp, Iris. 2021. Community Salmon Investigation (CSI) for Highline: 2021 Results. Available at: 

https://kingcounty.gov/~/media/environment/watersheds/central_puget_sound/miller_walker_cree

ks/CSI/CSI-2021-SummarySlides.ashx?la=en. 

https://www.burienwa.gov/business/economic_development/economic_development_projects_initiatives/sw_153rd_street_improvement_survey
https://www.burienwa.gov/business/economic_development/economic_development_projects_initiatives/sw_153rd_street_improvement_survey
https://www.burienwa.gov/residents/burien_s_vision/parks_recreation_and_open_space_plan
https://www.burienwa.gov/residents/parks_recreation_cultural_services/city_parks_trails_facilities/seahurst_park
https://www.burienwa.gov/residents/parks_recreation_cultural_services/city_parks_trails_facilities/seahurst_park
https://pugetsoundstreambenthos.org/
http://your.kingcounty.gov/dnrp/library/water-and-land/watersheds/central-puget-sound/miller-walker-creeks/Monitoring/MonitoringMemo-MW_2014.pdf
http://your.kingcounty.gov/dnrp/library/water-and-land/watersheds/central-puget-sound/miller-walker-creeks/Monitoring/MonitoringMemo-MW_2014.pdf
http://your.kingcounty.gov/dnrp/library/water-and-land/watersheds/central-puget-sound/miller-walker-creeks/Monitoring/MonitoringMemo-MW_2014.pdf
https://www.stormwaterheatmap.dev/get_spatial_data
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Highline%20School%20District%20Capital%20Facilities%20Plan.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Highline%20School%20District%20Capital%20Facilities%20Plan.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Highline%20School%20District%20Capital%20Facilities%20Plan.pdf


City of Burien 7-3 

Stormwater Management Action Plan (SMAP) Otak 

King County. February 2006. Miller and Walker Creeks Basin Plan. Available at: 

https://your.kingcounty.gov/dnrp//library/water-and-land/watersheds/central-puget-sound/miller-

walker-creeks/Miller_Walker_Basin_Plan.PDF. 

King County. April 14, 2011. Miller and Walker Creeks Basin Monitoring Sampling and Analysis Plan. 

Available at: https://your.kingcounty.gov/dnrp/library/water-and-land/watersheds/central-puget-

sound/miller-walker-creeks/monitoring/Miller_Walker_Monitoring_SAP_4-14-11.pdf. 

King County. 2012. Washington State Toxic Algae: Freshwater algae bloom monitoring program. 

Available at: https://www.nwtoxicalgae.org/Data.aspx?SiteID=34. 

King County. March 15, 2013. 2012 Miller/Walker Creek Coho Prespawn Mortality Study Memorandum. 

King County. 2016. Stream Report - King County Water Quality Monitoring. Available at: 

https://green2.kingcounty.gov/streamsdata/watershedinfo.aspx?Locator=X438. 

King County. March 9, 2021a. Seola Creek Basin Retrofit Project. Available at: 

https://kingcounty.gov/depts/dnrp/wlr/sections-programs/stormwater-services-section/capital-

services-unit/seola-creek-retrofit.aspx. 

King County. November 5, 2021b. Monitoring Information: How are Miller and Walker Creeks Doing? 

Available at: https://kingcounty.gov/services/environment/watersheds/central-puget-sound/miller-

walker-creeks/monitoring.aspx#currentMonitoring. 

KPG. October 3, 2011. SW 153rd Street Preliminary Visioning Report. Available at: https://cdn5-

hosted.civiclive.com/UserFiles/Servers/Server_11045935/File/153rd_Visioning_ReportFinal.pdf. 

MIG. 2020. Burien Urban Center Plan. 

MIG. April 2021. Burien Urban Center Streetscape Design Plan. Available at: https://cdn5-

hosted.civiclive.com/UserFiles/Servers/Server_11045935/File/Business/Building%20&%20Constr

uction/Community_Development_Projects/Burien%20Urban%20Center%20Streetscape%20Desi

gn%20Plan.pdf. 

Otak. 2010. NERA Master Plan. 

Otak. 2012. Burien 2012 Storm Drainage MDP. 

Otak. 2014, updated in 2018a. Burien NERA MDP. 

Otak. 2014. Burien LID Barriers Analysis Memorandum. 

Otak. 2018b. Burien Water Quality Retrofits Feasibility and Alternatives Analysis. 

Otak. January 10, 2019. Burien Stream Typing Technical Memorandum. 

Otak. 2020a. Shoreline Master Plan. 

Otak. 2020b. SDMP. 

Otak. 2021. Boulevard Park Flood Reduction Alternatives Analysis. 

Peter, K., Hou, F., Tian, Z., Wu, C., Coehring, M., Liu, F., and Kolodziej, E. 2020. More Than a First 

Flush: Urban Creek Storm Hydrographs Demonstrate Broad Contaminant Pollutographs. 

Environmental Science & Technology. 54 (10), 6152-6165. DOI: 10.1021/acs.est.0c00872. 

https://www.nwtoxicalgae.org/Data.aspx?SiteID=34
https://green2.kingcounty.gov/streamsdata/watershedinfo.aspx?Locator=X438
https://kingcounty.gov/depts/dnrp/wlr/sections-programs/stormwater-services-section/capital-services-unit/seola-creek-retrofit.aspx
https://kingcounty.gov/depts/dnrp/wlr/sections-programs/stormwater-services-section/capital-services-unit/seola-creek-retrofit.aspx
https://kingcounty.gov/services/environment/watersheds/central-puget-sound/miller-walker-creeks/monitoring.aspx#currentMonitoring
https://kingcounty.gov/services/environment/watersheds/central-puget-sound/miller-walker-creeks/monitoring.aspx#currentMonitoring


City of Burien 7-4 

Stormwater Management Action Plan (SMAP) Otak 

Pomegranate Center, J. A. Brennan Associates, and J. T. Atkins & Company. June 21, 2004. City of 

Burien Pedestrian and Bicycle Facilities Plan. Available at: 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%2

0Vision/Comprehensive%20Plan/Pedestrian%20and%20Bicycle%20Facilities%20Plan.pdf. 

Port of Seattle. 2018. Green Burien Partnership: Urban Forest Stewardship Plan. 

Shorewood on the Sound. 2022. History. Available at: https://www.shorewoodonthesound.org/. 

Stanley, S., Grigsby, S., Booth, D., Hartley, D., Horner, R., Hruby, T., Thomas, J., Bissonnette, P., 

Fuerstenberg, T., Lee, J., Olson, P., and Wilhere, G. 2016. Puget Sound Characterization. 

Volume 1: The Water Resources Assessments (Water Flow and Water Quality). Washington 

State Department of Ecology. Publication #11-06-016. Olympia, WA. 

United States Geological Survey (USGS). March 17, 2022. USGS Water-Quality Data for the Nation. 

Available at: https://waterdata.usgs.gov/nwis/qw. 

Washington Department of Ecology (Ecology). December 2005. Focus on Fecal Coliform Bacteria. 

Available at: https://apps.ecology.wa.gov/publications/documents/0210010.pdf. 

Washington Department of Ecology (Ecology). September 2017. Copper and Zinc in Urban Runoff 

Phase 1 – Potential Pollutant Sources and Release Rates. Available at: 

https://apps.ecology.wa.gov/publications/documents/1703018.pdf. 

Washington Department of Ecology (Ecology). 2019a. Stormwater Management Action Planning 

Guidance. Available at: 

https://fortress.wa.gov/ecy/ezshare/wq/permits/StormwaterMgmtActionPlanning.pdf. 

Washington Department of Ecology (Ecology). 2019b. Stormwater Management Manual for Western 

Washington (SWMMWW). Available at: 

https://fortress.wa.gov/ecy/ezshare/wq/Permits/Flare/2019SWMMWW/2019SWMMWW.htm#Topi

cs/FrontCover.htm?TocPath=2019%2520SWMMWW%257C_____0. 

Washington Department of Ecology (Ecology). October 2022a. 6PPD in Road Runoff Assessment and 

Mitigation Strategies. Available at: 

https://app.leg.wa.gov/ReportsToTheLegislature/Home/GetPDF?fileName=ECY%206PPD%20in

%20Road%20Runoff%20Report_32dc8c92-b98a-4023-97f2-d6d2ec19b390.pdf. 

Washington Department of Ecology (Ecology). 2022b. Better Brakes. Available at: 

https://ecology.wa.gov/Waste-Toxics/Reducing-toxic-chemicals/Washingtons-toxics-in-products-

laws/Better-Brakes-

law#:~:text=Primary%20sources%20of%20copper%20in,pipes%2C%20and%20vehicle%20brake

%20pads. 

Department of Ecology. 2022c. Ecology SFY22 Grant Application for Burien’s SMAP Basin Planning for 

Retrofitted Water Quality and Flow Control (Ecology Grant). 

Washington State Department of Ecology (Ecology). 2022d. Environmental Information Management 

System. Available at: https://apps.ecology.wa.gov/eim/search/default.aspx. 

Washington State Department of Ecology (Ecology). 2022e. Water Quality Atlas. Available at: 

https://apps.ecology.wa.gov/waterqualityatlas/wqa/map. 

Washington Department of Fish and Wildlife. 2009. Fish Passage Barrier and Surface Water Diversion 

Screening Assessment and Prioritization Manual. Available at: 

https://wdfw.wa.gov/sites/default/files/publications/00061/wdfw00061.pdf. 

https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Pedestrian%20and%20Bicycle%20Facilities%20Plan.pdf
https://p1cdn4static.civiclive.com/UserFiles/Servers/Server_11045935/File/Residents/Buriens%20Vision/Comprehensive%20Plan/Pedestrian%20and%20Bicycle%20Facilities%20Plan.pdf
https://www.shorewoodonthesound.org/
https://waterdata.usgs.gov/nwis/qw
https://fortress.wa.gov/ecy/ezshare/wq/permits/StormwaterMgmtActionPlanning.pdf
https://apps.ecology.wa.gov/eim/search/default.aspx
https://apps.ecology.wa.gov/waterqualityatlas/wqa/map
https://wdfw.wa.gov/sites/default/files/publications/00061/wdfw00061.pdf


City of Burien 7-5 

Stormwater Management Action Plan (SMAP) Otak 

Water Resource Inventory Area 9 (WRIA 9). February 11, 2021. Salmon Habitat Plan 2021 Update. 

Available at: https://www.govlink.org/watersheds/9/pdf/2021_PlanUpdate.pdf. 

Wikipedia. 2022. Heat map. Available at: https://en.wikipedia.org/wiki/Heat_map. 


